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“MORE THAN EVER 
BEFORE” 


We urge you not to wait 
until it becomes impossi- 


ble to buy a communication receiver at any price. Through 
long range planning and tremendous buying, we are in a 
position to fill your order immediately on the receiver of 
your choice out of our stock—No Waiting. 


1 THE HALLICRAFTER SX28 


One of the finest communication receivers available is the Hallicrafter $X28. Its design 
has set new standards in performance. You will find it a reliable and consistent per- 


former giving you not only complete coverage from 10 meters through all the amateur 
bands but coverage on the broadcast band for the family to enjoy. 


“A $5.00 deposit will hold Model SX28” 


THE SKY CHAMPION S-20R 
The Sky Champion! A favorite with the short wave DX fan and amateur operator. It offers 
professional styling, operating flexibility, and electrical performance that is truly out- 
standing. Electrical band spread and noise limiter are included amongst the features 
of this splendid radio set. The Sky Champion represents a value that is very hard to beat. 


“A $5.00 deposit will hold a Sky Champion for you” 


MODEL SX-24 SKY WRITER DEFIANT 


We know that there is no more popular receiver than the mode! SX-24 Sky Writer Defiant. 
Its performance can be compared favorably with most receivers selling at twice the 
price. Every advanced feature of the Hallicrafter's line is incorporated in the model 
SX-24. Complete coverage is provided from the 10 meter amateur band through the 
broadcast band. Automatic noise limiter, separate calibrated band spread dial, crystal 


filter, and push pull Audio out-put stage represents a few of the features to be found 
in this outstanding radio receiver. 


THE SKY BUDDY 


The new Sky Buddy is an amateur in every respect covering everything on the air from 
44 MC to 545 KC including the 10 meter band. It employs many of the features found 
in the higher priced Hallicrafter receivers. 


Send today for our new catalog on every- 
thing for the Experimenter and Amateur 


THE RADIO SHACK 
167 Washington St., Boston, Mass., U.S.A. 


Please send me details of your easy payment plan. | am interested in 


Hallicrafters Model ; 
Enclosed please find deposit. 
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OL’ TIMER 
Dear Editor: 
While looking over some old numbers of 


Radio-Craft I came across your Jubilee 
Souvenir Number, published in 1938, for 
the first 50 years of radio. This number 
brought to me some remembrances of the 


old days of crystal detectors and multiple 
wire antennae. 

Perhaps you remember me, perhaps you 
do not, but many times in my endeavors 
to get adequate reading material for keep- 
ing up with the rapid advance of radio I 
dropped around to your office to get books 
that could be understood, not going into 
higher mathematics to explain how a 
yacuum tube worked. 

Around the early ’20s I made up my 
mind while still in the 5th grade to study 
radio and be a commercial operator. Being 
handicapped by the limited education, one 
look at “How to Pass,” and other books, 
gave me the jitters. You know us commer- 
dal men of those days. We could not be 
kept down; so'I kept on looking for simple 
and at the same time informative books. 

Finally a friend of mine happened to 
have a book he just bought and since he 
realized the commercial end of radio did 
not appeal to him he sold me the book for 

I will never forget) the grand sum of $2, 
which I borrowed and worked out later. 
Those $2 constituted the most profitable in- 
vestment I ever made, for a couple of 
years later I took the comme reial exam 
und passed with a mark of 85%. Do you 
remember your “Wireless Course in 20 Les- 
sons”? That book had the most simple and 
understandable explanation of how vacuum 
and the innumerable uses worked; 
so much so that years later when the transi- 
tion from spark to vacuum-tube transmis- 
sion came around I had no trouble adapting 
myself to the new conditions. Especially, 
perhaps you remember when the old Ist 
Class tickets were recalled and new exami- 
nations had to be taken by those desiring 
to hold the top license. 

‘I feel that the commercial seagoing fra- 
ternity owes you a great debt of gratitude 
for your easily understood publications as 
well as the developing of radio receivers 
and the predictions which pushed manufac- 
turers towards improving their products 
and thereby giving the consuming public 
more for their money. 

Perhaps I am taking too much for grant- 
ed, Mr. Gernsback, but may I in the name 
of the operating profession offer my greet- 
ings to you and those you mentioned on 
that Jubilee as the men who created and 
kept up my line of endeavor in life. 

E. GORBEA, 
Jupiter, Fla. 


MOODY IS MOODY AGAIN 


Dear Editor: 


tubes 


On reading some of the letters sent in 
by a few old fogey readers, I have reached 
the conclusion that there are a number of 
people who stopped thinking 10 years ago. 
They have been in Radio since way back 


when . and they’ve stood still ever since, 
until their brains petrified. These Rip Van 
Winkles of radio, prodded to consciousness 
‘y a fellow (me!) whom they accuse of 
having an ego, find their only possible re- 
sponse patronizing indulgence, which is 
conceited and egoistic in itself. 


WILLARD Moopy, 
New York, N. Y. 


BOUQUETS FROM “DOWN 


UNDER” 
Dear Ed 


I hay 
m regar 


tor: 


ften been going to write to you 
to the magazine but never seemed 





RADIO-CRAFT for 


OCTOBER, 


to get sufficient time. The greatest improve- 
ment in the magazine since the special 
monthly issues were instituted the 
streamlining, as it was very annoying to 
have to turn to the back of an to 
complete an article. 
Another improvement 
worthwhile, if it would 
publish an index in June covering the last 
12 months; then it would be possible to 
look up anything and find it with ease. 


is 
issue 


that would be 


be possible, is to 


I am not in favor of any “ham” articles 
as there are several magazines which cater 
to this class of thing, and then again 
Radio-Craft is recognized the world over 
as being the leading Serviceman’s magazine, 
so let us keep that position. I have been 
practicing in the Servicing and Sound En- 
gineering fields for many years and can 
definitely state that the assistance that I 
derive from Radio-Craft has been inval- 
uable. 

J. BRASSIL, 
Mount Isa, 
Queensland, Australia. 


Thank you for your comments. We are 
especially glad to know, Mr. Brassil, that 
Radio-Craft has been of real value to you 
in your service work. 


CORRECTION: 
BUCK & SIMPSON 


Dear Editor: 

With regard to my recent letter, “Buck 
Gets a Vote,” which appeared in the August 
1941 “Mailbag,” there a slight error 
which might be confusing to some Service- 
men, id est, the expression “1,500-f2 (440) 


1S 


or 620 ke.” should be “1,500-—2 (440) or 620 
ke.”; the expression “1,500-f2 (456) or 588 
ke.” should be “1,500-2 (456) or 588 ke.” 


JOHN R. SIMPSON, 


Gainesville, Fla. 
HEARING-AIDS 
Dear Editor: 
Referring to the May, 1941, issue of 
“R.-C.,” pgs. 645, 646 and 647, with respect 


to hearing-aids, the remarks of Mr. Keefer 
were most interesting; as well as the re- 
marks of Mr. Russel and Mr. Cisin in a 
previous issue. 

I am another of your deaf readers who 
always first looks in Radio-Craft, and Radio 
& Television, for something of interest or 
help for a deaf person. I first noticed my 
deafness when a young man about 50 years 
ago. Several years ago I asked the late Mr. 
Dyer, who had been associated with Mr. 
Edison for many years, why he (Edison) 
had not given the deaf public something of 
value to them and he said that “Mr. Edison 
did not care. It was the other fellow’s mis- 
fortune if he failed to make him under- 
stand.” My belief is that this was a nut 
that even Mr. Edison could not crack. 

I use a series of paper tubes with which 
I can hear normal talk from 3 to 15 feet 
away; I carry a small one in my pocket 
for service about 5 feet away. Without 
them I cannot hear under a shout more 
than 5 inches away. It has been well known 
for many years that words spoken at a 
normal pitch into a confined air space may 
be heard for a considerable distance even 
by the deaf if conducted directly to the ear 
drum. 

It may be interesting to know that the 
Victrola so popular a few years ago was 
the result of work relative to the deaf. I 
filed a patent application in 1907, which 
issued in 1922, with broad claims covering 
the victrola, which the old Victor Talking 
Machine Co. attacked, but the United States 
Supreme Court affirmed my title in 1929. 
In spite of the favorable outcome I never 
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QUICK, EASY WAY 
TO TRAIN FOR 


RADIO 


LL FINANCE YOUR TRAINING 
Mail the Coupon TODAY and I'll 
not only tell you about my quick, 
easy way to train for a good pa 

wee Radio, Television and Sound, 
BUT, I'l also tell 
get it and pay 
monthly yments starting 60 
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Chicago. This 8 weeks training pre- § 
pares you for a job in service and 
repair work—we also offer radio 
operating training. Full details of 
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when you send coupon. 
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Drafting, Mathematics and Studio Technique. 
Placement bureau. Fall classes now forming. 
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received a cent in payment of the great 
expense that they put us to in defense of 
my title. In 1922, I filed a radio application, 
the last division of which issued in 1933. 
Both cases were involved in about a dozen 
interferences after having been rejected by 
the experts of several large companies. 

In January, 1940, I was looking over some 
of the old issues of your publications and 
I noticed an article, on pg. 605 of the April, 
1939 issue of Radio-Craft, “How the Beam- 
A-Scope Works.” Later I found about a 
dozen companies were using apparatus 
which included movable, self-contained 
loops, and electric phonograph sound re- 
cording and reproducing devices, covered by 
my patent claims. I sent out 5 or 6 infringe- 
ment notices in March, 1940, and after the 
usual delays I found they (presumably the 
companies—Ed.) had all ganged up on me 
and denied that they were infringing any 
VALID claim. The patent lawyers of 4 
different firms advised me that the Federal 
judges were not sustaining patents and 
that I had better take any reasonable set- 
tlement rather than take a chance with 
my 4 patents some of which were over 10 
years old. 

The RCA were as well aware of this con- 
dition as I, but with justice to them they 
did not take advantage of it and offered 
a substantial amount above my expenses 
relative thereto, taking over the patents. 
I received their check Christmas morning, 
1940. 

I consider that RADIO-CRAFT was directly 
responsible for the sale of my patents. It 
would be a good idea for radio inventors 
to watch your publication. 

There has been much loose talk of amend- 
ing the patent laws. I think it would be a 
good idea if you would publish some of the 
proposed bills with your comment as an aid 
to your readers. I believe that the law 
should be changed requiring the filling-in 
by inventors—first their disclosure and 
drawing, and from time to time a state- 
ment with respect to diligence and public 
use which would become part of the file 
when the patent application is filed. Jn the 
event of an interference, the Interference 
Examiner could render a decision in a few 
hours based upon the record on file instead 
of having to wait over 20 years as in my 
case! 

Every once in a while I would find myself 
reading that old April fool hoax of 1933. 
(“The Westingmouse Receiver,” May issue. 

-Ed.) With the reduction in voltage or 
size of the “B” batteries and with the new 
tubes mentioned, a real pocket-size hearing- 
aid is in sight. I believe your readers would 
appreciate your comments on the next step 
in the Phono-vision Art; that is, changing 
both light and sound values to electrical 
values, and recording the result by a single 
stylus on a dise record, 20 to 30 inches in 
diameter, moving at an even tangential 
speed of 200 to 400 grooves to the inch. A 
home record of a talking moving picture of 
an hour’s duration would result. 

JOHN B. BROWNING, 
Camden, N. J. 


PHASE INVERSION CIRCUIT 
Dear Editor: 

In the “Mailbag” of August Radio-Craft 
appeared a letter by Mr. Otto Schmidt, re- 
ferring to a phase inversion circuit using a 
grid connected to ground and a common 
cathode connection for phase inverter and 
Ist A.F. amplifier. 

The writer has had some practical ex- 
perience with this circuit and found it diffi- 
cult to equalize the voltages on the follow- 
ing push-pull grids. That is, the phase in- 
verter tube had a lower output than the 
Ist A.F. amplifier, and the system was un- 
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balanced; or, the opposite would be the case. 
The gain was very low and the frequency 
response poor. 

A better circuit is that used and devel- 
oped by RCA and shown in the attached 
drawing. This circuit uses one tube as a 
first A.F. amplifier and a second tube as the 
phase inverter. 

A practical setup would be two 6J5 tubes, 
using 250 volts “B” supply and plate resis- 
tors of 50,000 ohms, making 100,000 total 
from 6J5 plate to 6J5 plate. The grid con- 
densers should be 0.25-mf. for good low- 
frequency response and a flat curve. The 
control-grid resistors are 100,000 ohms each, 
or 200,000 ohms from grid to grid in the 
push-pull stage driven by the phase in- 
verter system. These are R1 and R2 in the 
diagram. The cathode resistance in the 6J5 
circuit will depend on the input signal and 
may be about 2,000 ohms for a phonograph 
input of 1 volt. The input grid resistance 
to V1 would then be about 100,000 ohms. 
A high-resistance gridleak will raise the 
low-frequency response of the amplifier and 
vice versa. Resistor R3 should be a 100,000- 
ohm unit. 

WILLARD Moopy, 
New York, N. Y. 





HOW THE MAILBAG 
GROWS! 


By leaps and bounds — from 2 
columns to 12 columns—the Mail- 
bag Department just keeps growing. 
And it’s a good, healthy sign, too. 
It’s an excellent indication that the 
family of Radio-Craft readers are 
taking an increasingly large interest 
in their magazine. This is the only 
way that ladio-Craft can continue 
to improve! 


Keep up the good work fellers! 
Also, let’s hear from those who 
merely read this Department—the 
silent members of our family. This is 
the one place in the magazine where 
you can speak your mind freely— 
and don’t mince any words! 


Speak Up Brothers and Ye Shall 
Be Heard! 











INCANDESCENT LAMP HUM 
Dear Editor: 


Last Wednesday evening while listening 
to my radio set I noticed a_ peculiar 
phenomenon. When a certain table lamp 
was on there was an unbearable hum in my 
“radio,” although I was listening to a 
strong local station. When this lamp was 
off, the hum disappeared. The bulb when 
examined proved to be a Montgomery Ward 
150-watt globe, and when it was replaced 
by a new bulb, the hum disappeared. Can 
you explain this? 

I read Mr. Gernsback’s editorial this 
month (August) with interest. However, I 
believe that he is getting ahead of himself 
a little. 

The contents of Radio-Craft is rather 
comprehensive, but it seems to me that if 
a long-sighted policy were adopted for 
home-constructed test instruments it would 
be an addition well worthwhile. If, for 
example, at least one article should appear 
in each issue which dealt with the construc- 
tion of such instruments with the view of 
eventually completely equipping a service 
shop or even a radio laboratory, it would 
be a distinct help to certain readers. 

ROBERT STEELE, 
Camp Barkley, Tex. 


RADIO-CRAFT 


MOODY VS. HARRIS 

Dear Editor: 

I will not deny that I like Radio- 
its features, its letters from read 
when I offered the suggestion that + 
ters be deleted it was not that I di 
the letters but did want the more 
editorial material to stand out and 
able. A magazine has just so mu 
and everything that an editor mi; 
to print cannot be gotten in. 

But perhaps I was wrong. A mar 
wrong, and he is a man if he is w 
admit that he can be wrong. He i 
new ideas. He is not an old-fashi 
reactionary fogey. He doesn’t sit | 
let others pull the whole load. He 
utes, as best he can, to the advance 
the art in which he is interested a: 
which he derives a livelihood. To M 
ris of Delta, Colorado, I say I am 
man. 

Now let us ask this gentlema: 
Colorado what he accomplished in 
the age of 24 or 25. Is he still in th 
old rut? Was he a practicing engineer 
gaged in manufacturing important 
Corps equipment and standard radi 
he a lst class commercial licensed radio 
telephone operator and a member of I.R.E.? 
What did he contribute in his small way 
to magazines and the betterment of radio 
men to the best of his ability? Did he study 
for long hours at night to gain engineering 
knowledge the hard way? 

WILLARD Moopy, 
New York, N.Y. 


EXTOLLING THE AMATEURS 
Dear Editor: 

The letter of Edwin A. Wolf, of West 
Roxbury, Mass., published in the August 
issue, cannot go unchallenged. The contribu- 
tion of the amateur to radio is something 
that any intelligent radio man, whether 
service expert, engineer or anyone connected 
with radio, is fully aware of and grateful 
for. 

Amateurs have performed meritorious 
service in time of disaster, whenever an 
emergency big or small developed and need- 
ed to be met. Now, in the face of war, 
when this country’s way of life is threat- 
ened, thousands of amateurs have entered 
the armed forces of this nation, ready, will- 
ing, able to do their share and pull their 
load. A radio amateur may not be the best 
technical man in the world, but has one 
very important ability. It is the knowledg: 
of the International Morse Code and the 
ability to transmit and receive that code 
that makes the amateur valuable. Many 
hams, in addition, have technical knowledg' 
superior to that of professional engineers 
and many, indeed, are practicing radio or 
electrical engineers. The average ham, in 
short, has more value to the governm 
can do a better job than the averagé 
fessional Serviceman who knows only 
receivers and not too much about them. 

Let this Mr. Wolf try to get a ham licens 
—just see whether he can make the grad ! 
To get a Ist Class Phone or 2n 
Radiotelegraph “ticket” in the com: 
field, he will really have to sweat. 

WILLARD Moopy, 
New York, N.Y. 


4 nan! 
And this from a former Serviceman: 
However, the hams, or transmitt 
teurs, do rate tops.—Editor 


WHAT OHMAGE VOLUME 
CONTROL? 
Dear Editor: 
Two more defects, not commented upon, 
in “The circuit which troubled Mr. Sher 
wood and his friend,” as shown at the bot- 
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tom of page 324 of December, 
Craft are the following: 
First: the gridleak return should go to 
the “A+” filament leg of the type 30 de- 
tector since the “low” side of L2 is connected 


1940, Radio- 





to “A~”. 

Second: the 25,000-ohm volume control 
shunted across the section of the audio 
transformer is too low in value for the 

transformer and cuts down the 





am} lification too much (a value of 0.1- to 
1 meg. would be better here). 

A variometer could be inserted at X2, 
permitting dotted variable C to be replaced 
with a fixed condenser (the 0.002-mf. unit 
across the phone jack could be used, or 
another one of 0.001- to .002-mf.). With 
feedback control, volume control is not 
really necessary and could be eliminated. 

JOHN C. BARNHART, 
Sunbury, Pa. 





Mr. Barnhart’s arguments on the circuit 
of Mr. Sherwood, et al., are interesting but 
not necessarily conclusive. 

For example, if somewhat less sensitivity 
is permissible with increased tone quality 
as the reward, it may be quite OK to 
utilize the negative return circuit for the 
detector as shown in the diagram. While 
it is true that the amplification probably 
would be lowered (depending to a certain 
extent upon the individual tube character- 
istics), at the low plate voltage indicated, 
the tone quality of local-station reception 
would be improved. 

While it is true as Mr. Barnhart states 
that the 25,000-ohm volume control is shunt 
to the secondary of the coupling trans- 
former and would result in reduced amplifica- 
tion, here again it is true that the tendency 
would be to flatten the overall response 
characteristics of this amplifier stage with 
the result that the bass and treble response 
would be improved. Both of Mr. Barnhart’s 
suggestions are in line with achieving 
greater sensitivity; and in the latter in- 
stance it is probable that increasing the 
value of the volume control to at least 
%-megohm would considerably improve the 
voltage gain of the output stage. 

The use of regeneration at X2 would be 
a revelation to Mr. Sherwood and his 
friends, but probably his neighbors in 
Bridgeport would not appreciate the im- 
provement inasmuch as only the experienced 
operator of such a “blooper” circuit would 
be likely to handle this regeneration con- 
trol without causing “beeps” in nearby re- 
ceivers. However, with the circuit modified 
as Mr. Barnhart suggests the volume con- 
trol probably would still be a necessity in 
Bridgeport, to prevent cross-modulation of 
strong locals, where station congestion is 
probably greater than in the vicinity of 
Sunbury.—Editor 


BUCK AGAIN 
Dear Editor: 


I have been wondering if you will ever 


realize how wrong your method of super- 
heterodyne alignment is. To make sure 
that you will realize just that, I went 
through the trouble of writing this letter. 
Your 


method is correct only in case the 
ry is properly aligned. Since this is 
rarely the case, your method is rarely cor- 
rect. You work under the assumption that 


oscillat 


a 1,500 ke. and 588 ke. on the dial 
there a change of twice 456 ke. in the 
scillator frequency which is true only in 
_ tk LF. is aligned to 456 ke. and the 
Ty r is adjusted accordingly. But the 


the thing you are looking for, so 


roe makes you think you will ever hit 
6 ke? 
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Let us take a practical example: 

Suppose the I.F. has been mistuned so 
it peak’ now at 420 ke. instead of 456 kc., 
but you don’t know about it. Also your 
oscillator trimmer and padder have been so 
adjusted that WTBK comes in at 1,500 ke. 
and its image in the neighborhood of 588 
ke. which is possible since the oscillator has 
a 2-point adjustment. Now the distance on 
the dial is still 1,500-588—912, or twice 
456; but the oscillator frequency is 
1,500-420—1,080 ke. instead of 1,044 ke. 
From now on you can go about peaking 
your I.F. to your heart’s content and its 
frequency will remain 420 ke. As a result 
you will get WTBK at 1,500 ke., and its 
image at 588 kc., but everything else is 
going to be slightly off and sometimes more 
than slightly. 

The thing gets more painful and ac- 
curacy gets more doubtful when you try 
to adjust the set by tuning-in to a direct 
signal instead of its image. 

The trouble with you is, Mr. Buck, that 
you have two variables (the intermediate 
frequency and the oscillator frequency) 
and you try to solve the problem without 
having one given; and you should know 
from mathematics this is impossible. 

I think you’d be better off using a reliable 
signal generator for your alignments, and 
to make sure the frequency of your signal 


generator hasn’t changed you'd better 
check up on its frequency from time to 
time by beating its signal with some 


standard frequency on the broadcast band. 


JOEL JULIE, 
New York, N. Y. 


RE: TREASURE LOCATOR 
Dear Editor: 


In reference to the Dec., 1940, issue of 
RabDI0-CRrAFT I would like to ask the author 
a few questions regarding his ore locator. 

What real tests were given it, as to 
different minerals? 

What is the extreme depth of any known 
mineral, and what mineral was indicated? 

C. W. STEPHENS, 
Prescott, Arizona. 


This letter was forwarded to the author 
whose reply follows: 


Dear Mr. Stephens: 


Your letter in care of Radio-Craft has 
been received. 

I have not checked the Locator described 
in the December issue on any minerals. 
That is, mineral deposits as they are found 
in the earth. The locator has responded to 
metals: aluminum, brass, copper, lead, and 
iron, in tests made by me with no notice- 
able difference in any of these metals when 
tested under the same conditions. The most 
of my tests for depth have been on buried 
water lines and oil pipe lines. 

A %-in. iron water line is easily located 
18 ins. deep, a 4-in. iron water line 5 ft., 
and a 12-in. line 11 ft. deep. There was a 
deflection of half the meter scale and more 
on these tests, as well as a strong signal 
in phones. 

G. M. BETTIS, 
Sweetwater, Texas. 


ENGINEERING PROBLEMS 


Dear Editor: 


The engineer is faced with the necessity 
of getting out receivers on short notice, and 
it is no wonder that many of them subse- 
quently become of little value. Part of this 
may be laid at the door of the owner of 
the manufacturing plant and part of the 
blame, too, may be placed upon the buying 
public which is too careless or non-techni- 
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anon TRAINING 














Founded in 


1909 


ORT ARTHUR COLLEGE, a non-profit 
making educational institution, offers a 
practical radio operator’s course at the low- 
est tuition price in its history. Each radio 
graduate receives two months’ actual oper- 
ating experience at the college’s commercial 
broadcasting station KPAC. This station is 
equipped with the latest type 1000 watt high 
fidelity RCA transmitter—1250 ke.—direc- 
tional antenna system. KPAC operates in 
new modern studios located on the campus. 
The college has never advertised jubs or 
positions in lieu of education. Today it is 
well known there is a shortage of radio 
operators in every branch of radio; there- 
fore, we believe it is good common sense 
to mention that Port Arthur College is the 
sole radio school in America which owns a 
commercial broadcasting station with com- 
mercial advertising representatives in New 
York, Chicago, San Francisco, and many of 
America’s leading cities, with active mem- 
bership in the National Association of 
Broadcasters, and Broadcast Music Incor- 
porated. Through these contacts the college 
receives from the broadcast industry alone 
a great many more calls for student radio 
operators than it is possible to supply. 
Authorized to teach RCA texts, 


If interested, write for Bulletin R-41 


PORT ARTHUR COLLEGE 


PORT ARTHUR (World-Known Port) 
TEXAS 











ARE YOU “PINNED DOWN” 
TO A ROUTINE RADIO JOB? 


@ Radio JOBS are many— 
@ Radio CAREERS are few! 


Right NOW is the time to take the “question 
mark” out of your future in radio! Prepare 
now for an IMPORTANT career in the 
expanding radio industry. 


For more than 14 years CREI has been help- 
ing ambitious professional radiomen toward 
CAREERS in radio... not mediocre jobs 
that are available to partially trained men 
. but CAREER jobs that will be even more 
important in the years to come. The man who 
equips himself now with a thorough founda- 
tion of technical radio knowledge is the man 
who has INSURED his future in radio. 


CREI Training is preparing others for better 
paying jobs—-WHY NOT YOU? 





















WRITE FOR FACTS TO- 


DAY! Our FREE BOOKLET 
and personal recommendations 
may hold the answer to your 
future success. Write today 
and please state briefly your 
background, education and 


present position. 


CAPITOL RADIO 
ENGINEERING INSTITUTE 


Dept. RC-10 3224 16th St., 





N. W. Washington, D. C. 


Correspondence Courses in 


RADIO and ELECTRICAL ENGINEERING 
ELECTRICAL ENGINEERING °s* £002 ers» 


elec 
orient fete. Prepare Ft Oe at Low Con. — secure 
understand quickly 


RADIO ENGINEERING | Extra “fine course in radio, pub- 


lic address, photo-electric work 
rains you be super-service man, real vacuum tube 
technician Exper Kits furnished Diploma on completion 


Tuition, either course Deferred | payment 
Get copies of schooi atalog 
magazines, complete details. 


plan 
s. set 
SEND NO 





LINCOLN ENGINEERING SCHOOL, Sox 931-C34, LINCOLN, NEBR. 
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cally minded to look at a “radio” and in- 
spect the chassis. That is why we have 
allwave and 2-band sets with dead spots 
and lousy calibration, radio receivers with 
tubes that burn out too soon and service 
troubles that are terrible. Believe me, as 
a former Serviceman and now as an engi- 
neer I can appreciate the problems involved; 
and, I think, the only way out is price con- 
trol by a league of manufacturers. 

The trouble today is that not enough 
engineering is going into radio sets. Further 
with the shortage of materials due to the 
large-scale usage of Defense materials, such 
as aluminum, many more problems are going 
to present themselves for solution and chief 
amongst these is an adequate and satis- 
factory substitute for aluminum condenser. 

If manufacturers themselves had to serv- 
ice some of the sets that are being turned 
out today, you can be sure that the radio 
receivers would be a great deal more acces- 
sible than they now are and that they 
would be built better. Now, don’t get me 
wrong, but I do believe that contact be- 
tween manufacturers and the public is too 
slight and casual. Sets, for example, are 
slapped into cabinets without due regard 
for the problems involved in subsequent 
servicing which is sure, at some time or 
other, to be needed. Condensers of the elec- 
trolytic variety, for example, might well 
be mounted on tube socket plugs, so that 
they could be replaced readily in the event 
of failure. The Serviceman would benefit 
by such an innovation, since repairs would 
be made easier for him and less time would 
be lost in soldering and unsoldering ccn- 
nections as at present is the case. 

Resistors, condensers and other parts 
are jammed into some sets in such manner 
that it is impossible to make head or tail 
of the mess without a good deal of effort. 
In the old days, the days of Atwater Kents, 
for example, sets were made that were 
good, that were built to last. Today the 
emphasis is on flimsy, cheap construction. 
Many of the old-time radio sets were built 
better and are still playing today whereas 
many of the new sets have long since 
“conked out” or have been afflicted with a 
variety of burned-out resistors, shorted 
condensers and noisy volume controls. 





The public has come to look upon the 
radio Serviceman as some kind of clever 
crook, and this is justified in many in- 
stances, since the Serviceman has _ been 
forced to resort to cheap tricks to earn a 
lousy livelihood. The skilled, able techni- 
cians of the service trade are not able to 
get a decent wage, decent hours and a way 
of life comparable to that of a skilled elec- 
trician or bricklayer. A Serviceman must 
know more than any electrician, must be 
highly trained to do a good job, and yet 
he is far from well off today. 

Conditions in the industry may be blamed 
unequivocally on those manufacturers who 
sell through illegitimate cut-rate distribu- 
tors and retail dealers. The list price of a 
radio receiver has got to mean something! 
Once that price to the public is jacked-up the 
Serviceman will be able to earn a real 
livelihood. Wages are going up, in this 
war boom we now find ourselves in, and 
prices inevitably will rise. You may call it 
inflation; call it what you will, but the fact 
remains that all manufacturers must es- 
tablish the sanctity of the list price and 
that cut-rate retail outlets must be outlawed. 

Today we have in existence places of busi- 
ness that operate on a 10% margin, that 
sell radio sets and other merchandise “at a 
discount”, that purport to offer good service 
to the public but which in reality force 
down prices and prevent the realization of 
a living wage for all concerned. 

The manufacturer is doing the best that 
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he can. Radio receivers, considering the 
price paid, are superior. But they are not 
good eneugh. They are too cheap and any- 
thing cheap is no good. The middleman with 
his necessary profit cannot be eliminated 
in any distribution setup and must be re- 
tained. Since this is so, the only alternative 
is an increase of the list price and main- 
tenance of that price, sans discounts and 
illegitimate knockoffs. Better engineering 
will then follow. The industry will benefit 
and the public will lap it up if it is properly 
sold to them. 

The engineer is limited by the price 
factor. He labors to produce a receiver that 
is good as possible at a certain price. He 
puts a certain number of tubes in the thing 
because the boss employer tells him the set 
must have so-and-so many tubes and the 
hell with the electrical design. The set is 
designed, further, to fit a cabinet and not 
the cabinet to fit the set. That’s the way 
it goes. Elimination of low-cost sets and 
more time for engineering are needed to 
produce quality. 


WILLARD Moopy, 
New York, N.Y. 
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Simple Headphone Connection. 


HEADPHONE CONNECTIONS 
Dear Editor: 

If a mere listener is allowed to say any- 
thing to the experts about tapping small 
radio receivers for headphone, I say, “get 
a radio with plenty of tone control!” 

I invested nearly 2 bits in a “shorting- 
type twin-jack” and a couple of “Fahenstock 
double clips”; bored 2 holes through the 
front of the cabinet, ahd connected the jack 
in series with the voice circuit. That is, I 
cut one of the two wires that run from the 
speaker to the audio transformer, put the 
clips on the cut ends and connected them to 
the jack terminals. Both phone tips have 
to be in the jack to stop the speaker (or 
practically stop it). 

I can get enough bass to make good music 
on any old kind of phones (see diagram). 
Impedance values up to 4,000 ohms don’t 
seem to cause any distortion, although I 
got distortion when turned on loud enough 
to be heard with the phones under the 
pillow (for all-night news, May 10, 1940). 

But many newer radio receivers do not 
have enough range of tone control, even 
for their own loudspeaker. You can’t put 
enough bass in some of the music, nor 
enough treble in some of the voices (even 
voices that are not relayed from Berlin). 

Who will tell me the best way to increase 
the range in small “radios” that have some 
tone control? 

GILBERT S. WALKER, 
Pittsburgh, Pa. 
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THE RADIO TECHNICIAN 
SHOULD ANALYZE HIMSELF 
TO IMPROVE THE RADIO 
TECHNICAL STATUS 

From the article in the Readers’ ] 
of August, 1941, I derived the u 
write this analysis of the radio 
business and the Serviceman Tect 
as we choose to be called. 

That article claims that “64 per « 
the technicians in the U.S.A. are 
gyps.” This might apply to Canadiar 
tain paragraphs imply that it is robbery 
to charge $3 or $4 for replacing a 5e part 
in a receiver. It mentions that when cer- 
tain technicians were accused of crooked 
service methods, they simply said, “We have 
rent to pay” or “We have light, phon 1 
taxes to pay.” 

The technicians’ difficulties are here in a 
nutshell. The Radio Service profession has 
not had the insight to see and ask them- 
selves the why and wherefore of their 
troubles. This is mainly because they have 
an inferiority complex when it comes to 
rating their value as technicians on the 
open market. Due to this fact, the present- 
day technician has to sell the public some- 
thing mysterious. This is because the cus- 
tomer has been educated to ignore the Radio 
Technician’s ability and to consider the 
parts replaced as the only cost on a service 
job. 
This is the technician’s own error, as I 
said before, due to his lack of self-esteem, 
self-confidence or inability to sell his worth. 
We must change and change soon. 

The doctor is often used as an example 
to value the radio technician’s service. His 
training is longer and this provokes an 
argument, so we will leave this. But the 
dentist’s services may be used, e.g.: 

Filling one tooth............ $3.00 
Cost of material 25 
Training period (approx.) 3 years. 
* Prestige and self-esteem high and saleable. 
The printer: 
One printing job 
Cost of paper 

Training period 3 years. 

Prestige and self-esteem high and saleable. 

Publishers, manufacturers, opticians, and 
nearly all vocations can be analyzed in a 
similar manner. 

Radio Technician: 
Service job 
Cost of material. 

(Training period 3 to 6 years.—JHditor, 
Radio-Craft) 

Prestige fair or low; self-esteem high 
among his own kind and very low on the 
public market. This is due, as we said be- 
fore, to the fact that he is usually afraid 
to try to sell himself and his service honestly 
and at a high figure. 

The dentist is entitled to his $3, the print- 
er to his $8, and the radio technician to his 
$4.75 for their service rendered because of 
the following data: 

“The charge to a customer sh 
sufficient to pay all cost on the jol 
legitimate profit.” 

Approximate but close figures 
operation of a small shop in Vanc 
1940. These figures compare close! 
other shops of similar size in Can 
the U.S.A. 

Cost of doing business per day, 
cluding proprietors, transportat 
GEBe cc ccccversccecocccecces 
Cost of parts per day 


$8.00 


This amount must be averaged and ac 
counted for every day in service d_ the 
merchandise that accompanies it (exclud- 
ing receivers). This is purely a service oF 
ganization. 

There are 3 Technicians in this shop. Be 
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tween service calls where the 
not at home as promised; 
tomer wishes to chat; 
of parts; arranging business ads; compiling 
direct mailing lists, etc., the men average 
about 3 complete service jobs per day apiece 
yr nine in all, at $4 per. 

» do this he must keep going because 
the busy season he must nearly double 
in anticipation of the slack period. 
uld he bill a resistor job as follows?: 


customer is 
where the cus- 
pick-up and delivery 
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“He certainly could not.” 

During the busy season he has to turn 
over about $55 to $60 a day to get by 
WITHOUT the legitimate profit (in fact, 
without any profit at all). 

Therefore this shop must charge from 
$2 to $3 per hour. Articles as written by our 
best teachers and other members at the 
top of the profession insist that $2 to $3 
per hour must be charged on service work 


and these figures can be verified. 

ALL technicians must realize this and 
ADVERTISE IT before they can gain the 
confidence of the public as the dentist and 
printer, ete. 

If they resort to trickery and to trim- 
ming their bills to look mysterious and ex- 
pensive, they will sooner or later run into 
trouble and the whole profession is suffer- 
ing every day because the 
are doing it crudely. 


The 


inexperienced 


only few who do not have to do 
this are very fortunate and have a sales 
department to pay their expenses. 


I would like to mention too that any 
equipment found in any service shop that 
is not needed or used to any extent by the 
technicians on service work (that might be 
called Rube Goldberg equipment) is there 
due to high pressure equipment salesmen 
or is not used because of the technician’s 
lack of understanding of the instrument. 


FRANK DAVIS. 





BOOK 


HOW TO BREAK INTO RADIO, by Robert 
DeHaven and Harold S. Kahm (1941). Published 


by Harper & Brothers. Cloth covers, size 5% 
x8% ins., 162 pages. Price $2. 

Robert DeHaven as Production Manager of 
WTCN, Minneapolis, has interviewed hundreds 
of radio aspirants and thus knows his subject 
from a practical viewpoint. Kahm is the author 
f 2 popular books “‘New Business Opportunities 
for Today” and “‘How to Make the Most of Your 
Life.” Together these two men have produced a 
book which tells young men and young women 
how to go about obtaining employment in radio. 

The book offers critical appraisal of the radio 
broadeast and television industry as a whole. A 
perticularly inspiring chapter is Chapter XII, 
“How Others Broke into Radio’ which tells how 
announcers, directors, etc., of various radio sta- 
tions obtained their present employment. 





Contents (chapter headings): Chapter I, The 
Lucrative Radio Field; Chapter II, Executive and 
Specialized Jobs; Chapter III, Jobs! Jobs! Jobs! 
Where Do You Fit In?; Chapter IV, How to 
Get Radio Experience; Chapter V, Should You 
Attend a Radio School?; Chapter VI, How to 
Arply for a Job; Chapter VII, So, You Want 


to Be an Announcer !; 
Radio: 


Chapter VIII, Writing for 
Chapter IX, Getting a Start as a Radio 

; Chapter X, Have You a Program Idea to 

XI, Television and Your Future; 
XII, How Others Broke into Radio; 
* XIII, Miscellany. 





Cc hapt 


ELECTROLYTIC CONDENSERS, 
by Philip R. Coursey (1939). Published by Chap- 
man & Hall, Ltd. Cloth covers, size 54 x 8% 
ins., 190 pages. Price $2.40. 


2nd Edition, 


It is worthwhile to note that a few errors 
r the first text have been removed; and sugges- 
tions to increase the general utility of the book 
have been incorporated. Anyone having anything 
to do with fixed condensers, particularly those 


the electrolytic type, 
instructive 
fe a tr 


will find this book highly 
. Information concerning the “etched” 

dry condensers; the so-called “surge- 
proof” dry condensers; and the latest forms of 
condensers, is presented for radiomen in 
ner Special consideration given to the gen- 
il application of the newer types of condensers. 


The 9 chapters in this book divide the subject 


itter into as many discussions of the theory 
of condensers and dielectrics, origin, testing pro- 
edure, detailed analysis of the construction of 
the 


several types, examination of the separator, 
analysis of the electrical characteristics, and, 
: lusion, an extensive section on applica- 


ALIGNING PHILCO RECEIVERS, Vol. 2, by 
John F. Rider (1941). Published by John F. 
aie Publisher, Inc. Cloth covers, size 5 x 8% 
"' 192 pages. Price $1.60. 





_Yolume I, reviewed~in a previous issue of 

Radio-Craft, covered only Philco Receivers up 

to 1997 ; 

—s This Volume II carries on from there. 
n 


rrelating the instructions and the chassis 
layout of various essential components, aligning 
instructions, ete., the tabular form of presenta- 
tion previously employed, and which tends to- 
wards speedy work, has been retained. 
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REVIEW 


The atime use of the loop antenna ‘on 
necessitated a change in aligning procedure, 
the details of which are given in this book. The 
author also points out, in the appendix, many 
pertinent facts which tend to speed servicing. 
The servicing procedure for roughly 150 Philco 
models are given in this book. 

Subject titles in the Appendix are especially 
interesting: Alignment Tool Reaction, Signal 
Strength, Output Meter, I.F. Alignment, Change 
of LF. Peak, Dial Alignment, Wavetrap Align- 
ment, Oscillator Adjustments, High-Frequency 
End of Band, Low-Frequency Oscillator-Rocking, 
Image Check, Detector and R.F. Alignment, 
Magnetic Tuning Alignment, 10-ke. Filter Ad- 
justment, Repetition of Adjustments. 


DIRECT AND ALTERNATING CURRENT 
POTENTIOMETER MEASUREMENTS. Vol. IV 
one of a series of Monographs on Electrical En- 
gineering, by D. C. Gall, F. Inst. P. 1938). Pub- 
lished by Chapman & Hall, Ltd. Cloth covers, 
size 54 x 9 ins., 231 Pages. Price $3.50. 


This monograph “arrived safely thanks to 
british convoys,” at Radio-Craft offices last 
month, according to a slip enclosed with this 
book from England; the statement was made 
in 12 languages. 

It is the aim of the Electrical Monographs 


series to enable engineers, advanced students and 
others to obtain authoritative works on special 
and important subjects which are either ignored 
or inadequately dealt with in the text books 

(according to the publishers). Written by au- 
thorities in their respective fields these Mono- 
graphs offer a modern survey of a particular 
subject; students, in particular, thus have avail- 
able in convenient form material otherwise 
tainable only throuch extensive literary 

This book on the use of potentiometers in 
making D.C. and A.C. measurements speaks 
volumes for the persistence of the author in 
correlating such a tremendous fund of informa- 
tion on the topical subject. This book is essen- 
tially practical, little mathematical work being 
included. A knowledge of A.C./D.C. theory, how- 
ever, is a requisite for its proper understanding. 

It is too much to attempt to go into any detail 
in describing this book inasmuch as its coverage 
is tremendous. Perhaps we can best describe it 
23 probably the most complete authoritative work 
on the subject of potentiometers and of its rami- 
fications so far in print. 

Hardly a book for the dilettante, it is however 
a “must” publication for the engineering library 
and a recommended volume for students in ad- 
vanced radio and electricity, and those Service- 
men and workers who may wish to have on 
hand a practical reference on the potentiometer 
as an instrument for the measurement of poten- 
tial differences. 

Chapter headings (abbreviated): Preliminary: 
The D.C. Potentiometer and Its Uses; Chapter 
V, Galvanometers; Chapter VI, The A.C. Poten- 
tiometer and Its Uses; Chapter XII, Factors 
Governing the Choice of a Potentiometer Circuit ; 
Chapter XIII, The Representation of Alternating 
Currents by Complex Quantities; Chapter XIV, 
Historical Note of the Potentiometer. 

(Continued on page 256) 
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‘THE “MAILBAG’S” GETTING 
HOTTER 


The timely discussions taking place in this de- 
partment each month are conclusive proof that 
RADIO-CRAFT is a LIVING magazine—YOUR 
magazine. Keep up the good work fellers! Help us 
give you an always-better magazine. 








—The Editora 
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. . - Radio Broadcasting enters 
into a new stage of warfare 








INDKOXO RNP 








‘‘RADIO’S GREATEST MAGAZINE’’ 


RADIO 


BROADCAST 


N past editorials on radio warfare I have frequently commented 
upon offensive and defensive use made of radio in all of its 
various phases during war time. Indeed, it would seem that 
these uses are without end because new applications are found 
almost daily, much to the discomfiture of the warring nations 
affected. 

As we have repeatedly reported, practically ail of the nations 
at war are making use of various means whereby one country 
hopes to make the others’ broadcasts unintelligible, if the need 
arises. The Germans even have a word for it, and they call these 
transmitters “Stoersender”. Translated this word means “inter- 
ference transmitter”. When necessary, such transmitters go on 
the air with a specific wave length that coincides with the fre- 
quency which it is supposed to interfere with. Various noises are 
used, some of them sounding like a buzz saw, like a siren, others 
with a variety of shrieking sounds, all calculated to drown out the 
enemy broadcasts completely. Thus, if the Germans wish to drown 
out a Russian or English broadcast on a certain wave length sent 
into Germany,—in the German language of course,—one or more 
powerful Nazi Stoersenders go on the air, hoping thereby to pre- 
vent the German Nationals from listening to the foreign propa- 
ganda. 


Naturally, the enemy countries know about this arrangement 
and try to circumvent it in various ways. As an additional pre- 
caution, the Nazis have passed laws many years ago prohibiting 
any German from listening to foreign broadcasts on the pain of 
imprisonment or even death. No doubt many Germans heed this 
command and do not listen in to forbidden broadcasts, but it 
is well known that there is still a large percentage of Germans 
who listen in anyway, whenever they have a reasonable chance 
of doing so without being caught. 

Recently, however, to circumvent both Nazi laws and Stoer- 
senders as well, the Russians have hit upon a simple and ingenious 
method which so far has proven devastating to the Nazis. The 
Soviet engineers installed a very powerful transmitter near Mos- 
tow, which we understand has certain directive qualities, so that 
the broadeasts will blanket Germany proper on their own wave 
lengths. In the Moscow station, a Russian news commentator,— 
who speaks fluent German,—sits in a studio in front of a micro- 
phone. Over his head is clamped a pair of ear phones. He is listen- 


ing, let us say, to the Berlin transmitter on its usual wave length. 






While this is going on, the Russian transmitter is on the air also, 
tuned dead-beat” to the German frequency, or wave length. The 
German news commentator now begins to give the latest German 


war report. When he pauses for a breath, the Russian commentator 


Instant starts speaking and in so doing heckles the German 
tator. Thus, when the German news reporter states that 


commer 


150 Ri ian planes have been shot down, instantly the Russian 
by € breaks in with a laugh and says “Yes, but how many Nazi 
ornend ‘ere shot down?” There is no way out for the German 
“sten because they get both the German news commentator’s 
goa as well as the Russian heckling talk, too. When this latest 
burrie nedy first started, the Berlin transmitter went off the air 


“so ly, asking its listeners to tune in to Breslau. In the days 
at followed, the Germans tried to outwit the Russians by reading 
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so fast that there were no pauses. Nevertheless, the Russians 
managed to get in enough of their talk, which could not possibly 
escape the listeners. As this is written during the first days of 
September, the comic-opera broadcast-war between the two coun- 
tries is still going on unabated. The unfortunate part for the 
Nazis seems to be that they never know when the Russians will 
break in on their broadcasts, because the Russians have it within 
their power to start talking any time they wish. They do not have 
to wait for a news broadcast but they can break in in any other 
pauses, during the interim of musical selections or other talks as 
well. It is out of the question for the Germans to run all of their 
broadcast selections together in such a manner that there would 
not be any pauses. Even if they could accomplish this, which seems 
doubtful, the Russians still could break in during “low modula- 
tion” periods. For instance, during certain passages when soft 
music is being played and other similar occasions. Furthermore, 
the Russians can also choose at will different wave lengths from 
different transmitters emanating from the Reich. 

In all of this it will be seen that in this case, as in real warfare, 
the advantages are all with the offensive. As the Russians can 
choose whatever wave length they wish beforehand the best 
that the Germans can then do is to go off the air instantly and 
come on the air with their Stoersender. Then, the Russians can 
switch to another frequency and cause further disruption to the 
German broadcasts. 

Humorous as all of this may sound from this side of the ocean, 
the Germans probably cannot see much humor in it, and if the 
condition keeps up, day in and day out, as it well may, then the 
Russians will certainly play havoc with German broadcasting for 
some time to come. 

Nevertheless there are two sides to this, as is the case in all 
warfare. The Germans can retaliate and use the identical methods 
with Russia by playing havoc with their broadcasts as well. Here 
the Russians have one advantage, and that is, the distances in 
Russia are much vaster than those in Germany and it will be 
considerably more difficult for the Germans to blank out all of the 
Russian broadcasts. 

Another point of importance in this broadcast warfare is that 
either side can go on the usual frequency when the station is not 
on the air. In Europe stations usually do not run as long or as 
late as in the United States, and while a German or Russian 
will know reasonably well whenever certain of his stations are on 
the air, it is possible that a certain percentage of the population 
may be listening in when, for instance, no German station is actu- 
ally on the air. In that case, if the Russian station should start up, 
faking a German broadcast, the German listener would probably 
not be the wiser and, in this case, much mischief and propaganda 
can be effected. And, the German listener would not be breaking 
any law because as far as he is concerned, he was not listening 
in to any foreign broadcast. He therefore would be committing no 
crime, yet he actually would be receiving a foreign broadcast 
innocently. 

These implications may be very far reaching and no one can say 
how far this sort of thing can be made to go. It proves, however, 
one thing: radio is and will be a most potent war weapon. 
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eTHE RADIO MONTH IN REVIEWe 





The ‘‘radio news’’ paper for busy radio men. An 
illustrated digest of the important happenings 
of the month in every branch of the radio field. 





NEW GOULD F.M. ORGAN 
Music is played on a glass top that is placed over 
a printed chart of keys. Music can be played faster 
than any other type of organ or piano for there 
is no time lag of keys or mechanical levers. Metal 
plates are placed beneath each key. The plates are 
fed with radio frequency current from a small 
oscillator which feeds through an engraved disc 
which has raised diamond-shaped portions in con- 
centric circles, each circle producing a different 
note of the musical scale when the R.F. is absorbed 
by the body of the player. 


LONG SHOT MIKE 
The fatest “sound perspective’ long-shot micro- 
phone designed in the RCA Laboratories. It is 10 
feet long and because it is so sensitive and direc- 
tional it is used “out front'’ approximating the 
location of the audience. Greatly enhancing the 
realism of radio, the movies and television it is 
presently being field-tested on the Hollywood lots. 
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REQUENCY MODULATION 

really has gone commercial, it 

seems, now that station W39B, 
Mount Washington, New Hampshire, has 
released the first advertising rate-card in 
the history of F.M. This Yankee Network 
station operates 16 hours daily, with 1 kw. 
(construction permit authorizes 5 kw.), on 
43.9 megacycles, and counts in its coverage 
5 cities in Maine, 6 in New Hampshire, and 
2 in Vermont. For general musical or dra- 
matic programs starting 6 P.M. the rate is 
$50 per hour, $10 for 5 minutes; earlier, the 
rate is halved. A 125-word announcement or 
1-minute transcription is $5 and $2.50, after 
and before 6, respectively. 

Station W43B, formerly W1XOJ, at Pax- 
ton, Mass. (near Worcester), has been au- 
thorized to use 50 kw., which makes it the 
biggest F.M. station in the U.S. to date. 

An interesting semi-technical booklet, 
General Electric’s No. GED-915, “How to 
Plan an FM Station,” was released last 
month. 

“A Profile of Frequency Modulation,” 
booklet issued by FM Broadcasters, Inc., 
tells how Major Armstrong gambled his 
bankroll on Frequency Modulation—and 
WON! 


New jobs for F.M.: (1) Last month 
Muzak Corp. received an OK from the F.C.C. 
to build a Frequency Modulation station to 
provide its high-fidelity transcription sub- 
scriber-type service to listeners; heretofore 
its service has been exclusively a wired- 
sound proposition for hotels, restaurants, 
and some home _ subscribers. (2) The 
Columbia Broadcasting System is planning 
to use three 50-watt F.M. relay transmitters 
for 2 circuits, to carry its shortwave pro- 
grams from its New York City studios to 
its International Shortwave transmitter at 
Brentwood, L. I., about 40 miles away. One 
equipment will be used as a standby pro- 
gram circuit. (3) The Cleveland Railway 
Company’s transit system’ has_ received 
F.C.C. OK to set up a 250-watt F.M. head- 
quarters transmitter and 10 portable 25- 
watt 2-way car equipments, of G.E. make, 
for emergency use (reporting traffic com- 
plications caused by fires, etc.) by inspec- 
tors in cars “patrolling” the lines of the 
company. 


BROADCASTING 


O one knows who “Bildad” is! (Read it 
N backward, and invert it,and,if you drop 

a “d’”’, you have ad lib.) He sends caus- 
tically critical cards to radio people—com- 
mentators, actors, announcers, singers. 
Practically every broadcaster has received 
one or more cards from this mystery am- 
ateur critic. Each of “Bildad’s” cards winds 
up with the rubber-stamped warning: “BE 
VERY CAREFUL. BILDAD IS LISTEN- 
ING.” 


N.B.C.’s Chief Engineer, O. B. Hanson, in 
announcing that 2 new audience-type studios 
are under construction at Radio City, points 
out that many artists cannot do their best 
work without a real flesh-and-blood audi- 
ence. A total of 400 persons is adequate psy- 
chological stimulus for any such artist, says 
Hanson. No two wall surfaces will be paral- 
lel, a construction which eliminates echoes; 
vee’d ceilings dissipate reverberations from 
above. 
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Following are improvements which ( 
last month stated had been made, dur 
last fiscal year, from 5 to 44 stat 
their net: power increases, new or i: 
transmitters, new transmitter sites 
improved antennas, new ground syst 
screens, new program-limiting an 
new “feedback” (improved low-fr 
response) amplifiers, new transmitter 
ing facilities, new frequencies, and r 
and night operation. So now you } 
idea of how the networks improve te 
ly from year to year. 


Something new: “B.M.I. will pay t 
of operation” of a listening post, set 
der the supervision of John G. Peatn 
rector of the Office of Research, Dy 
Psychology, College of the City o 
York, to supply a full daily report of all 
programs on stations WABC, WEAF, WJz. 
WOR, WMCA, WHN, WOV, and WNEW 
between 5 P.M. and 1 A.M. This depart- 
ment of C.C.N.Y. is to “act independently 
and not as an agent or representative” of 
Broadcast Music, Inc. 

The dither resulting from the F.C.C’s 
“Report on Chain Broadcasting” resu 
the publication of such pieces of literature 
as the following: “Mutual’s White 
(Mutual Broadcasting System); “Why 
Need a New Radio Law,” and “What 
New Radio Laws Mean,” 
casting System): and, “A Fair Deal for Ra- 
dio” (a publication of The National A 
tion of Broadcasters). 


New 


ted in 
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When “The Lone Ranger” died recently 
his place was taken by another—the origi- 
nator of the program. But when Dr. Henn 
Lee Smith of the “Where Are You From?” 
program over WOR was called-up for serv- 
ice, as a Lieutenant in the Field Artillery 
Reserves, at Fort Bragg, North Carolina, 
the program went off the air, for his spe- 
cialty could not be replaced effectively. 

Title: “Radio Engineers While Away Odd 
Moments Telling Tall Stories.”” According to 
WMCA’s press dept., engineers at the trans- 
mitter on the salt marshes at Kearney, N.J., 
complain that the Jersey skeeters this year 
carry straws to sip citranella. Frankly, we're 
inclined to doubt it. But then, we admit 
we've never been in Kearney during the mos- 
quito season! 











U. S. ARMY SIGNAL CORPS SCHOOL 
Thousands of Uncle Sam's prospective Signal Me" 
are undergoing intensive training at the Army Sig 
nal Corps School located at Fort Monmouth, N. ¢ 
Here students are shown familiarizing themselves 
with one of the many types of mobile units; this one 
designed for use on a pack animal. Notice the curve 
ture of the equipment to fit the animal's back 

It has a telescopic antenna. 
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In case you want to become a news broad- 
caster: it takes Rush Hughes, WMCA’s 6 
P.M. newscaster, 5 hours to prepare the 
35 to 40 items he airs in 15 minutes! 


The Columbia Broadcasting System plans 
to give birth to two 50 kw. International 
Shortwave stations, WCBX and WCRC, at 
Brentwood, Long Island, in September. Pro- 
grams designed to interest Latin-American 
station affiliates of the network will be 
broadcast within their own listening areas, 
for the owners of the 4,000,000 radio sets 
below the United States border. 


NE of the newest applications of elec- 

tronics is the polarograph, developed by 
Dr. Alois Langer of Westinghouse Electric 
& Manufacturing Company. It analyzes 
chemical solutions for the billionth ounce of 
substances, thereby solving problems of 
chemistry, biology and medicine in a matter 
of minutes which ordinarily assumes hours. 
This device, for chemical micro-analysis, op- 
erates on the principle of the electro-deposi- 
tion of copper in a solution, the current 
from a storage battery being fed to the so- 
lution through a mercury contact. A solu- 
tion that contains many substances may be 
analyzed by noting current readings for 
various voltages corresponding to the vari- 
ous chemical substances. The amount of cop- 
per deposited by these substances gives an 
indication of the amount of the substances. 


UNUSUAL STATION WMCA 
SIGNOFF 


LTHOUGH it is several years since 

WMCA inaugurated its unique signoff 
message which contains a prayer for the 
oppressed peoples of other lands, the sta- 
tion is still receiving requests from listen- 
ers for copies of the dramatic conclusion 
to its day’s activities. 

The signoff, appropriately cast with 
sound effects and with a background of 
patriotic music, is heard nightly between 
1:00 and 1:15 A.M. when the station goes 
off the air. The text of the signoff follows: 

“This brings us to the close of another 
day.... From the heart of the theatrical 
district in New York City ... from whence 
this voice comes ... the bright lights are 
gradually fading. 

“Night has cast its cloak over the roaring 
metropolis ... bringing silence ... peace 
+». and welcome rest from work and the 
cares of the day. From early morn till late 
night we have had the privilege of bringing 
into your homes the colorful pageant of 
events ... gleaned from all parts of the 
world ... but all woven into a pattern to 
fit into the great tapestry of life. 


“To the men aboard the many vessels 
Ploughing the seas ...we wish a safe 
journey. To our valiant air pilots we wish 
God-speed. To those who this night are 
separated from their homes and loved ones 
-+.to the sick and discouraged ... may 
the dawning of the new day bring renewed 
hope and courage. 

“At this time, may we express the fer- 
vent prayer that the sweet freedom of 
democracy so keenly enjoyed by all Amer- 
ans may some day soon be restored to 
those people of all other lands who . . . to- 
night... are yoked by oppression. And 
may the spirit of brotherly love preserve 
inviolate the glorious principles on which 
urown great country was founded. Peace 
earth ... good will to all men! 

“And now the voice of WMCA in New 
York City bids you all good night . . . good 
hight... good night...” 
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THAT WAS RADIO... 


HEN writer-broadcaster Rush Hughes 

celebrated his 39th birthday, last 

month, he also celebrated the premiére 

day of his new commercial series “The 
World on Parade” on WOR at 10:55 p.m., 
E.D.S.T. 

The first time Hughes visited WOR was 
back in 1928, when he came to the station 
for an audition. The program manager lis- 
tened to him, told him he liked his work, 
but WOR had no openings at the moment. 
“You might try WABC,” Hughes was ad- 
vised. 


Hughes took the advice, got a job there 
announcing. Six weeks later he was made 
Manager of Programs and Production. His 
sum total of experience in radio before get- 
ting the executive job had been 6 months 
of announcing remote band broadcasts on 
the Pacific Coast. That was radio... 


The way Hughes got his California radio 
assignment before coming to New York was 
alse typical of the rough-and-ready days of 
the broadcasting business. After a fling in 
the movies, Hughes landed a job running 
the entertainment in a San Francisco hotel. 
One day the announcer from KFRC didn’t 
show up in time to handle a broadcast of 
Anson Weeks’ orchestra from the hotel. 
Hughes stepped up to the microphone, an- 
nounced the entire program ad lib, and 
immediately was offered a job at the San 
Francisco station. 

Hughes recalls that he nearly got himself 
fired from one of his first radio jobs in 
the East in the 1920s when he improvised 
an inspired free commercial in hopes of 
enticing a prospective sponsor—a maga- 
zine—to the station. When he had to fill-in 
with a few minutes of ad lib during a broad- 
cast, Hughes picked up a copy of a fiction 
magazine, and began reading part of a 
story—he promised to send the rest of the 
story on request. The magazine didn’t fall 
for the stunt, and the station had to go to 
considerable expense in mailing the com- 
plete story to thousands of listeners who 
wanted to know how the plot turned out! 


SOUND ANALYZER 
The picture on the front cover shows the very latest 
development in sound analyzing. Such a device 
proves useful in the modern physics laboratory. Not 
only is it desirable and necessary to check the 
frequency of a sound wave, but also the particular 
shape of the wave is studied very carefully by the 
scientific investigator today. The apparatus shown 
is very flexible and sound waves of practically any 
frequency can be analyzed and studied with it. 


Suggestion to Servicemen and dealers 
looking for an occasional electronic organ 
sale: The First Methodist Church in Wheel- 
er, Tex., raised sufficient money in a few 
days to purehase a 2-manual Organtron by 
first giving a free organ recital in a local 
music store, and then canvassing the mem- 
bership of the Church for possible subscrib- 
ers to an Orgatron Fund. 


It was good news for owners of RCA tele- 
vision receivers when the company an- 
nounced, recently, that it would make all 
the adjustments necessary, to permit recep- 
tion of the new (30-frame), 525-line trans- 
missions that supersede the 441-line images, 
free of charge. The same news item pointed 
out that RCA plans to have a Washington, 
D.C., television transmitter operating about 
March 1, 1942, and a Philadelphia station 
about July 1, 1942, in addition to W2XBS 
atop the Empire State Building, New York 
City, now operating. 
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WAR-RADIO IN THE FIELD 
The highly mechanized and highly specialized 
motorized warfare now taking place, would not be 
possible without the precise coordination of units 
which radio, as a means of communication, affords. 
As each week progresses radio stands out more 
clearly as one of the most important factors in 
modern warfare. These illustrations are official 
British photographs taken in the Western deserts. 
On top a radio operator is shown in his shallow 
desert pit communicating with other units. In the 
picture above a deep bomb-proof catacomb is being 
used by the Royal Signal Corps for carrying out 
their duties of keeping open communication lines. 
The catacomb is so deep that food must be lowered 
to them through a hole by means of ropes. 


BREAD BOARD TUBE 
Shown here is an ingenious device which saves con- 
siderable time in RCA Laboratories on light 
measurements being made on special photo surfaces. 
It is a demountable vacuum tube with a permanently 
attached exhaust pump. The pump is underneath the 
table and enters the glass cylinder in the center, 
Two bulbs in the foreground are for measuring the 
vacuum, 
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At A, Captain John J. Martin (seated) of the New 
York City Police, assumes the role of a Civilian 
Defense Warden as he pushes a button, on a new 
RCA "Alert''-signal Transmitter unit in a Radio 
City studio of N.B.C., to release an inaudible 
impulse over WJZ to turn “on'' an RCA “‘Alert''- 
signal Receiver installed at the ee 
Building, LaGuardia Airport. At left is 
Special Events-man, Arthur Feldman. 





COVER FEATURE 





ITH Mayor LaGuardia participating 
W:: National Director of Civilian De- 

fense, the Radio Corporation of 

America last month demonstrated at 
LaGuardia Airport (Long Island, N. Y.) 
a new RCA “Alert” (emergency signal) 
Receiver that turns on automatically when 
it receives a special inaudible signal from 
a broadcasting station, rings a bell and 
turns on lights to summon listeners, and 
then shuts off when an all-clear signal is 
flashed. 


“ONE IF BY LAND, TWO IF BY SEA..." 

The Alert Receiver performs as a modern 
Paul Revere. In the initial demonstration, 
word that “enemy” planes had been sighted 
over Long Island was relayed from Army 
officers at Mitchel Field, to a Civilian De- 
fense Officer in an N.B.C. studio at Radio 
City. Immediately, he pressed the button 
that sent the robot signal riding across 
WJZ’s wave. 

Within a few seconds the impulses turned 
on the Mayor’s (RCA) Alert Receiver. 
The lights, green and red, glowed and the 
bell on the receiver rang to notify him that 
the N.B.C. Blue Network was ready from 
coast-to-coast to broadcast any message he 
might have as National Director of Civilian 
Defense. The device can be incorporated 
in standard broadcast receivers and tele- 
vision sets, to make them alert to the 
robot signal. In no way, however, does it 
interfere with the broadcast program on 
the air over the same station simultaneously. 

The Alert Receiver is a simple instru- 
ment, about the size of a portable radio set, 
and can be carried just as conveniently. 

This device was developed by Arthur F. 
Van Dyck, Stuart W. Seeley and Harmon 
B. Deal, engineers of RCA Laboratories. 
They describe it as a small, 3-tube receiver 
requiring negligible power for operation 
and, therefore, it can be operated 24 hours 
a day over a long period of time at low cost. 

The receiver can be fixed-tuned to any 
one broadcasting station. It is then receptive 
to the inaudible signal from that trans- 
mitter. The Alert has a loudspeaker of its 
own, which normally is silent until the 
special electric flash is received. When the 
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At B, Mayor LaGuardia, participating as National 
Director of Civilian Defense, is shown with David 
Sarnoff (left), President of RCA, who demonstrates 
how the special signal generated by the device 
in photo A, automatically turns-on the receiver, 
and lights its lamp and “4 its bell; special 
messages then issue from the oudspeaker (at end 
nearest Be mayor). The device ey shuts 
off upon receipt of an all-clear signal. 


AIR-RAID 


Presented here are the details 
of an “Alert’-signal Trais- 
mitter, and the new Receiv 
which automatically turns on 
upon receipt of this signol; 
delivers from a loudspeakei 
any special message broad- 
cast by the transmitter; then 
automatically turns off 
receipt of an “all-clear” im- 
pulse. Radiomen should fa- 
miliarize themselves with this 
newest contribution to Civil- 
ian Defense. 


“ALERT” 


ROBOT RADIO RECEIVER 


signal arrives, it energizes an electric relay 
which clicks the loudspeaker into the circuit 
to reproduce the program from the broad- 
casting station. Simultaneously, the bell 
rings. If the Alert signal is flashed in the 
night, the bell, acting as an alarm clock, 
will awaken the listener. 

The Alert Receiver can be designed to 
operate on alternating or direct current, or 
batteries. (Hence it’s portable.) 

The Alert Transmitter at the trans- 
mitting station is a simpler piece of ap- 
paratus. It consists merely of a vacuum- 
tube oscillator which generates the 2 sub- 
audible frequencies—one to turn on the 
Alert Receiver, while the other will turn 
it off. These frequencies may be 24 and 30 
cycles a second (as employed in the 
demonstration). 

The signal generating unit is connected 
to the broadcast transmitter like a micro- 
phone. In fact, the control room operator 
plugs the oscillator device and electric 
button into the microphone circuit. When 
the button is pressed it releases the “On” 
sub-audible signal, which turns on all re- 
ceivers equipped to be actuated by it. 


DEFENSE 

Application of the Alert to Civilian De- 
fense communication obviously is valuable, 
since it provides a local, regional or nation- 
wide instantaneous radio call system with- 
out expensive new equipment. The engineers 
stress the fact that its use is automatically 
as flexible as the highly-developed trans- 
continental broadcast network systems, 
which permit the hook-up of 2 stations or 
hundreds by means of intricate switching 
arrangements already in service. Moreover, 
the Alert does not require even one addi- 
tional frequency allocation for its full use. 
The instrument is so designed that it can 
be installed at a broadcasting station with- 
out disturbing a single wire used for, normal 
broadcasting service. 

Outlining the utility of the new device, it 
is pointed out that there has been set up 
by the Federal. Government a Civilian De- 
fense organization with Mayor LaGuardia 
as executive head. Local organizations will 
exist in every strategically important city 
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of the country. In New York City there 
will be nearly 200,000 Air-raid and Fire 
Wardens and others trained for civilian de- 
fense. They will be directed by hundreds of 
zone and district chiefs. The problem is to 
reach them all simultaneously and instan- 
taneously. This, of course, would require 
considerable time by telephone, telegraph or 
by radio broadcasting since, up to now, there 
has been no way of suddenly calling all to 
listen. The Alert Receiver is designed to 
solve that problem. 

In a similar way, should the President de- 
sire to deliver an unscheduled “fireside chat” 
to the Nation, he might summon a record- 
breaking audience by means of a signal 
flashed from the White House through 
broadcasting stations everywhere. As a re- 
sult, the bells on “Alert Radios” throughout 
the country would ring. 

Similarly, in television, the Alert can be 
made to notify set owners of an un 
scheduled event. Also, vast public service can 
be performed by the Alert Receivers in time 
of earthquakes, fires, floods and storms. 
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PUTTING “OOMPH" INTO RECEIVERS 


This article is primarily intended for the man who builds his own and for the Service- 

man who is called upon to improve old sets. If you or your customer have an old radio 

set, especially of the T.R.F. type, you can convert it into a modern “Hi-Fi” receiver 
by following the suggestions made below. 


OMPH” in radio reception is that 
added something which causes peo- 
ple to remark, “Now, there’s a good 
radio.” In technical terms it means 

that the set has above-average selectivity, 
or sensitivity. This may be accomplished 
very cheaply as no expensively designed 
circuits or parts are required. 

In the ensuing discussion we will be more 
interested in results than in design, and 
because of this, some of the current pet 
notions of design will be questioned. 


SENSITIVITY AND SELECTIVITY 

To add sensitivity without affecting se- 
lectivity or tone quality, a stage of R.F. or 
LF, may be inserted in the receiver by the 
use of a plate resistor and gimmick as an 
interstage coupling, as shown in Fig. 1. 
By means of this method of interstage 
coupling A.V.C. can be introduced into old 
T.R.F. receivers (see Fig. 2). 

Added sensitivity and selectivity may be 
had by the use of one or more: iron-core 
transformers in either the antenna, R.F., 
or LF. circuits. Where iron-core transform- 
ers of the adjustable type are used and the 
receiver is in the same cabinet as the loud- 
speaker, the adjustment screw after being 
set should be held in place by the applica- 
tion cement. Otherwise the vibration of the 
speaker will cause the adjustment screw to 
vibrate and make the set noisy. 

Another means of improving the selec- 
tivity and sensitivity is to replace the diode 
type of detector with a grid bias triode or 
pentode detector. Where such a change is 
made it would be advisable to substitute for 
ime control in the audio circuit some 
f manual sensitivity control. An im- 
provement in the noise to signal ratio will 

lt. This follows because most A.V.C.’s 
nly partially automatic and little can 
about noise reduction in the audio 
without affecting tone. If A.V.C. is 
theless desired, it may be obtained by 
a 6B7 in the last R.F. or I.F. stage, 
lace of the tube ordinarily used there, 
the circuit shown in Fig. 3. 
problem of tone begins at the broad- 
r studio and continues through every 
nto the reproducer. If there is poor 
the broadcasting end, it cannot be 
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remedied at the receiving end, that’s certain! 

Proceeding to the receiver, if the antenna 
is not of the right kind, the quality of re- 
ception may be affected. Thus if it is too 
short, considerable noise may be picked up. 
Moreover, side-band cutting may result be- 
cause of increased selectivity of the antenna 
or interstage transformer. Low signal volt- 
age increases the selectivity of the antenna 
transformer and effects a similar result in 
the other stages by decreasing the negative 
grid voltage in the R.F. or I.F. amplifiers. 

Ordinarily a 25-ft. indoor aerial may be 
satisfactory. However, in one installation 
which the author made with such an aerial 
the tone quality was poor. By adding about 
150 ft. of vertical lead-in, the tone quality 
was brought up to the standard for the 
particular receiver. Sideband cutting may 
also result from improper antenna because 
the operator of the receiver may “force” 
the set in adjusting his controls to get the 
proper volume level. 

Likewise an improperly placed antenna 
may result in noisy or poor reception. One 
well-known manufacturer had an antenna 
control switch, apart from the wave band 
switch, marked “Local” and “Foreign.” 
With the switch at “Local” the metropolitan 
high-powered stations came in with poor 
tone. In the “Foreign” position the tone 
quality was considerably improved. The 
length, position, and all controls of the 
antenna should be experimented with until 
the best all around results are obtained. 


TONE QUALITY 

The type and components of the R.F. 
amplifier influence tone quality. A band- 
pass T.R.F. receiver of the Miller type is 
the best for tone quality. For metropolitan 
districts a 2-stage T.R.F. receiver using 1 
iron-core transformer will also be found 
suitable. The use of a 3rd tuning stage is 
to be avoided. The 3rd stage will not neces- 
sarily add to selectivity, but paradoxically, 
will probably unbalance the receiver and 
produce serious sideband cutting. However, 
the addition of an untuned stage such as 
suggested above and of iron-core trans- 
formers will produce the desired effect in 
regard to sensitivity, selectivity, and tone. 

An I.F. amplifier designed for tone there- 
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fore should not consist of more than 2 LF. 
transformers, which should be of the band- 
expanding type. A 3rd stage if 
should be of the untuned type suggested 
above, and should be inserted between the 
input and output stages. Such a third stage 
is used in General Electric model HJ-1205. 

The audio circuit should have a bass boost 
below 150 cycles for several reasons: Ist, 
to compensate for the greater compression 
in this region in broadcasting and record- 
ing; 2nd, to compensate for any falling-off 
in this region which may take place else- 
where in the amplifier or in the speaker; 
and finally, to bring some of these tones 
within the threshold of hearing and thus 
create a better impression of tonal realism. 

In regard to the last, it should be recalled 
that the difference between the threshold 
of hearing at 1,000 cycles and 100 cycles 
is over 40 decibels, and that therefore, in 
home reception unless these notes are em- 
phasized by the amplifier, they may not be 
heard though actuated by the reproducer. 
Bass compensation should not be confused 
with treble depression. The latter will cause 
violins, saxophones, pianos, female 
etc., to sound artificial and to lose realism. 
On the other hand, boost can be 
worked very satisfactorily with treble boost 
operating above 4,000 cycles and for similar 
reasons. 

There are two principal ways of boosting 
bass. One is by putting a small condenser 
the lower end of the grid resistor 
in a resistance - capacity coupled amplifier, 
as shown in Fig. 4. The other is to resonate 
the plate in a transformer-coupled circuit, 
as shown in Fig. 5. 

The insertion of the resistance and con- 
denser in the plate circuit in addition to 
resonating the plate will extend the bass 
response of the transformer by increasing 
the inductance in the primary of the trans- 
former, which has been freed of D.C. Be- 
cause of this many well-designed trans- 
formers found in older sets, or which had 
been put in the junk box, can be effectively 
utilized. The treble cut-off of the trans 
former, however, should not be below 7,500 
cycles. 

The output stage should be able to deliver 
a minimum of 3 watts for home reception 


desired 


voices, 


bass 


across 
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EFFICIENCY 
( 100% 
a 


DEC/BELS 


ymelele) 6,000 
IMPEDANCE /N OHMS 


12,000 


LOAD 65% 


where the baffle length or height does not 
exceed 32 ins. or is not of the bass reflex 
type. Where the baffle is larger or is of 
the “bass reflex” type, the power handling 
capacity of the amplifier should be larger 
and bass boost should be used. 

In a power tube a plate resistance of 
approximately 50,000 ohms works most 
satisfactorily. In a single tube output the 
use of a lower plate impedance and of an 
output transformer having a high primary 
impedance (to reach down into the bass), 
will cause the highs to suffer. This is be- 
cause the efficiency of the low-impedance 
type of power tube falls off rapidly with 
the increase of the load impedance beyond 
the optimum point. How serious this is 
can be realized from the fact that at 50 
cycles the load may be 3,000 ohms, but at 
5,000 cycles the load for the same trans- 
former is 300,000 ohms. 

Figure 6 is a typical impedance efficiency 
curve for such types 71, 45, 50 
and 2A3. Type 6L6 suffers somewhat from 
this defect because its plate resistance is 
about 25,000 ohms. It is not surprising, 
therefore, that an otherwise well-designed 
resistance - capacity coupled amplifier using 
a single 6L6 in the output should have a 
response curve which droops commencing 
at 4,000 ohms or even lower as in Fig. 7. 
This, however, does not hold true for the 
old-time amplifier with 2 stages of trans- 
former coupling, or with transformer input 
in a push-pull output, as there is often 
present in such amplifiers sufficient re- 
generation of the “highs” to compensate 
for this defect. The 2A5, 6F6, 6K6, 41, 42, 
or 43 types, on the other hand, because of 
their excessively high plate impedance have 
too much 3rd-harmonics, and give a response 
which the ear quickly detects as artificial. 
Because of these reasons where 3 or 4 
watts in a single tube output is desired, 
types 47, 59 as a class A pentode, and a 
6V6, should be used. The author has had 
very good results with the 59-type as a 
class A pentode when used in conjunction 
with 10% inverse feedback. (This is con- 
trary to prevailing practice, but try it, 
and you will be pleasantly surprised.) 

If you have a good interstage transformer 
or a good push-pull input transformer 
which lacks a split secondary, either can be 
used in a push-pull circuit employing 1in- 
verse feedback from the plate to the grid 
by connecting the two ends of the 
secondary to the push-pull grids and con- 
necting the grids with feedback and “C”- 
bias circuits through matched resistances of 
the order of 400,000 ohms or higher in the 
circuit shown in Fig. 9. 


tubes as 


CHOOSING OUTPUT TRANSFORMERS 
There are current misconceptions regard- 
ing the basis for choosing output trans- 
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formers. The impedance of the output 
transformer bears a relationship to the 
power output, harmonic distortion and 
tonal response. 

Most of the tube manufacturers in their 
data sheets state the impedance at which 
the various power tubes should be operated 
at the different voltages. These points are 
generally selected either for the lowest 2nd- 
or 38rd-harmonics or at the lowest point at 
which they intersect on the impedance re- 
sponse graph. The transformer has this 
optimum impedance at only one point of the 
sound spectrum, unless an impedance fixing 
device is used in the amplifier. Naturally, 
in a push-pull or inverse feedback amplifier 
in which 2nd-harmonies are nearly can- 
celed out, the selection of a transformer 
impedance should not be based upon low 
2nd-harmonics. 

As to power output, the optimum point is 
generally selected at 400 cycles. But in such 
case what will the output be where you 
want it most, at 50 or 100 cycles? This may 
necessitate a primary 2 to 4 times larger 
than that selected for 400 cycles. The author 
has used output transformers with im- 
pedances 35-100°% higher than _ specified 
by the tube manufacturer in a single-tube 
inverse feedback circuit with good results 
as to harmonic distortion and power output. 
For these reasons, use a husky transformer, 
even of the universal type, having a high 
impedance at 50 cycles at the current load 
under which you intend to operate it. 

Where the source of the hum is an input 
stage, it is probably caused by an amplifier 
tube with the grid connection at the base 
of the tube, where it may be in an A.C. 
field. This can easily be cured by replacing 
such a tube with one of similar electrical 
characteristics but with the grid connection 
mounted on top of the tube, and by bring- 
ing a’ shielded grid lead above the chassis. 

If the source of the hum is a transformer, 
the hum can be considerably reduced or 
eliminated by turning the transformer at 
right-angles to its original position, either 
horizontally or vertically, as the case may 
require. 

Where the hum comes from the speaker 
field, the trouble may be solved by utilizing 
a P.M. speaker instead of one with a field 
coil, or by inserting a low-resistance, heavy- 
duty choke coil between the speaker field 
and the source of direct current. 


LOUDSPEAKER 

We now come to the reproducer itself. 
Let us leave out of the discussion the new 
bass reflex and the new coaxial tweeter - 
woofer speakers. The problem today is no 
longer how to get the low notes through, 
but rather how to get the highs through 
and to distribute them properly. 

A simple and cheap solution, which can 
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be used on all speakers having 
treble response or distribution, is to con- 
nect across the voice coil of the woofer, 
a 2-mf. condenser in series with the voice 
coils, in series, of one or two, 3-in., 4-in. or 
5-in. P.M. speakers as in Fig. 8. This will 
work with such bad offenders as the arm- 
chair type of radio set. These tweeters can 
be placed in a separate housing and it such 
an angle or position as to afford wider or 
more direct-to-the-ear distribution of the 
treble frequencies. 


poor 


If these ideas are used, you will be able 
to hear the wheezing of the saxs, the brassi- 
ness of the cornets, the rhythmic zoom of 
the bull fiddles, and speech which is as 
tonishingly natural. 


EXAMPLE 

As an example of what can be done, the 
author took an 8-year-old T.R.F. radio set 
of average tone quality and converted it 
into a modern Hi-Fi receiver. The set con- 
sisted of 3 R.F. stages, a 27 grid-bias detee- 
tor, 1 stage of resistance - capacity coupled 
audio frequency amplification, and a trans- 
former-input push-pull output stage en- 
ploying 45s. The set was located in a part 
of New York City in which a good part of 
its dial was blanketed by WOR. In addi- 
tion, above 1,000 ke. selectivity was nigh 
impossible. 

The transformation was accomplished by 
following the suggestions made above. Th 
selectivity problem was solved by replacing 
the R.F. transformer in the 2nd stage wi 
one of the iron-core adjustable type. 7 
preserve treble, the 4th R.F. trar 
was removed and a stage such as shown 
Fig. 1 inserted. The bias detect 
eliminated and the 27 was converte: 
diode as shown in Fig. 2. A 57, conn 
a triode, replaced the 27 in the Ist AF 
stage and its plate resonated. Th« I 
tution of tubes was made to get th« 
mu and so compensate partially 
change in the means of detection. 

The 


former 


audio transformer of the } 
stage was replaced by an old-t 
ratio Samson “Symphonic” trar 
This transformer was well design¢ 
without plate resonance it has a ¢ 
response. It has a treble cutoff ab 
cycles and a peak at about 7,00 
This transformer was used in a 
stage with inverse feedback in th« 
shown in Fig. 9. In order to get 
amplification and more power, 59 
A pentodes, were substituted for 
The output transformer was not ¢! 
A 38-in. and a 4-in. tweeter were 
shown in Fig. 8. 

All parts and tubes cost less than 9 
But the set now performs and sounds like 
a $100 job! 
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35% MORE LISTINGS—MORE ACCURATE—EASIER TO USE 


% The finest, most complete manualofits | Manual reference, price, switch data, etc. 
kind ever published. Unexcelled in its 4 Trade and brand names listed alpha- 
helpfulness to every serviceman who poetically so that you can find them quickly. 
makes control replacements. ; 

; ' % Auto radios listed the logical, easy-to- 
%* Lists correct controls for over one-third find way—by make of car. 
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part facturers’ drawings, revised specificationsor mulas and complete IRC Control and 
- . latest engineering data, etc. Resistor catalogs. 
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nigh % Gives everything you need to know %* The latest, most up-to-the-minute Manual 
ss about a control ata glance—from manufac- _ of its kind on the market—now available 
"The turers’ original part number to Rider’s through IRC Volume Control Jobbers 
icing 
with Don’t Miss It... Get Your Copy Today! 
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phe STANDARDIZE ON TYPE D Sen 
da conte PAYSe 
AF Except for the necessary ‘“‘specials”’, etc., this new IRC Manual is based entirely 
















on the use of Type D Controls with Tap-in Shafts—IRC’s famous small-size 
“Universal’’ Controls that have been breaking one sales record after another for 
more than two years. They are fully dependable—easier to install—more efficient. 
Tap-in Shafts frequently avoid the use of more costly ‘‘specials’’—and a small, 
inexpensive control stock equips you for the big majority of all jobs. 

“Streamline” your work by using Type D's. 
18 Controls, 6 Switches, § Special Extra Shafts —to handle 
60% to 75% of your control needs—all included in the at- 
tractive IRC Metal Cabinet for only $14.97 net, $24.95 list. 
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For Letter &. exvicing - For Ligger Profit -- 


FOR A WIDER KNOWLEDGE OF TECHNICAL SUBJECTS, READ THE 


pooxs in Tae RADIO-CRAFT LIBRARY SERIES 


ET into the swing of reading instructive, authoritative books on technical sub- 

jects—Radio, Air Conditioning and Refrigeration. The RADIO-CRAFT LIBRARY 

\ Wo. 13 SERIES is the most complete set of volumes individually treating all important civi- 
Boo sions in these fields. Each book has been written for the purpose of giving you the 


AIR 


an accurate 


OF : a” 
CANDITIONING opportunity to specialize in one or more of the popular branches of the various 
imptitiod subjects and we know of no easier, quicker or less expensive way to improve your 
ayy ot the knowledge. The material in each book is very helpful—you'll find them valuable in 


lew en0 ° 
technical FMS ghis your work. The authors are all well known and are authorities on the subjects on 


fundamentals engin: 
bramruding servic~ 


which they have written. This is the first time that you are enabled to build a library 


nt-d8y of technical books by such popular writers. 
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Harrigan. 


RADIO 
GVIvE 


ok Wo. 


AB 
REFRIGERAT 
A earetu 


PRACTICAL 
RApiO CIRCUITS 


ide 
a 


man, 
Experimenter- 
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50¢ 


New titles are constantly being added to the 
RADIO-CRAFT LIBRARY SERIES. But, on the 
other hand, stocks of certain titles are running 
low, and they may not be reprinted for some 
time. We would therefore suggest that at this 
time you order as many different titles as you 
are interested in. Remember, that if you delay, 
some of the books may later be out of print. 


RADCRAFT PUBLICATIONS, Inc., 20 VESEY ST., NEW YORK, N. Y. 


Gentlemen: Enclosed find my remittance of $ for which send me, POSTPAID, 
the Books indicated below. 


RADIO-CRAFT LIBRARY SERIES @ 50c EACH 
Circle book numbers wanted: 13 14 15 16 17 18 19 20 21 22 23 24% 


Address ...-ccccccccccccece eerrertire 


(Send remittance in form of check or money order; poe your letter 


if you send cash or unused U. S. Postage Stamps. RC-1041 
= 
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ALL BOOKS ARE UNIFORM 


The books in the RADIO-CRAFT LIBRARY 
SERIES are all uniform. The size is 6x9 
inches. Each volume contains 64 pages and 
an average of 50 to 150 photographic 
illustrations and diagrams. The books are 
printed on an excellent grade of book paper 
and have stiff flexible covers. PRICE 50c 
PER BOOK. All books are sent postpaid 


Book No. 24 
BREAKING InTO 
RADIO SERVICING 
and 


jo Instructions 
saan or Starting 
Proc Radio Ser- 


‘a Profitable ¢ Your 
Business © of 
ay By Robert Eich 


PRACTICAL 
pUBLIC ADDRESS 


SCoPE Sb hods of Sér- 
Function, e Modern Met tastalting 


svgwet vicing and : 
| Public Address saul 
ment By B- B 


USE THIS 
HANDY 
COUPON 
WHEN Wt meenanee. OF 8 

I ORDERING |" °'Ss. 


I 
1 RADCRAFT PUBLICATIONS, Inc. 
20 VESEY STREET NEW YORK, N.Y. 
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SUBSTITUTE MATERIALS 
IN THE RECORDING 
INDUSTRY 


F: 2 the past 3 months, as is well known, 








supply conditions have been quite upset 

in the recording industry. It has been 
impossible to see any distance into the 
future and no one has been able to give com- 
plete information as to the outlook. Now 
matters have been clarified somewhat and 
we wish to outline the present situation to 
users of blank recording discs. 
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a ALUMINUM-BASE DISCS 
. We have definitely come to the conclusion 
r that no new aluminum will be available for 
n the manufacture of instantaneous records in 
n any measurable future time. The industry 
y has been given a B4 rating—which is a very 
good civilian rating—however, these ratings 
mean nothing so long as all aluminum is 
used in Defense industries. 
Y The government is still permitting us to 
9 collect used discs. These are stripped and 
4 returned to the Aluminum Company of 
America for re-rolling. For these discs, as 
~ you know, certain companies promise to sell 
as each customer new discs equal to the quan- 
Ne tity of old discs returned. 
4 The prices paid for used recording blanks 


are in line with scrap prices set by the gov- 
ernment. Even if we were permitted by the 
Ofice of Production Management to pay 
more, a higher price would not be justified, 
since it would only mean that the price of 
new discs would have to be increased—and 
manufacturers are definitely trying to hold 
prices at present levels. 

How long the government will permit us 
to continue this collection of discs we do not 
know. But until further notice disc manu- 
facturers are accepting used discs on the 
above basis. 






STEEL-BASE DISCS 

Long before the aluminum shortage, ex- 
periments were made on a steel-base disc. 
At the first of this year, an acceptable steel 
was produced. Some of this material is now 
coming in and production is under way on 
6, 8, 10 and 12 inch steel-base discs. 

Due to the characteristics of the base 
material, steel discs cannot be manufactured 
to professional standards. Steel is already 
dificult to obtain and orders have to be 
placed far in advance. Thus in spite of the 
fact that adequate orders have been placed, 
we are not optimistic about future de- 
liveries. Any day steel may also be placed on 
the priorities list and our supplies cut off. 
















GLASS-BASE DISCS 


There is one base material, however, about 
which disc manufacturers are most opti- 
mistic in every way. The new glass-base 
dises are being widely acclaimed by the 
industry, and there is no present or future 
shortage of material to worry about. 

To date, many thousands of these records 
have been shipped to all sections of the 
‘ountry and have received complete ap- 
proval, 

_There are a few facts about the glass-base 
‘ise to which we wish to call your attention: 
In the first place glass of 65-thousandths 
thickne was chosen after much experi- 
uental work. This thickness does not require 
‘ny adjustment of present cutting equip- 
ment as used throughout the country. Tests 
also showed that discs made with this thick- 
ness could be readily shipped by freight, 
‘xpress or parcel post. It was also desirable 
‘0 keep freight costs as low as possible and 
any thicker glass would only increase this 
item, 
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WESTON ELECTRICAL IN: 


No need to sacrifice dependability when 
seeking the convenience which pocket- 
size instruments afford. For this series 
of WESTONS... while truly compact in 
size and low in initial cost... provide 
the dependability and long life which 
are typically WESTON. In addition, 
they are versatile instruments; Model 
697, for example, providing the nec- 
essary voltage, current and resistance 
ranges for efficient trouble-shooting. 
Let us send you full particulars on 
these convenient, low-cost instruments. 
Write today. 


INSTRUMENT CORPORATION 
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QUALITY PAYS . . . OR WHY MR. VAN DROOL 
DROPPED HIS SPOON IN THE SOUP 


st 


[' happened during the 
dinner hour at the Van 
Drool mansion. 

Rich Mr. Van Drool 
was sipping soup in per- 
fect rhythm to the music 
of his super de luxe radio 
console. Suddenly came a 
noise like a firecracker as 
a midget condenser — 
which serviceman Wilbert 
Fixit had installed just the 
day before — exploded. 
Mr. Van Drool jumped, 
dropped his spoon and 
swore. What made him so @ 
mad, he said afterwards, was not that he 
dropped his spoon in the soup, but that 
he burned his fingers getting it out. 

That experience taught Serviceman 
Fixit a lesson. No more midget dry elec- 
trolytics for him. He'd use big, full-sized 
replacements and play safe. One day, 
however, his jobber gave Wilbert a sam- 
ple Sprague Atom and some literature 
about it. 

“Guaranteed not to explode!” snorted 
Wilbert as he read the literature. 
“Phooey!” 

But Wilbert was a methodical man. He 
put the Atom under test. No matter what 
he did, it wouldn't explode. Although the 
condenser was only rated at 450 volts, 
he had to smack it with over 750 volts 
before it even broke down. Then Wilbert 
bought a dozen more Sprague Atoms and 
found they tested equally good. 

While he was testing them, Mr. Van 
Drool’s chauffeur dragged one of the 


1941 





upstairs radios into the 
shop. 

“The boss wants this 
fixed in an hour,” he ex- 
plained. “And no foolin’. 
He says it’s your last 
chance to please him.” 

“Lordy,” groaned Wil- 


bert, after examining the 
set. “A three-section con- 
denser gone bad. It’ll take 
me a week to get one from 
the factory.” 

Then he thought of his 
Sprague Atoms and the ST 
mounting strap the jobber 
had supplied with them. He 
could take two 8 mfd. 350 V. Atoms and a 
25 mfd. 25 V. Atom, strap ’em together—and 
the job would be done. It was the only thing 
Wilbert could do, so Wilbert did it. 

To his surprise the three Atoms when 
strapped together were actually smaller 
than the original three-section condenser. 
Also, his total net cost on the Atoms was 
only 96c, whereas a duplicate unit would 
have cost $1.20. 

What’s more, the Atoms stayed put. 

Mr. Van Drool was more than pleased— 
and that meant Wilbert was pleased, too. 
Today he uses Atoms for practically all of 
his replacements, big or little. 

“T save ’steen ways by using Atoms,” is 


the way he puts it. “I save money, I save 
shoe leather, I save time, I save my good 
disposition—and J save customers. Best of 
all, Mr. Van Drool will never drop his spoon 


in the soup again.” 
Drooly yours, 


SPRAGUE PRODUCTS CO., 
North Adams, Mass. 
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CONVENIENCE 


the NEW Meissner 


ANALYST 





The NEW Meissner ANALYST, with Direct 
Reading Electronic Voltmeter, is designed for 
the Modern Service Bench. Built for SPEEDY 
trouble-shooting, its carefully planned con- 
venience will save EXTRA time ... when 
time counts! You can get those RUSH jobs out 
in really short order—and know they‘re right! 


Convenience is built into the ARRANGE- 
MENT of controls on the new panel! Each 
Channel has its own separate section, plainly 
marked, and every control is right where you 
would expect to find it! No groping around 
the panel (or back of the cabinet) for a switch 
or jack connection ... it’s right there on the 
panel... where it belongs! 

For that matter, ALL controls and jacks are 
ON THE PANEL! If you want to mount this 
instrument in your wall rack ... that’s your 
business . . . you won't have to turn the 
ANALYST around after it's plugged in! 


Complete with tubes . . . ready to operate 
Model 9-1040 ANALYST, Net . . $96.25 





SEE YOUR JOBBER—TODAY! 





NEW 
INSTRUCTION 
MANUAL 


F-M Data and valuable serv- 
ice information in addition 
to instructions on all Meiss- 
ner Kits and equipment; 
168 pages! 


Only 50c Net 


the NEW. 


“How to Build” ki 
INSTRUCTION. MANUAL F 
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WRITE FOR FREE 48-PAGE CATALOG! 
Dept. C-10 


‘“‘PRECISION-BUILT’ PRODUCTS”’ 


Another important question was whether 
it was necessary to have more than 1 hole 
in the disc. Careful study convinced us that 
1 was sufficient. In this decision we were 
supported by leading recording engineers 
throughout the country. This decision was 
important since an additional hole might 
tend to weaken the disc and also might 
cause difficulties in manufacture which could 
prove detrimental to the quality of the final 
product. 








Our new technique in cutting and drilling 


glass now enables us to present a re 
dise with all the excellent qualities 
best aluminum discs. 

As to packaging—there is no diff 
Standard packages in which these di 
shipped have been approved by 
companies. Suitable boxes for shi 
to 3 discs are also available. 


This article has been prepared from 
rial supplied by courtesy of Audio D 
Ine. 


SERVICE HINTS 


Suggestions on Audiodises.—This folder contains 
useful information for the sound-on-dise record- 
ists. One facing page is headed “Helpful Sugges- 
tions for Cutting’’: the other, “Helpful Sugges- 
tions for Playing-Back.” Also of interest is the 
information on the back page for cutting glass- 
base record blanks. (Audio Devices, Inc., New 
York, N. Y.) 


Carron 1941 Catalogue.—In addition to listing 
company’s products, booklet includes exact-dupli- 
cate replacement coils for a long series of radio 
receivers of various makes, Also, this catalog 
contains the article “How to Properly Install a 
Replacement Cone,” and lists exact replacements 
for a long list of home-radio and car-radio re- 
ceiver with respect to their speaker cones. 
Another valuable section is entitled ‘Universal 
Field Coils” that contains technical information 
on replacement field coils and lists a large line 
of exact-duplicate field coils for a larger number 
of radio receivers of various makes. (Carron 
Manufacturing Co., Chicago, Ill.) 


Amphenol Catalog No. 65—1942.—This catalog 
of all the Amphenol products also includes detail 
circuits showing the use in a circuit of certain 
of the items. (American Phenolic Corp., Chicago, 
I.) 


Radio Interference Elimination for Public Utili- 
ties.—This 8-page booklet is a piece of technical 
literature which should be of interest to Service- 
men who may have an opportunity to do any 
sort of service work in connection with inter- 
ference traceable to the equipment of utilities. 
(Sprague Products Co., North Adams, Mass.) 


Radio Chemicals and Products—Catalog No. 142. 
—This catalog of G.C. products includes an ex- 
ceptionally extensive listing of dial-belts and 
replacement dial-belts for a large number of radio 
sets identified by make and model number. 
(General Cement Mfg. Co., Rockford, Il.) 


Stancor Service Guide and Replacement Trans- 
former Catalogue, 7th Edition.—Extensive infor- 
mation on the selection of output and power 
transformers, filter chokes, input transformers, 
ete., in radio and P.A. service; includes listings 
for component replacements in approximately 
5.000 radio set models of 73 different manufac- 
turers conveniently listed by make and model 
number. (Standard Transformer Corp., Chicago, 
Til.) 


Stancor Packs for All Power Change Purposes.— 
In addition to cataloging various special packs for 
special purposes, as well as the Universal Replace- 
ment Power Transformer-Pack, it supplies curves 
and other performance data concerning such spe- 
cial power packs as those for farm-radio sets, line 
telephones, organs, time clocks, model railways, 
etc. (Standard Transformer Corp., Chicago, Iil.) 





NEWS SHORTS 


Allen B. Dumont Laboratories, Inc., last 
month announced an average 10% increase 
in the cost of its television receivers. The 
company has acquired additional factory 
space in which to build television sets. Its 
station W2XWV is helping augment the air 
fare for television receivers. 

General Electric is upping the power of 
television station W2XB to 20 kw. 
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David S. Youngholm, vice-President of 
Westinghouse, recently announced plans to 
build a $3,000,000 fluorescent lamp plant at 
Fairmont, W. Va. 


BUT WHAT OF 
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“A}l-out”production to meet ony $ 
yramiding orders does not meant = 

riplett has lost sight of the broa . 
requirements of tomorrow. Instead, 
research and engineering programs 
actually have been “stepped-up to 
assure constant improvements 1 
products and processes; 1n — 
to needed developments in new fields. 


Today's demands are ienporcat. 
but the needs of tomorrow cannot be 
slighted—and are anticipated in -_ 
flagging engineering and researc as 
velopments. You have assurance t'™ 
in the months and years to come, new 
Triplett products will serve - - 
panded fields, where they wil _ 
values and savings for every dollar 
spent in their purchase. 


THE TRIPLETT ELECTRICAL 


INSTRUMENT CO. 
Bluffton, Ohio 








AN INVULNERABLE DEFENSE 
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ean be achieved only through cultivation of t! 
Defend spiritual and ethical values, 
vincible, under the banner of righte: 
being unfurled by a New Race and Ord 
our latest 60 page, illustrated brochure, 
THE INCOMPARABLE. It reveals wi 
why you are here, your past history and your f 
inheritance. TWO DIMES covers the cost of mailing. 
Act today. You incur no obligation of any kind. 


FELLOWSHIP D&P™,37.,228,,Puannunrow 


AVE., MILWAUKEE, WISCONSIN 
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PATENTS— TRADE MARKS 


Booklet concerning Inventions & Patents 

Form “Evidence of Conception” with 

instructions for use and “Schedule of 

Government and Attorneys Fees’—Free 

LANCASTER, ALLWINE & ROMMEL 
Registered Patent Attorneys 








436 Bowen Bldg. Washington, D. C. 
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Ow G0 Whwngs.. 
YOU CAN DEPEND ON “ALLIED” 
FOR EVERYTHING IN RADIO 

AT LOWEST PRICES! 


FOR SERVICEMEN - DEALERS - SOUND MEN - AMATEURS - BUILDERS 


Today, more than ever, ALLIED is the one name that means Everything in 

Radio. Today, more than ever, you can always depend on ALLIED for vast, 

212 PAGES! complete stocks of the leading makes of diversified equipment in every field 

* of radio and electronics. You can always depend on ALLIED for quality mer- 

BIGGEST chandise that’s “tops,” for rush-service direct to you on all orders, for those 

extra values you'll not find equalled anywhere in radio today. There’s never 

been so complete, so value-packed a catalog as the new 1942 ALLIED book— 

the FREE 212-page Catalog you'll need to keep up with radio. Servicemen, 

Dealers, Amateurs, Sound Men, Experimenters—send for your copy of Radio’s 
Greatest Catalog that shows the lowest prices in the entire field. 
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BIG SERVICE SECTION BOOK HAMS LIKE BEST 
The most complete catalog in And there’s a reason, because 
all radio’s history—nothing like the 1942 ALLIED Catalog 
it ever before. Page after page 
of the very latest quality Test 
Equipment all the leading history. All the new communi- 
makes—all the newest gadgets, cations receivers; new x-mit- 
tools, books, to make service er kits; tubes; keys; acces- 
work easier, faster, and far sories; replacement parts; spe- 
more profitable. And more than cialized electronics equipment 


50 NEW SET MODELS 
You'll want to see the 1942 
KNIGHT “Radio Hit” models— 
more than 50 of them—featur- tems—7 to 60 watts; new bi- 
ing the newest styling, latest ased-power amplifiers; new- 
developments, low prices that type “Bantam” Portable Sys- 
can’t be challenged. There’s a tems. Everything in micro- 
radio for every room—New phone, speaker and phono ac- 
-AM models; luxurious cessories; valuable data and 
Phono-Radio Period models; charts on how to select the 


There’s a big new section de- 
voted 100% to PA. New Sys- is 
packed with the most complete 
Amateur listings in our long 


new-style plastics; Table Mod- 
els; portables, recorder-radios ; 
farm sets; auto radios—radios 
for every purse and purpose! 


right sound system. Get the 
facts about our 15 Day Trial 
Offer and the Easiest Time 
Payment Plan in PA! 


50 pages devoted exclusively to 
replacement parts for repair- 
ing any radio. It’s the Service- 
man’s Buying Guide! 


everything in radio for the ama- 
teur is combined in one exclusive 
section. Ask about our liberal 
Amateur time-payment plan, 








FLUORESCENT LIGHTING 


For those extra profits, and extra 
savings, see our completely new 
Fluorescent Lighting rotogravure 
section. Here’s a wide variety of 
low priced easy-to-install new fix- 
tures and accessories for commer- 
cial, industrial and home lighting 
applications—at new low prices 
that will amaze you. It will pay 
you large dividends to investigate 
this profitable new field! Clip the 
coupon below for the most reliable 


MORE THAN 15,000 PARTS 
Today, more than ever, you can count 
on ALLIED’S vast stocks for every- 
thing you need in radio. Our experi- 
enced staff of merchandising specialists 
have spent months in combing the 
chanics” Kits: dozens of new ™arket to maintain and build up the 
diagrams, circuits; everything most complete stock in radio’s history. fluorescent guide to complete 
for the Radio Builder and Ex- All the famous makes are offered; stocks. 
perimenter! que, sumnly EEE complete listings in every field are | 

; i ion available—and all at lowest prices. xy 
scribed in magazine construction Don't miss the big special Barsain anaaon manana titaeeakee 


articles. You'll want this great . 
Section that sets new value records! 
ALLIED RADIO CORP. 


1942 Catalog—send for it now! 
833 W. Jackson Bivd., Dept. 2-K-1 
833 


CHICAGO, ILL. 
W. JACKSON 


BUILDERS’ GUIDE 


Nothing like it for the Builder 
and Experimenter has been pub- 
lished before. After page of new 
build-your-own kits; the popu- 
lar ‘“‘DX-ers’’ in new versions; 
new FM kits; “Popular Me- 


Rush me a copy of your FREE 212 page Complete Radio 
Catalog for 1942. 


BLVD. ° CHICAGO 


seueeeneueus eeaaedea 
See eS eee 2 22S Se aeaeaeae 
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Radio Service Data Sheet 


CROSLEY MODELS 82 CP AND 82 CQ—(CHASSIS NO. 75) 
8-Tube Superhet; 2 Bands (540 to 1,630 kc., 6 to 18 mc.) Phono-Radio Combination; Automatic Record Changer; Built-in 
Loop Antenna; 3-Gang Tuning Condenser; Push-Pull Output; Automatic Volume Control; "Floating Jewel Tone System" Phono Pick-up 
10 in. Dynamic Speaker; Power Output (Max.) 6.5 W.; Power Consumption 85 W. 
a " 
05 H 470M 
IstlF TRANS. “” 2nd. TRANS. 6? Bw, 
700*~ 





2.2MEG.~ 


PHONO UNIT 


LOOP TER. 
BOARD 1.62455 KC. ‘ 


Schematic diagram of Crosley 82 CP and 82 CQ (Chassis No. 75). 
9g y 
Altes ALIGNMENT PROCEDURE CHART PRELIMINARY ALIGNMENT PROCEDURE 
iment ‘ Dummy Signal Input Connection Band Tuning Cond. Trimmer 
Sequence Antenna Generator to Receiver Switch Setting Adjusted t - Generator Ground Connection, To Ch ‘ Cc 
4 455 ke. Stator lug rear sec- * 2nd I.F. (2) Adjust for Max. 'o assis or Groun 
(1) 9.02-mf, tion of gang cond. B.C. Fully open ist LF. (2) Adjust for Max. Dummy Antenna to be in series with generator « 
Adjust for peak: See Chat 3 Be 
(2) 200 mmf, 650 ’ _ 7 ‘ B. Cc. Fully en B. Cc. “Osc” gang does not have Position of Volume Control.... 
1,650 ke. Ant. Terminal ¥ op bat to tune through sig- Position of Tone Control 
connected. 
“nace Adjust for maximum 
B.C. Approx. 60 B.C. “OSC ee eae aoe 
Series ing gang through 
Trimmer signal. 


Remarks Output Meter Connections, Plate to Plate of 6K6GTs 


(3) 200 mmf. 600 ke. Ant. Terminal 


Repeat Step No, 2 to check possible shift due to series adjustment. 





B.C. “ANT” Adjust for maximum 
B.C. Approx 140 Trimmer output, do not touch 
on dial B. ss “R “§ Adjust for maximum 

mme 


400 ohms Adjust for peak. 


> ¢ “1 , . -w. ve Gang does not have 
(carbon) 18.3 me. Ant. Terminal 5S. W. Fully open 8.-W. “‘OS¢ to tune through 
ign 


200 mmf. 1,400 ke. Ant. Terminal 


400 ohms S.-W. “ANT” — — ms aximum 
8 os . . , S.- . AL outpu while 
(carbon) ous. Ant. Terminal 8. W. Approx. 18 Trimmer ing ae aroun 
signa 


UBE VOLTAGE CHART 
SOCKET VOLTAGES MEASURED AT 117. . Vv. tine ieee "oan N SOCKET PIN AND CHASSIS) WIT /VOLT, 
00 V. GE VOLTMETER (D. c.) : tactician: 
CTION eames 
pa netaer € » Oo 3 
oc eee “* y 
GTor, F. 5 eee ° ee 0 Oo « Ss 2 5.3 A. 
. Cc. Ist P 6.3 
s Inverter p 
T(2)—Output . Ry 2 . aN: ) ° 6. 3A 
Y¥3G Rectifier Cc. y Cc, . B. 
MAX, POWER OUTPUT 6.5 WATTS. POWER oNsu MPTION 85 WATTS. DROP ite ROSS SPEAKER FIELD 20° VOL TS. 


; TRIMMER LOCATIONS 
of |e K6 FRONT 
9A 
pa [Jeneie 


Orit LF 


Locations of tubes and aligning trimmers. Crosley 82 CQ 
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DETROLA A.C./D.C. MODEL 3271 SERIES 
7-Tube Superhet.; 2 Bands (540 to 1,720 ke. and 5.55 to 18.5 mc.) A.C./D.C. Operation; Automatic Volume Control; Push-pull Beam 
Power Output; Built-in Antenna for Broadcast Band; lron-Core Ist I.F. 


ANTENNA 6 86T 767 
\Y 4S7-- DETECTOR & G 2 onion ECTOR 


Pp 
As SENNAD OSCULATOR : AV. £ ISTAFP 


= 
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SWITCH 
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05) 7/ON 
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MH SIN CO | ny eres 4 “N/7T- 
HOW REWOUN WO "RESISTOR 


LF =45$ATC. 

















A2 20" am 
Leev | Ex) T 


Schematic diagram of the Detrola 3271 series. 





HUM-BUCKING 
COL 








ALIGNMENT PROCEDURE * 


> 

Turn the band switch to the Broadcast position. Detrola Table 

Connect an output meter across the speaker voice coil. The volume control Model 3271, 7-tube, 

should be set a few degrees from the maximum volume position. Use a 2-band _—superhet. 

weak signal from the generator; strong signals tend to cause improper receiver. Caution: 
adjustments. Use no ground. 


LF. Alignment: Connect the signal generator ground to the receiver & 

chassis through a 0.1-mf. condenser. Using a 0.1-mf. condenser in series 

with the “high” side of the generator, apply a 455 ke. signal to the control- 

stid of the 6K7GT tube and align the 2nd I.F. transformer. Connect to the 

control-grid of the 6K8 tube and align the 1st I.F. transformer. (See Chassis 
yout Diagram for location of these adjustments.) From this position 

recheck both transformers again. 











) yoy) UME CONTROL 
 STATIOV E“ON SWITCH 
Broadcast Band Alignment: Turn the band switch to the Broadcast posi- SELECTOR 
tion, turn the tuning condenser all the way to the right (minimum capacity), 
apply a 1,720 ke. signal to the control-grid of the 6K8 tube and adjust the ii _ ee 
broadcast oscillator trimmer. The oscillator coil is under the right hand end 
of the chassis and this trimmer is the one nearest the front of the chassis. 
To alien the loop antenna, connect a single-turn loop across the terminals 
of the generator, place the receiver about 1 ft. in front of the single-turn 
loop, set the generator at about 1,400 ke., tune-in the signal and adjust the 
trimmer on the loop antenna assembly for maximum response. 

















FLFT 1 Fa 
RECTIFIER 

















2516 




















s . . : : 648 $f 7 
Shortwave Alignment: Using a 400-ohm resistor between the high side SST-DETECTOR \° 65567 KEG 
the generator and the antenna terminal (on the LOOP frame), turn the & OSCILLATOR 252667 ‘ 
tuning condenser to minimum capacity, set the generator at 18,500 ke.. and IST-LFT> ONTGT LE OUTPUT INVERTER 


adjust the shortwave oscillator trimmer. This trimmer is immediately in @ 
back of the broadcast oscillator trimmer. Set the generator at about 17,000 
ke., tune-in the signal and adjust the shortwave antenna trimmer for maxi- 8 


mum response. This trimmer is mounted on the loop antenna. 


NOTE: If considerable hum appears when the generator is connected as Al "60767, oe bt oy a 

described above use smaller condensers between the generator and the re- BAND’ 11 -_ 
ceiver. The best way is to use a 1:1 transformer to isolate either the receiver SWITCH WS L00P ANTENNA CORD 
or the renerator from the line. The adjustments of this receiver are very P 7 = . 

stable and no aligning should be attempted unless absolutely necessary. Chassis layout diagram showing locations of parts. 
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MODEL 432-A 


The Outstanding Tube Tester Value... . 
Checks all type tubes including Loctals, 
Bantam Jr., 1.4 volt Miniatures, Gaseous 
Rectifier, Ballast, High Voltage Series, etc. 
Filament Voltages from 1.1 to 110 volts. 
Direct Reading GOOD-BAD Meter Scale. 
Professional-appearing case with accessory 
compartment large enough for carrying 
Model 739 AC-DC Pocket Volt-Ohm-Milliam- 
meter, thereby giving the serviceman com- 
plete testing facilities for calls in the field. 
. .- Model 432-A with compartment, Deal- 
er Net Price . $20.73. Model 432-A in 
case less compartment . . . . $19.65. Model 
739, Dealer Net Price... . $10.89. 


WRITE FOR CATALOG—Section 1016 College Drive 


READRITE METER WORKS, Bluffton, Ohio 
Most - ( Yten - Needed 


RADIO 
DIAGRAMS 


and Servicing Information 


4 OUT OF 5 CIRCUITS YOU NEED 


In these easy-to-use complete manuals you have all the 
diagrams you really need. Over 80% of the sets you serv- 
ice every day are included. Use these important, hint- 
giving, trouble-shooting circuits to make your job easier. 
You must be satisfied, or your money back is guaranteed. 


; — NEW i941 VOLUME 
“Mow Often - Naadhdl 
ls this latest manual give you alt 
1941 41 circuits you will ever n 
rn o new radio develo ements, 
RADIO | 


rvicir 
DI AG RAMS alig vriment 


| 
| 
} 
! 


inches. Net only . 

1940 DIAGRAM MANUAL 
ular models of : 3 m: anufi acturers for this 
» year. Data on F ¥y portables. inter- 

Service hints aii mment sug- 
models. 208 par e . “+ ° 


~~ MOST- POPULAR 1939 SCHEMATICS 


Another condensed man ual of most-p« paler < 
pene 1. ¢ dat: int and a rmati 
dad ome 


gestions, 417 


guide vou o« ier : 
ho mat ifacturers. 192 
we Ne price 


opular m mual « 


___SEND COUPON OR SEE YOUR JOBBER 
SUPREME PUBLICATIONS, 3727 W. 13th St., Chicago, I. 


Ship the following manuals 


under money back guarantee terms. I am_ enclosing 


s ««+eeese In full payment. Ship postpaid. 


NAME: ee ° ees cocscecs RC-O-D 
(Write address below and send this corner.) 
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CHART INDICATING TELEVISION TUBE FAILURES 


Tube and Function Picture 
Raster, no picture 


1852 Modulator Picture 


6J5 Distorted picture 
Oscillator No picture 
1852 No picture 
Ist Video 1.F. 
1852 No picture 
2nd Video 1.F. 
6H6 No picture 
Video Detector 
and Clipper 
6V6G 
Video Output 
1852 
Syne Separator 
6N7 Insufficient 
Vertical Oscillator height 

Out of frame 


Picture** 
No picture 


Picture** 


6F8G 

Vertical Deflection 
Amp. 

6N7 

Horizontal Oscillator 
6F8G 

Horizontal Deflection 
Amp 

879 or 2Y2 

High Voltage Rectifier 
5V4G 

Low Voltage Rectifier 
1805—P4 

Picture Tube 


Insufficient 
height 


Insufficient 
width 
Insufficient 
width 
No picture 
No picture 


Momentary 


Spot 


Dull 


Odd Size 


R52 Picture OK 
Sound IL.P. 
6SQ7 
Detector and 
Ist Audio 


Picture OK 


Picture OK 
Picture OK 
Picture OK 
Picture OK 
Picture OK 


6V6G 
Audio Output 


*This individual Chart applies to Andrea Radio Corp. 


Sound Miscellaneo 
Tube is microph¢ 
bars appear when 
tapped, or when | 
signals are heard 


No sound 
Sound OK 
Sound OK 
Sound OK 
Sound OK 


Sound OK 


Picture syncs slightly down 
from top or up from bottom 
Picture may appear as 
merely a_ horizontal line, 


Picture may 
vertical line. 
Picture may 
vertical line. 


appear as a 


appear as a 


Sound OK Centering controls have no 
effect 


No sound 


Momentary picture 
blooms, picture disappears 
Yellow spot: burn, du 
to operation at 
brightness. 

Dull picture due to long 
use of picture tube. 
Note: If faulty picture siz 
can not be corrected by size 
or hold controls, look fo 
open connection from cable 
to picture tube socket. 


screen 


excessive 


No sound 


Microphonic 
howl 

No sound 
Distortion 
Noise in speaker 
No sound 
Weak, distorted 


teleceiver models, but the idea 


may be applied to other teleceivers to suit. 


**Sync. slipping. 
Other Failures—If, 
satisfactory, 


after checking the tubes, 
go through the Sight and Sound Chart. 


reception of pictures or sound 


(Continued on facing page) 


AA AI 


RADIO DEFENSE 


Following is the text of a letter-carbon 
received by Radio-Craft last month; pre- 
sumably, the original was sent to Mayor 
LaGuardia. 


Radio-Craft has long held the opinion 
that there is a great deal to be done toward 
setting-up facilities for maintaining radio 
transmitter and receiver operation under 
emergency conditions which might interrupt 
the regular source of power. The floods and 
storms, which seemed to be especially preva- 
lent last year, brought this situation forcibly 
to the attention of many radio broadcasters, 
etc. What do Radio-Craft readers have to 
say in comment, on Mr. Slifer’s especially 
timely suggestion? 


The Honorable F. H. LaGuardia, 
Mayor of the City of New York, 
New York, N. Y 

Sir: 


Our country is dotted with amateur 


RADIO-CRAFT 


radio “hams” who have excellent 
and transmitters also, these oper 
generally intelligent and of good ct 
In an emergency these well scatter 
teur radio stations could maint 
munication with all sections of t! 
even when all telegraph and tele; 
tems were disrupted; however, 
amateur equipment is powered 
current they too would be bl 
unless they had a second standby 
power available ... such power 
to be had and in the writer’s opin! 
be made available to the bett: 
located in strategic spots. Also, 
units should be complimented w 
of such stations, which would insur 
trywide communication system ¢ 
all “line” power failed. 
Very respectfully yours, 

W. J. SL 

Easto? 
OCTOBER, 


for 
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forcir 
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screen 
pears 
due 


essive 
. long 


re size 
by size 
ok for 
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(Continued from opposite page.) 


SIGHT AND SOUND CHART 


SYMPTOM 
Picture will not 
hold vertical syne as possible. 
Insufficient Signal: 


REMEDY 


Adjust vertical hold control. Do this with contrast control as low 


Antenna must be oriented, moved to more 


favorable location, or raised in height. Ratio of signal to noise 
may be too low. Increase height of antenna. If lead is over 100 ft. 
long, coaxial cable may be required. Note: May be due to losses 
introduced by antenna leads to other television receivers. Remove 


such leads. 


Interference: Ratio of signal to noise may be too low. See In- 
sufficient Signal notes above. 


Picture tears 


Adjust horizontal hold control. 


Interference: Ignition interference may cause tearing in all or 
part of the picture area. See Insufficient Signal notes above. 


Picture shows hori- 
zontal distortion 

Picture is broken 
by angular pattern 
Picture has white 


retrace lines Insufficient signal: 


Adjust horizontal hold control. 
Interference: See Insufficient Signal notes above. 
Interference: See Insufficient Signal notes above. 


Brightness control too high, contrast control too low. 
If contrast control is at maximum see In- 


sufficient Signal notes above. 
Transmitter adjustment is not correct. 


Picture is distorted 
by sound 
Pictures 
sound 


without 


side of the chassis. 
Pictures and sound 


Adjust trimmers A and E for minimum signal at 14.25 me. 


Adjust trimmers B, C, and D for maximum audio output at 8.26 
me., and check adjustment of Sound Sensitivity trimmer at the 


As a last resort, after you have checked everything else, realign 


weak R.F. plunger condensers. 


MARINE USE OF RADIO 


HE Communications Act contains specific 

provision with respect to the employment 
of radio for the promotion of safety of life 
and property at sea, and the duty of en- 
forcing the radio provisions of the Inter- 
national Convention for the Safety of Life 
at Sea adds to the Federal Communications 
Commission’s responsibility in this field. 

There are 2 general types of marine 
radio services: ship radio-telegraphy, using 
telegraph code signals; and ship telephony, 
permitting voice conversation. The large 
ships which are required by law to provide 
radio facilities are equipped with radio- 
telegraph equipment. However, the smaller 
vessels which are not required by law to 
be radio-equipped find it more convenient 
) employ radiotelephony to communicate 
with other ships and the coastal harbor 
stations on land. 

Licenses to operate ship radio stations are 
ssued by the Commission. At the present 
time there are more than 4,300 outstanding 
ship licenses. Approximately one-half of 
this number are issued to ship telephone 
stations. Twenty coastal harbor stations 
have been licensed to communicate with 
ship telephone stations; four others are un- 
er construction. 

During the past 3 years the number of 
ship radiotelephone licenses has increased 
more than 300%. Ship and shore telephone 
tadio frequencies are now active with trans- 
missions to and from vessels navigating 
the Great Lakes, the coastal waters, and the 
inland waters of the United States. 

The specifie frequencies 2,738, 35,860, and 
7,660 kiloeycles are assigned to ship tele- 
phone stations for communicating primarily 
with other ship telephone stations. That 
of 2,738 kilocycles is the one most widely 
used at the present time. The ship-to-shore 
jrequencies are governed by the respective 
‘tequencies of the individual coastal harbor 
stations. Various frequencies throughout the 
spectrum are assigned to ship radiotelegraph 
‘ommunication, the frequencies 3,115, 3,120, 
85,860 and 37,660 being used primarily for 
— with other ship radiotelegraph sta- 

ns, 

The privilege of operating a radio trans- 
mitting station aboard United tates ships 


RADIO-CRAFT for 


OCTOBER, 


is limited to citizens. Heavy penalties are 
provided by law for the operation of a ship 
radio station by unlicensed personnel. 

In the past the owners of small craft had 
been reluctant to use radio-telegraphy, 
since a knowledge of the International 
Morse Code is required for this type of 
communication. With the advent of radio- 
telephony these vessel owners have been 
able to equip their boats with such service 
and act as operators themselves without 
acquiring a working knowledge of the tele- 
graph code. However, a person who holds 
an amateur operator license only is not 
permitted to operate any class of ship sta- 
tion. Under certain conditions, the holder 
of a restricted radiotelephone operator per- 
mit may operate a ship radiotelephone sta- 
tion. Adjustment of apparatus can be made 
only by a licensed operator holding at 
least a 2nd-Class Radiotelephone Operator 
License. 

The Commission maintains special marine 
safety radio watches at Baltimore, Md., 
and Portland, Ore. These stations are 
manned on a 24-hour basis by trained ex- 
perts equipped with special marine receiv- 
ers, auto-alarms, and frequency measuring 
apparatus. Here observations and frequency 
measurements are made regularly on all 
classes of ship radio stations. A ship station 
may have its frequency thus measured many 
times a year, yet no report is made to the 
licensee unless an off-frequency condition is 
found to exist. 

Under the law, all radio stations are re- 
quired to give absolute priority to radio 
communications or signals relating to ships 
in distress, must not cause interference to 
such calls, and must assist distressed ves- 
sels as far as possible. 

Detailed information about ship radio 
service may be found in the following 3 
publications obtainable from the Super- 
intendent of Documents, Government Print- 
ing Office, Washington, D. C., at the prices 
indicated: “Rules Governing Ship Service” 
(Part 8), 10c; “Rules Governing Commer- 
cial Radio Operators” (Part 13), and 
“Study Guide and Reference Material for 
Commercial Radio Operator License Ex- 
aminations”, 15c. 
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YOU TIME and MONEY! 





RCP TEST INS TRUMENTS 


MODERN, ADVANCED, 


Signal 
Generator 
Only $25.95 


Most economical,  top- 

quality oscillator on the mar- 
ket today! Only instrument of its kind 
that offers all the latest improvements 
in circuit and mechanical design at 
this low price. Extremely wide all-wave 
coverage continuously variable from 
95 ke. to 100 me. Accurately calibrated 
direct reading. Output modulated or 
unmodulated at will. Effective accurate 
attenuation. Highly attractive appear- 
ance. Everything, in fact, that a fine 
signal generator ought to be, except 
costly. You need such an instrument 
now—get it today! A.C. operated. 


FOR ALL TUBES! 
DYNOPTIMUM 
Test Circuit 
Special $17.95 


Tests new miniature and 

Bantam, Jr., tubes and all other new 
and old receiving tubes as well as all 
ballast tubes. Provides for tubes up to 
full line voltage. Tests at RMA speci- 
fied plate voltages and loads. Hot inter- 
element short and leakage test between 
all individual elements. Hot cathode 
leakage test. Noise test—indicates noisy 
tubes that would otherwise test “‘good.” 
Spare socket for future tubes with new 
base arrangements. Adjustable for all 
line voltages 105-135 with line voltage 
indication directly on meter. Direct 
reading. Counter model, complete. 


See your RCP dis- 
tributor at once or 
write 


RADIO CITY . 


PRODUCTS COMPANY, INC. 
88 PARK PLACE * NEW YORK, N. Y 


Gj 





EVERYTHING 
IN RADIO 


v4 


This big book serves your 

entire needs. It includes sets, 
parts and supplies, public ad- 
dress, amateur equipment, test- 
ers, kits, fluorescent lighting 
Nationally known favorites at 
lowest possible prices. Write 
today for your copy of 


BIG FREE 
CATALOG 











1012-14 McGEE STREET, KANSAS CITY, MISSOURI 
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OPERATING NOTES 


Because the Notes printed below are exceptionally good, submitted by a top-notch 
Service Engineer of recognized repute, this month's entire “Operating Notes” depart. 


Trouble in... 


. ... CROSLEY 148 
A common complaint, in this and others 
of this general type of Crosley receiver, was 
a low-frequency hum at the lower end of 
the dial. The only necessary repair is a 
complete alignment after which it has been 
found helpful to melt a little wax onto the 
hexed nuts of the trimmers to prevent them 
from coming loose when the set is acci- 
dentally jarred. 
JOHN ANTUL, 
Saxonville,, Mass. 


« « «+ CROSLEY C-597-B 

Intermittent and noisy. Replace the 0.006- 
mf. bypass condenser from plate of 25A6 to 
30-mf. electrolytic condenser. Replace with 
standard-make 1,000-volt condenser. This 
also applies to many other Crosley models, 
as the A-266, etc. 


« «RCA I4BT-1—1I4BT-2—I4BK 

Regeneration, whistles, noisy reception. 
The grounding finger for the shield of the 
IN5GT may be corroded at the contact of 
the base pin, No. 1 pin on the tube socket, 
which grounds to the chassis. Use a hot iron 
on the contact, even though it may look like 
a good connection. 


- «.. WESTINGHOUSE 209 

Inoperative. Obvious conclusion on pre- 
liminary analysis--dead output transformer. 
Upon complete circuit analysis, the 1,900- 
ohm speaker field coil frequently is found 
open. The field coil on these sets is also 
used as a choke for the filter condenser sys- 
tems. See part No. SA-107358 (Gernsback), 
“Official Radio Service Manual,” Vol. 7, pg. 


732. 


.... ZENITH 5805 

Whistles and distortion. Shrill whistles 
upon turning the volume control, and dis- 
tortion of electric eve tube, is nearly always 
caused by a shorted 16-mf. electrolytic con- 
denser. 


.... NOTE TO SERVICEMEN NEW TO THE 
GAME 
All often-serviced radio sets.—When re- 

pairing receivers that have been “repaired” 
—or I should say made to work—by some- 
one who is a handyman on a farm or factory 
somewhere, and has read a book on radio 
service, check for wires in unsuspected 
places that have been cut and just wound 
together without the benefit of a_ tight- 
soldered connection. This one little bungling 
job will cause you plenty of headaches if 
you aren’t on the lookout for it. I know, 
as I was a victim of a screwdriver and pliers 
man. 

Epwarp J. WELLS, 

Wells Radio Service, 

Penusgrove, N. J. 


+ - « PRILCO 54 

Fading can usually be traced to the cou- 
pling condenser opening. This should be re- 
placed with a Philco part, as the block con- 


216 


ment has been devoted to them. 


BERTRAM M. FREED 





SER VICEMEN— 


What faults have you encountered in 
late-model radio sets? Note that Radio- 
Craft will consider your Operating Notes 
(they need not be illustrated) provided 
they relate to CHARACTERISTIC (re- 
peatedly encountered) faults of a given 
set model. Payment is made after publi- 
cation of the Operating Notes. 











tains a small, essential mica condenser as 
well as an odd-value coupling condenser. 


.... RCA-140 

A raspy and noisy sound is often due to a 
defective output transformer. The 53 in the 
output of this set delivers quite a bit of 
power and the manufacturer’s part seems 
inadequate. Mount a heavy, replacement 
output transformer on the loudspeaker in- 
stead of on the chassis. 


-... RCA K-80 

The oscillator coil for the broadcast band 
is grounded to the mounting foot of the 
coil. This lead breaks off, causing the set to 
go “dead.” It can be repaired quite easily 
by removing the coil and resoldering. 


.... ZENITH A.C./D.C. MODELS 
Speaker field burns out. A number of 
1940 Zenith sets using a 25Z6 as a voltage 
doubler, and equipped with a 600-ohm speak- 
er, were rewired by Zenith to A.C./D.C. The 
speaker is connected from “B+” to ground 
and after a couple of months burns-up. The 
remedy is to either replace the speaker with 
one of proper field resistance, or to use 
same type of speaker and connect 750-ohm, 
20-watt resistor in series with it to ground. 


. ... RCA-78 WITH NOISE SUPPRESSOR 

This set goes dead and will only play if 
the type 55 tube is removed from its socket. 
The fault lies in the 3rd I.F. transformer. 
When no signal is applied to the 55’s grid, 
the tube draws the maximum amount of 
current. The cathodes of the types 58 and 
55 tubes are common. Therefore, if no signal 
is applied to the 55, the I.F. tube is biased 
to cutoff. A defective 3rd I.F. will give the 
same effect even when signal is present. If a 
replacement cannot be secured, the suppres- 
sor-grid circuit may be eliminated. 


. «+ PHILCO PT-26 
Low-frequency oscillation in this set may 
be traced to a defective I.F. transformer. 
When replacing, dress the I.F. leads or the 
set will not align. 
ROBERT KANE, 
Central Radio, 
New York, N. Y. 


.... PHILCO 818K CAR RADIO 
Intermittent reception. This trouble has 
been traced to the Local-Distance switch 
mounted on the control head. Replace the 
switch, or if not needed, ground the open 
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end of the 500-ohm resistor locat 
the set. This resistor is tied to the « 
of the type 78 IL.F. tube. 


.... PHILCO 41-285 

A rumbling noise emanating from sp< 
and more noticeable when walking 
the floor or when jarring the set, som: ‘ 
may be traced to the Ist I.F. transformer. 
Resolder both ends of the small mica con- 
denser located in the shield with the LP. 
transformer. 


.... PHILCO 608-P, 625-P, 629-P, 623-P, 
609-P, 610-P, 611-P, 616-P 

Complaint: (1) reproduction of record- 
ings is flat, no noticeable bass, and no 
volume. All these models are equipped with 
photoelectric reproducers. Adjust the light 
beam control padder for best tone, volume 
and brilliance of light-beam in the tone arm. 
The padder is located on top of the chassis, 
near the tuning condenser. 

Complaint: (2) phonograph reproduction 
is “fuzzy” and “jittery.” Adjust the posi- 
tion of the lightbeam on the photo: 
cell. The beam should be vertical, wit 
of the light on the cell and the othe 
on the border of the cell. The adjustment 
located on the side of the pickup. If 
above does not cure the ailment, repli 
the mirror assembly. 


.... PHILCO 39-117, 118, 119, 39-6, 7, 
39-30, 35, 36, 39-17, 19, 25 

(1) The bias resistor, in the high-volta; 
center-tap to ground, sometimes burns-up 
To affect a repair, dismantle the 
transformer and replace all leads t 
better-insulated type, or use a good ; 
of spaghetti over the present lea 
original leads are rubber-covered and 
the type that after being in use for a whil 
are inclined to dry up and shed their 1 
insulation, this in turn leaves a bar 
which naturally shorts to the case 
power transformer. 


- «+. PHILCO 37-640 

Complaint: no volume; station 
Replace the 0.05-mf. A.V.C. bypas 
denser in the R.F. stage. 


. ... MIDWEST 12-TUBE TABLE MODEL 
(No model number) 
Complaint: drifts. Replace the 
mica condenser across the 600-k 
with “silver mica” type of the same « 


. « » » WURLITZER 316, 416, 616, 716 & 616A 
Excessive bias on the type 45 outp é 

Replace 5,000 ohm 10 watt resistor 

from center tap of driver transfo 

ground with one of like value. If 1 

available check resistors running f1 

of bias rectifier 45 to center tap o! 

transformer. No. 1 resistor tied to 

bias rectifier tube type 45 is 2,00/ 

10 watt and No. 2 resistor tied t 

resistor is likewise 2,000 ohms, 1( 

Check bias rectifier tube. 

(Additional Operating Notes on Pa; 
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OPERATING NOTES 


. PHILCO C-1808, C-1708 
CAR RADIOS 


termittent reception. Replace R.F. 
ng condenser. This condenser is part 
he R.F. coil assembly part No. 65-0421. 
WALTER FERNALD, 
Service Manager, 
Flack’s Appliance Shop, 
Brady, Texas. 


. PHILCO 620 CODE NO. 121 


"This set oscillates at high level of the 
volume control and works perfectly right 
below normal setting. The trouble is an open 
filter condenser from B plus to ground com- 
mon to the plates of the R.F. tubes. 


. PHILCO 800 CODE NO. 
RADIO 


Noisy or erratic operation of this model 
is traced to a faulty tapped volume control 
with switch. Replace the entire unit with 
standard replacements. 

Also distortion and intermittent signal 
output in this set is caused by an open- 
circuiting defective coupling condenser to 
the grid of the 75 tube. Where the signal is 
still distorted and weak, change the high 
frequency by-pass condenser at the diode 
return. 


. EMERSON BL210 


Set dead. The trouble was an insulation 
break-down of the high voltage secondary 
layers of the Power Transformer short- 
circuiting several of its layers, causing the 
uutput voltage to swing below the average. 

Rewind or replace the whole unit. 

Identical complaint on some equivalent 
models is traced from one section of a filter 
block in a tubular form shorted. This is a 
dual unit Part No. 3RC318A. 

E. AZPA, 

15 Mango Road, 

Sn. Francisco, Quezon City, 
Philippines 


. RCA U-40 


The pushbutton tuning mechanism of this 
model may be found difficult to operate or 
fail to function completely. This condition 
in Many cases may be caused by the entire 
chassis dropping down from its original 
position in the cabinet. 

To correct this, simply loosen all three 
mounting screws holding the chassis in place 
so that the entire chassis can be pushed up 
again as far as possible and held in position 
until the three mounting screws are retight- 
ened so the chassis will not slip down. 


122 AUTO 


. CADILLAC C-8 AUTO RADIO 
When one or more of the pushbuttons 
stick or fail to return to their normal posi- 
tion when an adjacent pushbutton is de- 
pressed, remove entire unit of seven push- 
buttons from dash and inspect slots on each 
side of individual catalin pushbuttons to 
ascertain if any of the small polished ball 
bearings are missing from these slots or 
“ball races.” Before replacing missing bear- 
ings rub a light film of machine oil in slots 
ind on sides of pushbuttons. 
When unit has been replaced on dash all 
ishbuttons will then operate freely. 


pu 


. SILVERTONE 6120 
reception weak and distorted, 
e will be saved by first tracing blue 
tween first I.F. coil and plate of 
ibe. This lead may be found jammed 
1 underside of chassis and corner of 
supporting pushbutton assembly, 
insulation on wire to be cut through 
y grounding plate circuit. 


RADIO-CRAFT 


1s 


ausine 
there 


for 


OCTOBER, 





*SERVICING® 








\ 


ey 
oRK 


rr >> 


LEARN BY DOING! 


A NEW BASIC COURSE OF 
INSTRUCTION ON PRACTICAL WORK 


RADIO LABORATORY 
JOB SHEETS MANUAL 


by Sol D. Prensky 
“Written for practical instruction from the dual vantage 
points of teacher and technician.” (Review Section of 
RADIO-CRAFT ) 
The manual contains 24 practical radio projects arranged 
to explain and illustrate the fundamentals of radio, 
definite layout instructions. 
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It consists of about 80 pages, 

wire bound, with over 100 illustrations. It is especially 

adapted for school laboratory work of a basic course in 

Practical Radio. An educational discount of 20 1 

on orders of six or more. List Price . $ -80 
Coples Available to Instructors for 10-Day Approval 


FREE! Write for Circular RLJ, and obtain a compli- 
* mentary copy of a comprehensive RADIO 
SYMBOL CHART, including the Continental Code, and 
Resistor and Condenser Color Codes. 








——— 

















SEND 10c IN COIN for deposit, if you wish a copy of the manual sent to you C.0.D. You 
pay the balance, plus a small Post Office collection charge. 











. PHILCO 37-116 CODES 121-122 
When magnetic tuning is found inopera- 
tive, and the rest of the set checks OK, 

check mixer tube to be certain it i 
6L7G and not a 6J7G or 6N7G as the writer | 
has found on several occasions. 
Magnetic tuning will not function unless 
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the proper pentagrid mixer amplifier tube 
is used. 





. . . » DODGE-PHILCO 1940 AUTO RADIOS 

Manual tuning inoperative. Pushbutton 
tuning OK. Due to flexible shaft breaking 
at tuning knob end fitting because original 
flexible shaft was cut too short causing an 
abrupt angle at knob fitting. 

To overcome this trouble cut replacement 
shaft approximately 4” longer than original 
shaft. This will allow more play in shaft 
when it is rotated. 








PUT THIS 
.... BUICK 980535 


Intermittent reception when installed in 
car, but when removed to bench tests and 
operates OK. 

As this model uses dual speakers, inspect 
leads from external speaker to five prong 
speaker plug for defective soldered connec- 
tions. Resoldered connection usually elimi- 
nates this trouble. 

Because the voice coils of both speakers 
are connected in parallel to tap on output 
transformer through a common lead, an 
open circuit in this lead will cause both 
speakers to become inoperative simultane- 
ously. 


PRESENT 
CABINET 


70 $502 
TRADE-IN 


THINK OF IT... 20 TIMES EASIER TO TUNE... 10 TIMES MORE 
SENSITIVE THAN ORDINARY RADIOS! Crystal Clear High Fidelity Tove. 


LOOP AERIAL... 
READY TO PLAY 


COMPLETE 





own bome, without of people every 
day are doing. Write today. Your name on a I¢ postal card will do. 
write ror BiG FREE |: 
1942 CATALOG 
SHOWING RADIOS, 
RADIO PHONOS, 
HOME RECORDERS 
FROM $12.95 to $212.50 
716 TUBES 





. BUICK 980526 


When the complaint is very weak recep- 
tion of both distant and local stations, con- 
siderable time will be saved by checking the 
resistance of the volume control, which io 
invariably increases in value as much as | 


5 megs. 








INCINNATI, OHIO 





FREE! RADOLEK’S 
Replace with a reliable 1 meg. tapped con- BIG RADIO PROFIT GUIDE 


trol which will not be readily affected by Everything New in Radio at Bar 

the extreme temperatures associated with | powell oad <mgalll eomeatt em 

most auto installations. , lane eee, See ee 
F. J. Prosser, o> nd for the Big FREI Radol 

10203 Parkview Ave., . sialic 

Garfield Heights, 

Cleveland, Ohio. 


I 
Profit Guide 1s y at 
tadolek 


RADOLEK CO., 


601 W. Randolph St., 


Dept. C-59 
Chicago, til, 
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A.—The front appearance to Mr. Prewitt's completed eer preg 








B.—A _ looking-down view showing the top-of-chassis parts placement. 


A SIMPLIFIED CHANNEL ANALYZER 


The following article presents the details of a Channel Analyzer of simplified design that 
results in quicker service work and lowered construction cost. These all add up to 
a piece of test apparatus many Servicemen will be glad to add to their complement 


need of some form of a Channel 
Analyzer in diagnosing receiver troubles, 
particularly those troubles where noisy 
or intermittent conditions were present in 
the set. Also one of these instruments is a 
convenient means of determining the quality 
and quantity of signal at a particular point. 


Te: writer has for some time felt the 


WHY STAGE GAIN 

One thing not felt necessary however was 
the determining of the exact gain of dif- 
ferent R.F. stages by measuring the exact 
R.F. voltages present at different points. 
This measurement of stage gain is all right 
for the set designer but for the Serviceman 
it is practically unnecessary and can waste 
a lot of time. 

If an R.F. stage is properly tuned and 
shows a reasonable amount of gain to the 
ear it is practically always doing its job in 
a satisfactory manner. Even if it were off 
a little it would be hard to tell it because 
the service notes on most sets do not give 
stage gain. The absence of this feature also 
simplified the construction and reduced the 
cost of the Analyzer here described, and so 
it was left off until a greater need for it 
was felt. 

In view of the limited functions desired 
and also the price of commercial models it 
was decided to dig down in the junk box and 
see what could be put together. An audio 
amplifier complete with power supply was 
already built, so the I.F. and R.F. channels 
were built right on the chassis of the audio 
amplifier. Of course, additions like this do 
not make for symmetrical panel assemblies, 
but it works and is inexpensive, so the goal 
was achieved. 

The most important things to find are 
the coils. The junkbox will usually produce 
a couple of good-quality broadcast-band 
coils but the I.F. coils are harder to find. 

It was found that by taking a Miller No. 
X727RF coil and shorting-out the pie wind- 
ing furthest from the primary that the coil 
would cover the required band of 170 to 
475 ke. It is easy to short-out this pie be- 
cause the 3 pies are well separated so that 
the wire can be easily fished out and cut. 
Care must be exercised to sand the enamel 
off the Litz. wire without breaking any of 
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of test equipment. 
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the small, individual wires making up the 
whole. The R.F. coils used (see List of 
Parts) have good gain and a flat response. 
These coils covered a band of 500 to 
1,500 ke. 

The tuning condenser is a standard broad- 
cast type. A 3-gang condenser was used be- 
cause it was desired to do a little experi- 
menting with 2 and 3 tuned stages. An 
extra tube socket will be seen that goes 
with the extra tuning condenser. The tuning 
condenser is mounted on rubber by putting 
rubber grommets through the chassis mount- 
ing holes, then fastening spade bolts with 
washers on each end through these grom- 
mets. The tuning condenser is fastened to 
the spade bolts with self-tapping screws. 
The dial is mounted on the tuning condenser 
and is free to move with it. This rubber 
mounting may not be necessary but it is 


easily arranged and certainly doesn’t hurt 
anything. 

The gang switch composed of sections 
Sw. 2, Sw. 3, Sw. 4 and Sw. 5 was salvaged 
from an old Midwest receiver. It has plenty 
of extra points on it so that shortwave coils 
can be added if desirable. Sw. 6 is a jack 
switch and is operated when the audio lead 
is plugged into the jack. Condenser C2 is 
used as an additional attenuator to aid R3. 


TEST LEADS 

The test leads are made out of crystal 
microphone cable using the tips and handles 
of an old pair of test leads. These handles 
are made out of hollow fiber about 4 ins. 
long. The condenser, Cl, is contained inside 
the hollow tip of the R.F. lead. This con- 
denser is made as follows. 

The R.F. Lead.—First a piece of hollow 
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metal tubing about %-in. long that will fit 
inside the hollow fiber tip is found. An old 
spacer can usually be found that will do the 
job. A piece of spaghetti is cut to the exact 
length of this spacer and slipped inside of it. 
A %-in. 6/32 bolt with an insulating washer 
on each end is then slipped inside the spa- 
ghetti, and then tightened. 

The shielding is then cut back about an 
inch on the microphone cable and the 
center wire is soldered to a thin soldering 
lug that will fit inside the fiber tubing 
between the spacer and the fiber tubing. 
The fit must be rather snug. The parts 
are now assembled as shown in the diagram 
with the lug squeezed firmly between the 
spacer and the fiber tubing. 

The microphone cable is anchored in the 
other end of the fiber handle by tapping a 
hole and screwing a set-screw against the 
cable, using a small flat piece of metal as 
a shield to prevent the cable insulation 
from being punctured. 

The A.F. Lead.—The audio lead is made 
the same way except that the end of the 
cable is soldered directly to the regular tip 
instead of to the case of the improvised 
condenser. Both leads terminate in shielded 
plugs. 


ALIGNMENT 


After all the connections have been sol- 
dered and the voltages tested, the R.F. lead 
is plugged-in and connected to a service 
oscillator. The analyzer band switch is set 
for the Broadcast Band and the oscillator 
is tuned to 1,500 ke. The trimmers on the 
tuning condensers are then lined-up, using 
the least capacity of the trimmers that will 
achieve the desired effect. The analyzer is 
then switched to the I.F. Band and the 
oscillator tuned to 450 ke. Trimmers C16 
and C17 are now lined-up. If the R.F. tip 
is held between the fingers, local broadcast 
stations should come in with good volume 
if the unit is working properly. 

The dial is one of small size, with 270° 
rotation, that happened to be lying around. 
The original dial scale was removed and 
a piece of good-grade white drawing paper 
cut to the same size and inserted. Using 
the service oscillator again this was directly 
calibrated from 500 to 1,500 ke. on the 
broadcast and from 170 to 575 ke. on the 
LF. band. 

A small 3-inch P.M. speaker is mounted 
in the right-hand corner of the cabinet. In 
using the analyzer for “fading” sets, 2 
different points can be checked at the same 
time. The: R.F. prod is hooked to the point 
which it is desired to check, then the atten- 
uator, R3, is adjusted so that the “eye” 
gives a good deflection. Then R12 is ad- 
justed until the eye just closes; if the 
signal then changes, the deflection of the 
eye will easily be seen. The eye will then 
check the R.F. or I.F. channel for any 
fading or change in the signal strength. 
The audio prod is hooked to the point in 
the audio system to be checked and any 
change in audio signal strength will be 
noted in the speaker. If it “is desired to 
check the quality of the R.F. or I.F. signal 
the audio test lead plug is pulled out and 
the signal can be heard on the loudspeaker. 

The chassis is 6” by 10” by 2%”. The 
cabinet is 7” by 138” by 7%” made by 
Hadley. Its catalog number is RB 13. 


LIST OF PARTS 

RESISTORS 

Two I.R.C., 0.25-meg., %-W., R5, R13; 

One I.R.C., 300 ohms, 1 W., R2; 

One 1.R.C., 5,000 ohms, type 11-114 volume 
control (with switch), R3; 

One I.R.C., 25,000 ohms, 1 W., R10; 

One [.R.C., 0.75-meg., %2-W., R6; 

a 1 meg., type 13-137 volume con- 
Tol, t7; 
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One I.R.C., 10 megs., %“4-W., R8; 

Two I.R.C., 0.5-meg., %W., R1, R14; 

One I.R.C., 250 ohms, 3 W., R9; 

One I.R.C., 10,000 ohms, type 11-116 volume 
control, R12; 

Two I.R.C., 1 meg., %4-W., R4, R11. 


CONDENSERS 

One special Condenser to be built, Cl (see 
text); 

Five Micamold, 0.01-mf., 600 V., C2, C7, C8, 
C9, C16, type 310-46; 

Two Micamold, 0.1-mf., 600 V., C3, C4, 
type 310-54; 

Two Cornell-Dubilier, .0001-mf., mica, type 
1W, C5, C6; 

One Cornell-Dubilier, .006-mf., 600 V., type 
SM-6D6, C11; 

One Cornell-Dubilier, .05-mf., 600 V., type 
SM-6S5, C12; 

One Cornell-Dubilier, 10 mf., 25 V., type 
BR-102, C10; 

Three Cornell-Dubilier, 8 mf., 450 V., type 
BR-845, C13, C14, C15; 

Two Mallory, 3-30 mf., type BT967, C16, 
C17. 


TUBES 

Two Tung-Sol 6SK7GT, V1, V2; 
One Tung-Sol 6SQ7GT, V3; 
One Tung-Sol 6V6GT, V4; 

One Tung-Sol 6E5GT, V5; 

One Tung-Sol 80, V6. 


MISCELLANEOUS 

One Thordarson transformer, type T-70R20, 
T6; 

One Oxford speaker (with transformer), 
type 3ZMP, T5; 

Two Miller R.F. transformers, type 242 
R.F., T2, T4; 

Two Miller R.F. transformers, type X727 
R.F. (for I.F. stages; see text), T1, T3; 

Four octal tube sockets, wafer type; 

One 4-prong tube socket, wafer type; 

One 5-prong tube socket, wafer type; 

One dial, such as Crowe Midget De luxe; 

Five bar knobs; 

Two Thordarson chokes, 12 hys., type 
T47C07, Ch.1, Ch.2; 

One small knob for dial; 

One Bud jack, open-circuit, type 1324; 

One Bud jack, single-closed circuit, type 
1325; 

One 2-gang tuning condenser such as 
Meissner, type 21-5229; 

One rotary switch such as Meissner, type 
24-9202; 

One rotary switch, S.P.S.T., Centralab No. 
1462; 

Two phone plugs such as Bud, type 282; 

Six ft. crystal microphone cable; 

Two test prod tips; or 8 ins. of %-in. dia. 
fiber tubing; 

One cabinet, Hadley type RB14 (with chas- 
sis); 

Hardware, screws, etc. 





ANOTHER F.C.C. HEADACHE! 

To a woman who wants to be guest on 
the “I’m an American” program, the Com- 
mission reiterates that it is without author- 
ity to put anybody on or take anybody off 
the air; that such determination rests with 
the individual broadcast station. The same 
explanation is given to another woman who 
would force radio stations to use a partic- 
ular song, and to a Dayton listener who 
protests rendition of classical music in 
syncopated style, and to a citizens’ group 
which adopted a resolution favoring “less 
time for broadcast programs of an emo- 
tional nature and more time for programs 
with constructive and educational features.” 
In the case of letters objecting to particular 
programs the Commission suggests that such 
comments be transmitted directly to the 
station involved. 
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SECTIONAL 
“STOCK BOY” 
CABINETS 
HELP YOU SELL 


Introducing the new Sylvania Add-a-Unit 
“Stock Boy”—custom built for radiotube 
merchandising. You can— 


Add shelf sections as needed. 


Dress up your store. 


Stock tubes for easy accessibility. Elimi- 
inate expensive store layout changes in- 
curred by built-in shelves. 


Heavy gauge steel . . coated with rich 
olive enamel . . surface will not crack, 
peel or chip . . all joints welded . . light 
weight. 


Each shelf holds from 70 to 140 (one row 
deep) tubes, or as many as 420 tubes by 
using the full capacity of the shelf. 


Ask your jobber how you can get them, 


Sylvania Set-Tested Radio Tubes 


HYGRADE SYLVANIA 
CORPORATION 


EMPORIUM, PA. 











These 3 photos help illustrate the scope of the activities of the Federal Com- 
munications Commission. From Washington its long arms reach to every point 
within its domain, throughout the United States and its possessions. Individually, 
these photos show: A—Operating position for a ship monitoring station. The 
picture shows frequency measuring and recording equipment. B—Typical Com- 








mission monitoring equipment. This type of apparatus is used for interceptin 
radio signals and measuring their characteristics. C—Radio direction finder i 
stallation in an automobile. Here the Commission inspectors are shown findi 
a bearing on a radio transmitter installation. Recent newspaper items have 
how the F.C.C. has caught many operators of illegal transmitters red-han 


POLICING THE KILOCYCLES 


Though highly complicated to the layman, the technique employed by the Federal 

Communications Commission in policing the ether lanes, now a 24-hour duty in con- 

nection with National Defense, is familiar to radio engineers. It is not only this lay de- 

scription of the F.C.C.’s activities, as now augmented by the new demands which 

have been made upon it, which this article presents, but also the more technical engi- 

neering technique which is here reviewed. Technicians viewing the F.C.C. with an 
eye to employment may find this article enlightening. 


O understand HOW the Commission pa- 
trols the ether, it is first necessary to 


know WHY this is done. 

To begin with, the ether highways 
have their own particular traffic problems. 
Their increased use has made them as con- 
gested as much-traveled land highways. So 
it is essential to have traffic regulation on 
both. 

Consequently, the various types of radio 
transmissions are assigned particular ether 
lanes in which to travel. If one signal strays 
over its assigned “white line” there is col- 
lision with and confusion to other services. 
Likewise, if a transmission appears in the 
ether paths without identifying call letters 
it is as quickly spotted as any auto without 
license plates trying to traverse a land high- 
way. 

The Commission polices this ether traf- 
fic mainly through primary Monitor Sta- 
tions. These stations are really “listening 
posts” which, because of their geographic 
locations, can “hear” over the entire nation. 


MONITORING FOR DEFENSE 

“Monitoring” to see that radio transmis- 
sions obey ordinary ether traffic rules has 
been a practice since the early days of radio 
regulation. However, normal functions of 
the Commission have now been augmented 
to meet national Defense requirements. This 
supplemental domestic duty is in charge of 
F.C.C.’s National Defense Operations Sec- 
tion, which was established July 1 of last 
year. Existing monitoring facilities also re- 
cord foreign shortwave broadcasts for a 
special Commission unit, which translates 
and analyzes the programs so intercepted. 

Each F.C.C. monitoring station, in effect, 
patrols a particular ether “beat.” Oftentimes 
such a station will itself spot an unlawful 
transmission. At other times suspicious sig- 
nals are reported by broadcasters and other 
licensees—often by amateurs, including the 
transmitting “hams,” who do an excellent 
job of policing their own bands. 
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No signal is too weak for a monitoring 
station to pick up and record. When a 
strange or “reckless driver” is detected on 
the ether lanes, “direction-finding” appara- 
tus is called into play to trace the culprit. 

Sometimes 3 or more stations will collabo- 
rate in thus getting a bearing on the suspi- 
cious signal. Their beams are plotted on a 
map. Eventually and inevitably 2 lines will 
cross. This point, or “fix,” marks the gener- 
al location of the sending set under surveil- 
lance. 

The final task of running-down the of- 
fender is performed by F.C.C. monitoring 
officers. Such men, highly skilled in radio 
engineering and radio operation, are as- 
signed to monitoring units dispersed strate- 
gically throughout the United States and its 
possessions. For obvious reasons, locations 
of such auxiliary “ears” are not made public. 

These monitoring posts are provided with 
automobiles, to all external appearances or- 
dinary cars but which are fitted with the 
latest and most efficient type of detection 
equipment. Included are direction-finders, 
allwave receivers, and recorders. All this ap- 
paratus can be operated from the car’s bat- 
tery while the auto is in motion or, upon 
being removed from the machine, from the 
power supply of a dwelling, tourist camp, 
store, etc. 

Operation of the mobile equipment fol- 
lows much the same procedure employed by 
the monitoring stations in the first instance. 
Directional beams finally “fix” at the exact 
location of the transmitter in question. Even 
if the hunt narrows to an apartment house, 
hotel, or other large building, an F.C.C. of- 
ficer can, by using a device concealed in his 
hand or in his pocket, proceed from floor to 
floor, and from door to door, and so deter- 
mine the exact room in which the illegal 
equipment is being used. 

Thus, as George Creel commented in a 
recent issue of Collier’s, “the Federal Com- 
munications Commission has worked out a 
system by which it polices the ether as me- 
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thodically and efficiently as a policeman pa- 
trols his beat.” 


THE 24-HOUR WATCH 

The establishment of the special National 
Defense “Listening Posts” to record, trans- 
late, transcribe and analyze foreign short- 
wave broadcasts was undertaken by the 
Federal Communications Commission in co- 
operation with the Defense Communications 
Board. 

This 24-hour watch for subversive and 
other pertinent radio propaganda from 
abroad, set up at primary monitoring sta- 
tions strategically located throughout the 
United States and its possessions, requires 
a picked force of 350 technicians, transla- 
tors, clerks, propaganda analysts and other 
experts who work in 8-hour shifts to keep 
abreast of all overseas emissions which may 
involve propaganda intended for persons i) 
this country or neighboring countries. Such 
continuous listening is necessitated by th 
difference in time and propagation charac- 
teristics of international broadcasts. T/ 
teners and analysts pay particula 
tion to voice broadcasts, including 
casts, speeches, announcements and playle 
as well as some musical programs. 

After being recorded in the field, all this 
material is coordinated and studied at 
Washington. The extent of the work 
volved is indicated by the fact that it 
quires an average of 7 hours of translatior 
and transcription to fully process 1 hour 0] 
recorded material. It is necessary to record 
and analyze matter of which 75% is in lan 
guages other than English. 

This necessary step to deal with vital 
tional Defense problems developed by 
is taken on recommendation of the 
Communications Board, as approved 
President and the Bureau of the Bu 
has a high degree of cooperation fro! 
Government agencies, which want 
correctly informed on the extent and 
ter of foreign broadcasts reaching tl 
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Broadcasters and private propaganda 
analysis organizations are cooperating in 
this patriotic endeavor to keep the Govern- 
ment fully informed on the situation in the 
air. 


ADDITIONAL DUTIES 

Under this expansion program, which re- 
quires 24-hour surveillance of all communi- 
eation channels, inclusive of broadcast and 
other radio transmission, preceding radio 
monitoring facilities were supplemented 
with 10 primary long-range direction-find- 
er stations. These stations determine the 
bearings of unauthorized or otherwise sus- 
picious communications. The mobile equip- 
ment, which includes direction finding ap- 
paratus, traces the origin of such trans- 
missions. 

In addition to increased monitoring duties, 
the Field Division is now required to watch 
radiotelegraph and radiotelephone circuits 
for superfluous signals, record same, and 
translate foreign language broadcast mate- 
rial. It must also make certain of the citizen- 
ship of several hundred thousand persons 
now charged with the responsibility of com- 
munications, as well as of their immediate 
families. This figure covers about 100,000 
licensed radio operators, including ama- 
teurs; a like number of cable and wire op- 
erators, and other employees such as those 
of broadcast and other radio stations. It is 
necessary to know more about the private 
communications employees who daily handle 
oficial dispatches and other Government 
messages. 

Another emergency task is the guarding 
against the possible misuse of electrical ap- 
paratus, including diathermy devices (now 
employed in many thousand offices of physi- 
cians), as transmitters in a manner which 
might jeopardize the nation’s security. Still 
another undertaking is to keep tab on pos- 
sible use of transmitters which have been 
manufactured but not sold or licensed for 
authorized communication purposes. 

The Commission previously operated 7 
monitoring stations, in various parts of the 
country, largely devoted to making routine 
measurements of frequencies and determin- 
ing the quality of emissions, as well as spot- 
ting interference. In the course of such 
work, they observed unlicensed operation 
incidentally. However, these monitoring sta- 
tions as then manned and equipped could 
not cope with the additional work. 

Congress recently authorized a new moni- 
toring station for Massachusetts, but this is 
to relocate and improve the existing one. 
The new bases for mobile operation are be- 
ing established at strategic points through- 
out the United States and its possessions. 

Routine functions of the Field Division, 
which previously numbered less than 200 
persons, embrace inspection of all classes of 
stations licensed by the Commission, and the 
issuance of licenses; investigation of com- 
plaints of interference and illegal opera- 
tion; conducting field strength surveys and 
analyzing signal characteristics; inspecting 
ship and other marine radio stations, and 
general regulatory supervision. 

During the last fiscal year the Commis- 
sion estigated more than 1,000 complaints 
of unlicensed operation, and the number of 
tases pressing for investigation is growing 
under the present situation. Experience 
gained in past investigation of unlicensed 
stations, particularly in the use of the ultra- 
high frequencies, has demonstrated the ad- 
vantage of an inter-radio communication 
system for the purpose of synchronizing 
operations and exchanging intelligence. The 
new primary monitoring stations and mobile 
mits will be equipped with transmitters and 
receivers so as to be able to more quickly 
run down unlawful operation. 

Since the Commission is under Civil Serv- 
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ice, the additional personnel has come and 
will come from those rolls. 

The following, more detailed description 
of the activities of the F.C.C., by supple- 
menting the above outline of the augmented, 
Defense monitoring program, presents the 
picture as it was up until the inauguration 
of this program, when the ether lanes were 
patrolled by only 26 offices located strate- 
gically throughout the United States and 
its possessions, augmented by 7 monitoring 
stations—at Atlanta, Baltimore, Boston, 
Grand Island, Nebr.; Great Lakes, Ill.; San 
Pedro, Cal.; and Portland, Ore. 


ROUTINE ACTIVITIES 

The monitoring stations, in general, do 
not participate in the investigation of “pi- 
rate” or other unlicensed stations other than 
to report and record their signals as proof 
of operation. This task is performed mainly 
by inspectors. 

The (then) 115 inspectors in the Field 
Division are radio engineers, selected 
through Civil Service competitive examina- 
tion, and, in addition, are capable radio op- 
erators, many having had previous experi- 
ence in maritime, aviation, and other com- 
munications services. They are familiar with 
the procedure employed by authorized sta- 
tions, including the military, and this as- 
sists them in uncovering illicit operations. 

Besides investigating unlicensed stations, 
these experts inspect all classes of radio 
stations—Broadcast, Police, Ship (domestic 
and foreign), Amateur, Aviation, and Tele- 
vision; examine radio operators for various 
classes of licenses; monitor radio transmis- 
sion for adherence to frequency, quality of 
emission and compliance with prescribed 
procedure; and, investigate complaints of 
interference to radio reception. 

The Federal Communications Act specif- 
ically prohibits the transmission of informa- 
tion concerning lotteries and other similar 
schemes. Licenses have been revoked for 
using obscene and indecent language on the 
air. Certain announcements are required of 
broadcasting stations, including identifica- 
tion. The law prohibits the transmission of 
false distress signals and the rebroadcasting 
of certain programs, except with authority 
of the originating station. A certain radio 
station was reprimanded recently for in- 
tercepting, decoding, and broadcasting se- 
cret radio communications of the British 
and German governments, in violation of 
the Federal Communications Act and treaty 
obligations. Also, there is definite provision 
in the Act requiring regulation by the Com- 
mission “for the purpose of the national 
defense.” 

Though highly technical to the layman, 
the apparatus and technique employed by 
inspectors are well known to radio engi- 
neers. Advantage is taken of certain fac- 
tors such as the directive properties of an- 
tennas, attenuation of field intensity with 
increased distance from the transmitting an- 
tenna and skip distance phenomena. 

In many cases of unlicensed operation in 
the broadcast band from 550 to 1,600 kilo- 
cycles the inspector gains his information on 
the basis of complaints of broadcast listen- 
ers, particularly the ardent DX’ers, who are 
constantly striving to identify foreign sta- 
tions and are quick to note appearance of 
a strange station in the band. 

Frequently, an unlicensed station operat- 
bands first comes 
to the attention of an inspector when in- 
vestigating a complaint of interference in 
the home of a broadcast listener by recog- 
nizing the interference as originating from 
key clicks in a telegraph transmitter even 
though the frequency of operation may be 
in a band many kilocycles removed from the 
broadcast band. Field offices also receive 
tips from the monitoring stations concern- 
ing the operation of illegal stations. 
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= men who know the principle of Model 592 
operation will never go back to rotary switch or pin jack 
operation. 46 ranges at your finger tips! 

1 MICROAMPERE TO _ 14 AMPS: 8 ranges (1-70/700 
microamps; 7/35/140/350 M A; 1.4/14 amps.) 

0.1 TO 1400 DC VOLTS 7 ranges at 1000 ohms per 
volt and 7 ranges at 25,000 ohms per volt sensitivity of 
(0.1-3.5/7/35/140, 350/700/ 1400) Double Meter Sen. 
a 








A TO _50 MEGS: 6 ranges (1/4-500/5,000/ 

0,000 ohms and 5/50 megs). All from self 
contained battery power. 
0.1 TO 1400 A.C. VOLTS: 6 ranges (0.1-7/35/140/ 
350/700/1400). Temperature compensated—rectifier 
guaranteed. 
COMPLETE OUTPUT RANGES: 6 ranges (0/7/35/ 
140/350/700/1400). No external condenser necessary. 
—!10 TO + 46 DB: 5 ranges .0006 to almost 200 watts 
«+ (—10/ +6; 0/ +16; +10/+26; +2 0/+36; +30/ +46). 
Reads direct on 500 ohm line. Chart supplied for rea 
ing any-line of known impedance. 








Four years actual field use by thousands of Service Men 
prove the 592 to be TOPS in instrument value. See your 
Sather or write Dept,RC-7 for information. 
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Actual installations of the loudspeakers at Ravensloe Country Club in 
Homewood, Ill. A.—Two 12-in. loudspeakers each on opposite sides of 
the pool give good coverage; only the closer loudspeaker appears in 
the view. A microphone connection is also located here. B.—A single 
projector speaker affords adequate coverage for the patio. C.—One 
speaker fastened to the beam is more than sufficient for each of the 
locker rooms. D.—In the dining room a 12-in. P.M. speaker and a mi- 
crophone input are used. The living room set-up is similar. 


A MODERN 50-WATT P.A. INSTALLATION 
‘Featuring Ease of Operation and Great Versatility 


The sound installation here described has been prepared as an object lesson designed 

to answer the majority of the questions customers ask Public Address specialists. 

The article is planned to answer these questions even though the customer may be in- 

terested in an entirely different application than the one described here; as, for exam- 

ple, sound for an auditorium, church, office, or factory, ete., instead of the illustrated 
set-up at a country club in Illinois. 








Rack and panel amplifier unit. Normally it is located 
at the immediate left of the telephone switchboard. 
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BOUT 90% of Public Address installa- 
A tions co not present much of a prob- 
lem. Most installations are for a spe- 
cific purpose, such as for the ampli- 
fication of a speaker’s voice from the stage 
of an auditorium, or the pulpit of a church, 
for paging systems in offices and factories, 
for band-shell use and many others. 

3ut when your customer says: “What do 
you suggest?” or “What’s new?”, then we 
should stop and give the matter a little 
thought. We want to give our customer the 
latest in public address equipment, even 
though we know there isn’t much “new” in 
the field. We can make it “new” by using a 
little common sense in its application, in 
its diversification, and in giving a thought 
to preventing obsolescence. 

Above all, keep in mind ease of operation. 
You must remember that whoever is to op- 
erate the system once it is installed, must 
not be expected to have a technical knowl- 
edge of its function. Keep the controls sim- 
ple and properly marked so that the care- 
taker of the building, the handyman, a tele- 
phone operator, the proprietor or other per- 
sons who may be operating the system need 
not be a graduate engineer. 


RAVENSLOE COUNTRY CLUB 

Just by way of illustration, let us de- 
scribe an installation recently made at the 
Ravensloe Country Club in Homewood, II- 
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linois. While there are undoubtedly fancier 
installations than this somewhere in the na- 
tion, we tried to keep in mind all of the 
points mentioned above. 

The system consists of essenti: 
F.M.-A.M. radio tuner, a record pl: 
50-watt amplifier, a V.I. meter and ! 
speaker, and speaker control panel, : 
“rack and panel” style. A total of 
loudspeakers fed by 6 individually-co: 
speaker lines, and 3 microphone li! 
the external connections. 

Now, ict us consider each of tl 
ponent parts of this system separat 
amplifier used was a standard K>* 
50-watt unit, with a sloping panel ar 
more controls than we needed for 
plication. It was mounted back of a 
relay rack panel and those contr« 
we considered essential to this ap} 
were brought out to the front } 
means of flexible shafts. Only 2 « 
microphone inputs were needed, so t 
panel finally contained only the 2 
phone controls, a master gain cont 
V.I. meter, a fuse holder, and the A. 

OFF” switch. 

The F.M.-A.M. tuner is a Halli 
model S-31 standard unit, whieh is ‘ 
supplied for rack and panel mounting. Her 
is a feature which you should not ov rlook. 
With Frequency Modulation making tre 
mendous strides, an F.M.-A.M. tune! be- 
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comes a “natural” as an addition to any 
high-quality P.A. system. The amplifier used 
as a frequency response essentially flat 
from 40 to 10,000 c.p.s. The speakers used 
are the new-type Jensen with extended fre- 
quency range designed especially for F.M. 
reproduction. The results were astounding. 
The entire country club was flooded with 
music so remarkably brilliant that the mu- 
sic, instead of serving as a background for 
other activities, became the center of atten- 
tion of all of the guests. 

The F.M. tuner was connected to the 
Phono input of the amplifier. The phono con- 
trol on the amplifier was set at full volume 
but the control shaft was not brought out 
to the front panel. Instead, control on the 
Phono channel was all done with the volume 
control! on the F.M.-A.M. tuner. The G.I. 
Tecord changer unit was connected to the 
phono input on the F.M.-A.M. tuner, and its 
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volume was controlled 
volume control. 

Microphone connections were installed at 
the swimming pool, the dining room, and the 
living room. The microphone cables were 
connected in parallel and brought to the am- 
plifier as a single microphone line. This 
permitted their carrying swimming events, 
and orchestral music from the living room 
or dining room, over the entire system. A 
Shure Unidyne microphone with 50 chms 
output impedance, on a floor stand, was used 
to plug in at any of the three input con- 
nectors. One of the new cable-type Thordar- 
son microphone matching transformers was 
used right at the microphone input con- 
nector of the amplifier to step up the 50- 
ohm line to high impedance. 

An American high-impedance dynamic 
mike was installed at the telephone opera- 
tor’s switchboard and connected by a short 
length of cable to the other microphone in- 
put on the amplifier. A “push-to-talk” 
switch was installed at the switchboard. 
This microphone was to be used for paging 
only. 

A speaker control panel such as was used 
here is almost a “must” where a number of 
speakers are used in different locations and 
require different volume settings. The speak- 
er control panel was fed from the ampli- 
fier’s 125-ohm output tap. Individual control 
of 7 different speaker lines (6 now in use— 
1 for the future) is accomplished by the use 
of Utah LA-1000 “L” pads. Each line also 
has an “ON-OFF” switch consisting of a 
double-pole double-throw toggle switch and 
a 1,000-ohm, 10-watt fixed resistor acting as 
a dummy load when the speaker is off. Each 
of the speaker lines may be adjusted to a 
volume setting suitable to the locations. 

Any of them, or all of them, may be cut 
in or out for the reception of regular pro- 
gram material. A double-pole-double-throw 
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switch is hooked up in such a way that all 
of the speakers may be thrown on instantly, 
for paging purposes. 

Six speaker lines made of ordinary twist- 
ed-pair wire the living room, locker 
rooms, swimming pool, patio, dining room, 
and grille room. With the exception of the 
swimming pool, dining room and grille room, 
each of the lines terminated in a matching 
transformer, to match 1,000 ohms to the 
voice coil impedance of the speaker. Jensen 
PM-12CT speakers were used throughout, 
except in the grille room. Wall baffles were 
used inside and weatherproof projectors 
used on the patio and at the swimming pool 
The two speakers at the swimming pool were 
connected in parallel at the transformer. 
The transformer tap was set at 2,000 ohms. 
Two loudspeakers in the dining room were 
handled in the same way. The speaker line 
into the grille room branched off into the 
bar room next to it. Jensen PM-8CT speak 
ers were used in these two rooms. 

A small 5-inch P.M. speaker is mounted 
in the top panel for monitoring purposes. It 
is fed from the 2-ohm output on the ampli- 
fier and has a 500-ohm rheostat in 
one lead. 

The speaker control circuit, too, may well 
be applied to almost any P.A. installation. 

Above all, if you are located anywhere 
near an F.M. station, or where the con- 
struction of one is contemplated, be sure to 
include an F.M. tuner in your suggestions 
to your customer. This, especially, is the 
“something new” that you can offer him, and 
when the installation is finally made, your 
customer’s enthusiasm at the fine quality of 
music obtainable will turn out to be a 
business-bringing word-of-mouth advertise- 
ment for your establishment. 

This article has been supplied from mate- 
rial supplied by courtesy of Allied Radio 
Corp. 
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Here, at last, is a Service Manual deliberately PLANNED for the $jEngineer. 
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DIECIRCUIT MANUAL — 1941 


MORE INFORMATION IN HALF THE NUMBER OF PAGES 


The value of a service manual is measured not by the number 
of pages but by the amount of useful information. Thus, in 
only 736 pages this Radio Circuit Manual covers over 200 
receiver models MORE than does any other competitive 
manual in twice the number of pages. 

HOW DID WE DOIT?... 

. . . - By increasing the size of our page; by discarding non- 
essential data and editing the balance; by listing only those 
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receivers which the Service Engineer will definitely have to 
repair (no communications or export receivers, no shortwave 
sets or amplifiers, no electronic devices, etc.); by many 
months of hard work based on a definite plan of procedure 
and a clear understanding of the actual requirements of the 
Service Engineer. There is no “dead weight” information 
to‘add bulk to this Manual. Every word counts. Every minute 
of reading time is well spent. 
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SOUND ENGINEERING 


Free Design and fldvisory Service 
For Radio-Craft Subscribers 


Conducted by A. C. SHANEY 


This department is being conducted for the benefit of Rapio-CraFt subscribers. All 
design, engineering, or theoretical questions relative to P.A. installations, sound equip- 
ment, audio amplifier design, etc., will be answered in this section. (Note: when questions 
refer to circuit diagrams published in past issues of technical literature, the original, 

or a copy of the circuit should be supplied in order to facilitate reply.) 


No. 


ADDING BASS BOOST 
The Question... 


Your magazine is truly a magazine for 
the Serviceman and it is 100% as it is. 
I have seen some criticism in the Mailbag 
Department; you cannot please everybody 
and besides I wonder what some people 
want for 25c? The Sound Engineering De- 
partment of your magazine is worth very 
much more. Some people do not stop to 
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think how much money it would cost them 
if they had to bring their problems to con- 
sulting engineers and yet Radio-Craft gives 
it to subscribers free for the asking. 
Enclosed is a circuit diagram (Fig. 1) of 
my amplifier, you will note that it has 2 
microphone inputs. I have use for one only 
and I should like to use the other 6J7 tube 
as a bass booster or bass amplifier to in- 
crease the bass response of the amplifier. 
If possible the booster should have a con- 
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trol to enable me to adjust the amount 
bass response. I do not mind adding anot! 
tube if necessary. 
EDUARDO CRESPO, 
Cabanatuan, N. E., 
Philippine Islands 


The Answer... 

There are a number of simple methods 
adding bass boost to your amplifier, but | 
believe it advisable to add both low-fré 
quency bass and cut as well as a high-fre- 
quency bass and cut. Particularly in view 
of the fact that a minimum amount oi 
parts are required to give you the extreme 
flexibility offered by such a versatile ar- 
rangement. 

If you will refer to the August 1940 issu 
of Radio-Craft, page 101 (Fig. 1), you will 
find the desired type of equalizer circuit 
indicated between the 6SC7 electronic mixe: 
and the 6SC7 inverter. By inserting thi 
portion of the circuit between your 6N7 
electronic mixer, and 6N7 inverter, you will 
be able to obtain the desired circuit fiex- 
ibility. You should, of course, eliminate you: 
present low- and high-frequency attenuat- 
ing networks. 


WHAT CAUSES DISTORTION? 


The Question ... 

I am enclosing the circuit of my re 
player amplifier which does not give 
satisfaction. At low amplification the sour 
is very good, but distortion comes wh« 
amplification is set at a higher volume. Th 
transformers are supposed to be of g 
quality. 

Could you suggest some change I m 
make in the circuit to improve this amp! 
fier? 

GEO. DESILETS 
Nicolet, P. Q., 
Canada. 


The Answer... 

Your letter is typical of hundreds 
ceived which cannot be intelligently 
swered because of insufficient data. 

You see, Mr. Desilets, we could eas 
write a book on all of the possible source 
of distortion in a normal reproducing s; 
tem. Did it ever occur to you that the di 
tortion may be caused by your phono pich 
up, phonograph needle, loudspeaker, speake: 
baffle, or any other auxiliary component? 

The design of your circuit (Fig. 2) ap 
pears to be satisfactory. If the amplifier 
was wired accordingly, distortion is pro! 
ably caused by overload of either the output 
stage or the loudspeaker. You can easi! 
tell which of the two is causing trouble by 
terminating the 500-ohm tap of the output 
transformer across a 500-ohm resistor, and 
check the waveform of the voltage developed 
across this load. 

If oscilloscopic observation or harmoni 
analysis indicates lack of objectionable dis- 
tortion when your amplifier control is set 
for higher volume, then the distortion is 
most probably being introduced by the 
loudspeaker. 
for 
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THIRTEEN FM STATIONS NOW 
ON FULL COMMERCIAL BASIS 


Vanguard of the increasing number of 
F.M. broadcast stations supplying service 
across the country, 13 of the new noise- 
free, full-fidelity transmitters are now oper- 
ating on a regular commercial basis. 

Figures from makers of F.M. receivers 
show that the total of sets sold during June 
was double that of May. And, further indi- 
cation of FM’s rapid growth, June sales 
boosted the number of F.M. receivers in 
use by almost 25%! 

Commercial F.M. stations on the air to- 
day in 11 major trading areas provide pro- 
gram schedules ranging from 10 to 18% 
hours daily. In almost every case, program 
material is 75% to 100% original and non- 
duplicated by any other broadcast station 
in the same area. 

Commercial stations now on the air in- 
clude: 

W39B—The Yankee Network, Sargent’s 
Purchase, N. H. (This transmitter is 
located atop Mount Washington, highest 
point in the northeast U.S., servicing 
31,000 square miles in New Hampshire, 
Vermont and Maine, most of which has 
never before enjoyed adequate radio 
reception.) 

W43B—The Yankee Network, Boston, Mass. 
(A 50,000-watt F.M. station serving 
18,647 square miles within a radius of 100 
miles, including all of Massachusetts and 
Rhode Island, half of Connecticut and 
parts of New Hampshire, Vermont and 
Long Island.) 

K45LA—Don 


A. A. Ghirardi’s 


REVISED and ENLARGED 
(New 2nd Edition) 


RADIO Aronhe-Shoviors 
HANDBOOK 


40% BIGGER! 

The service mans most 
helpful Handbook! Thou 
sands of repair shops have 
used the old edition daily 
in their work—this new one 
is 40% BIGGER and BET- 
TER than ever. 

NEW FROM COVER TO 

COVER! 


Every page completely 
vised and brought up to 
date—and 202 pages of 
— new material 
addec 
SEND FOR TRIAL COPY 
For the sake of your own 
business see a copy of this 
new Handbook without de 
lay. Use the coupon. Our 
Money-Back Guarantee pro 
tects you. 
MAKE MORE MONEY 
BY BEING A 
EASTER TROUBLE- 
SHOOTER! 
Ghirardi’s New HANDBOOK is 
equal to reams of maganine 


clippings, service . 
uals, catalogs, and thousands of 
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icing data 

. Battery Replacement 
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Lee Broadcasting System, 
Hollywood, Calif. (The latest commercial 
F.M. station on the air. Employs a tem- 
porary power of 1,000 watts to cover Los 
Angeles and Hollywood from atop 1,700- 
foot Mount Lee. First commercial F.M. 
transmitter on Pacific coast.) 

W45D—tThe Detroit Evening News, Detroit, 
Mich. (Now operating at reduced power 
of 3,000 watts to cover all of Detroit and 
suburbs. A 50,000-watt transmitter is 
being installed to serve 6,820 square miles 
of heavily populated territory.) 

W45BR—Baton Rouge Broadcasting Co., 
Baton Rouge, La. (Serves an area of 8,100 
square miles in Louisiana, and is first 
F.M. station in the deep South.) 

W47A — Capitol Broadcasting ene 
Schenectady, N. Y. (Supplies 1642 to 18% 
hours of F.M. programs daily th sentient 
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W65H — WDRC, 


} m= YOUR MONEY BACK IF | iF NOT COMPLETELY SATISFIED lsum 

Incorporated, Hartford, 

Conn. (Serves northern Connecticut with 

a 1,000-watt transmitter atop Meriden 

Mountain, with consistent listeners within 
30-mile range.) 

W71NY—Bamberger 





Broadcasting Service, 
New York City (New York’s first com- 
mercial F.M. station, W71NY is now in- 
stalling a 10,000-watt transmitter to be 
ready by mid-August. It will permit cov- 
erage of 8,500 square miles—up to 50 
miles airline from Manhattan.) 

In addition to the 13 commercial stations 


the Albany-Schenectady region. Began 
operations on a profit basis with 36 com- 
mercial sponsors.) 


listed, there are also 15 experimental trans- 
mitters on the air daily. Most of these sup- 
ply regular program schedules but are not 


W47NV—National Life & Accident Co., 
Nashville, Tenn. (A 20,000-watt F.M. 
transmitter covering 16,000 square miles, 
W47NV was the first commercial F.M. 
station in the world to be completed. It 
also aired the first commercial F.M. pro- 
gram.) 

\49D—John Lord Booth, Detroit, Mich. 
(Operates with temporary power of 1,000 
watts to cover the metropolitan Detroit 
area.) 

V51C—Zenith Radio Corporation, Chicago 
(Chicago’s first commercial F.M. station, 
W5I1C is licensed to serve 10,800 square 
miles—an area embracing all of Chicago 
and outlying territory. At present it is the 
only F.M. transmitter on the air in that 
city.) 
51R—Stromberg-Carlson Telephone Mfg. 
‘o., Rochester, N. Y. (Operates 14 hours 
daily, serving an area extending 25 to 30 
miles from Rochester, touching 8 different 
upstate New York counties.) 
55M—The Milwaukee Journal, Milwaukee, 
Wis. (This station employs a temporary 
power of 1,000 watts to reach a circle of 
listeners up to 25 miles from downtown 
Milwaukee. A new 50,000 watt transmitter 
is being installed. 
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yet permitted to sell air time. Among them 

are: 

W1XTG—Worcester Telegram 
Co., Worcester, Mass. 

W1XK—Westinghouse Radio Stations 
Boston, Mass. 

WI1XSN — Westinghouse 
Inc., Springfield, Mass. 

pg a lr ser Broadcasting 
Hartford, Conn 

W i -E dwin 
N. J 

W 2XOR — Interstate 
pany, New York City 

W2XWG—National Broadcasting Company, 
New York City 

W3XO—Jansky & Bailey, Washington, 

W3XMC—MecNary & Chambers, Wa: 
ton, D. C. 

W2XOY — General Electric Company, 
Schenectady, N. Y. 

W8XAD—WHEC, Inc., Rochester, N. Y. 

W8XVH—WEBNS, Inc., Columbus, Ohio 

W8XFM—Crosley Radio Corporation, Cin- 
cinnati, Ohio 


W9XER—AMidland Broadcasting Co., Kansas CORPORATION 
City, Me. 


W9XYH—Head of the Lakes Broadcasting | | NEW BEDFORD, 


Co., Superior, Wis. CANADA 
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H. Armstrong, Alpine, 

@ That choice of types precisely fitted to different 
phases of the noise-suppression job, is provided 
by more than a dozen and a half different 
Aerovox types. Also the necessary choice of 
capacities and voltages. And each unit is de- 
signed and built for the severe-service condi- 
tions of the auto-radio installation. 
@ Ask your jobber for latest catalog, 
over our auto-radio condenser line. 
direct for a copy. 


Broadcasting Com- 


D.C. 
hing- and check 
Or write us 








AEROVOX CANADA Hamilton. On 


Limited 


for 


OCTOBER, 





Order your copy NOW—the only 


P. A. HANDBOOK 





A Resume of the Contents of the 


AMPLIFIER HANDBOOK 
AND PUBLIC ADDRESS GUIDE 
FOREWORD 


INTRODUCTION 
Definitions—decibels, frequency, in- 
put, output, impedance, etc. 
SECTION I—SOURCE 
Carbon microphones (single-button 
and double-button) 
Condenser microphones 
Velocity (ribbon) microphones 
Dynamic microphones 
Crystal microphones (sound-cell 
types, crystal diaphragm types) 
Cardioid microphones 
Contact microphones 
Phonograph pickups (magnetic types, 
crystal types) 
SECTION Il—AMPLIFIERS 
Voltage Amplification 
Design of resistance-coupled volt- 
age amplifiers 
Commercial voltage amplifier 
The Power Stage 
Class A amplifiers 
Class AB amplifiers 
Class AB: amplifiers 
Class AB: amplifiers 
Class B amplifiers 
When to apply class A, AB, and B 
amplification 
Power Supplies 
Half-wave rectification 
Full-wave rectification 
Voltage doublers 
Filter Circuits 
Power supply regulation, etc. 
Practical Hints on Amplifier Con- 
struction 
Microphonism 
Placement of components 
Tone compensation 
Inverse feedback 
Remote control methods 
SECTION IlI—DISTRIBUTION 
The Loudspeaker 
Dynamic speakers 
Speaker performance (frequency 
response, efficiency) 
High-fidelity speakers 
Speaker Baffles and Housings 
Outdoor speaker installations 
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A.—The completed 14-W. Audio Amplifier and its associated equipment. Together they constitute an easily-duplicated sound system. 
completed amplifier. The controls read, from left to right: Microphone, Microphone, 


B.—Close-up of the 


Record, Radio, Bass, Treble. 


14-WATT P.A. AND RECORDING AMPLIFIER 


BRUCE BROYLES 


A sound engineer of Berkeley, Calif., tells how RADIO-CRAFT readers can duplicate 
his 7-tube medium-power audio amplifier. He has used it at small club meetings, 
dances and fairly large outdoor gatherings. It is also suitable as the nucleus of 


HIGHLY satisfactory amplifier for 
A regular public address work or profes- 
sional recording is the one that the 
writer has just recently completed. It 
worked so satisfactorily that it was thought 
others might be interested in building it. 


CIRCUIT 

The amplifier has 7 tubes, consisting of 
two 6J7GTs, two 6N7Gs, two 6V6GTs in the 
output and an 80 for a rectifier. An 80 recti- 
fier was used as it is reasonable in price 
and also a very rugged tube. It has 4 inputs: 
2 for microphones, one for a radio, and 
the other for the phonograph. Each has in- 
dividual volume controls. The tuner input 
may be used for an additional phonograph, 
if required. Both a high or treble booster 
and a bass booster are part of the regular 
circuit. This unusually flexible system will 
deliver 14 watts of high-quality audio to 
the heavy-duty universal output trans- 
former. 

The circuit is quite well filtered, and with 
very little shielding an amplifier with no 
audible hum is obtained. The front panel 


a sound recorder. 


with the 6 controls give it a very profes- 
sional appearance. 

In the rear of the chassis, I have 3 speaker 
sockets. One is for the use of only 1 speaker 
and the other 2 are in parallel so that 2 
speakers may be used at the same time. 

Various makes of parts were used, as 
they were the ones the writer had on hand. 
Any nationally-known parts are reliable 
and whenever possible new condensers 
should be used, as it will save you a lot of 
trouble from breakdown of your amplifier 
later. And these things usually happen at 
very inopportune times. 

Of course all the leads from each input 
to each control were carefully shielded and 
the shielding was well grounded. I used an 
ohmmeter to make sure all my grounds were 
good and didn’t have any high-resistance 
connections to the chassis. It was found that 
it was quite necessary to shield the isolation 
resistors (500,000 ohms) that connect to 
the arms of the 2 mike controls, phone and 
tuner controls. 

After the wiring is completed, put the 
tubes in the sockets, connect one speaker, 


plug in the phonograph and turn on. Volt- 
ages should be checked to be sure tubes are 
operating at correct voltage. The bias con 
denser on the 6V6s should be used as it 
serves to equalize the stage if one tube i 
weaker than the other. 


LIST OF PARTS 


RESISTORS 


Two I.R.C., 1 meg., R1, R22; 

Two I.R.C., 2 megs., R4, R25; 

Four I.R.C., 0.25-meg., R3, R18, R19, R24; 

Five I.R.C., 50,000 ohms, R6, R9, R15, R17, 
R26; 

Four I.R.C., 0.5-meg., R5, R27, R29, R31; 

Two I.R.C., 2,000 ohms, R23, R2; 

Three I.R.C., 0.1-meg., R8, R14, R16; 

One I.R.C., 5,000 ohms, R11; 

Three I.R.C., 1,000 ohms, R7, R 

One I.R.C., 150,000 ohms, R20; 

One Ohmite, 200 ohms, 10 W., R32; 

Four Mallory volume controls, V-1000 MP, 
1 meg., R33, R34, R28, R30; 


(Continued on page 


3, R21; 
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The front view of the completed high-gain Battery Power-Amplifier shown at ‘'A"'; ‘'B'', rear view with batteries and battery holders removed; "C", rear view 
with batteries in place. The amplifier complete with front panel measures 7x 10x 334 ins. deep. 


HIGH-GAIN BATTERY-POWERED AMPLIFIER 
Using the Tiny 1-4 Vole Rattery Tubes 


Miniature tubes designed originally for hearing-aids also have application in other 
equipment, as, for example, the general-purpose small-space “feather’-weight Bat- 
tery-type Power Amplifier here described. Design, construction, test and application 


ERE is a_ practical Miniature-Tube 

Amplifier. Of the high-gain type, it 

possesses many possibilities. The ampli- 

fier is entirely self-contained and 
lightweight, weighing only 6% lbs. complete 
with all necessary batteries. Its size is 
7x10x3% ins. deep. It utilizes 5 tubes of the 
new miniature type as well as miniature 
“B”- and “A’’-batteries. 

Some of the varied uses of such an am- 
plifier are: portable preamplifier, hearing- 
aid amplifier, dictaphone work, sound-level 
noise detection, fixed sound detection in 
various institutions where hearing-aid equip- 
ment is desired for people who are ex- 
ceptionally hard-of-hearing, inter-office com- 
munication by the use of 2 or more such 
amplifiers, as well as many other uses that 
one could go on talking about indefinitely. 
When used as a preamplifier, this amplifier 
can be equipped with an output transformer 
to match various input impedances. 


FEATURES 

The outstanding feature of this high-gain 
amplifier lies in the use of low-drain tubes 
drawing exceptionally low “A” and “B” 
current. The total “A” current is 300 milli- 
amperes; the total “B” current is 2 ma., 


are discussed by Mr. Baptiste. 
GEO. F. BAPTISTE 


with the values shown in the schematic 
diagram, Fig. 1. A single 67% V. “B” bat- 
tery, such as the Eveready type 467, or the 
Burgess XX45 is all that is necessary for 
this amplifier. However one can change the 
“B” battery voltage to suit his own require- 
ment. For 45-volt operation the gain-per- 
stage is 30; for 67% volts, 40; and for 90 
V., 50 per stage. The voltage chosen for this 
amplifier was 67%, giving a total gain of 
around 85 db. 

Any type of microphone, such as a 
crystal, velocity, or dynamic of either the 
high- or low-impedance type may be used. 
When using a low-impedance type it is only 
necessary to use an Amperite type LGP 
input transformer, plugging same into the 
high-impedance jack on the amplifier front 
panel. 

A separate jack is provided for the use 
of a carbon microphone. There are in addi- 
tion 2 output jacks for the use of crystal or 
magnetic earphones; and the circuit is 
adapted to each simply by flipping the toggle 
switch placed betweep the 2 jacks. A small 
2-in. P.M. speaker can be plugged into the 
(magnetic) phone jack provided it has a 
2,000-ohm-impedance output transformer. 

The use of 3 high-gain Cascade stages 


of A.F. amplification using 1S5 pentodes, 
followed by an output stage of two 154s in 
parallel, provides ample output for the 
phones or speaker. See Fig. 1A for various 
values of output load if more output is de- 
sired for special purposes. 

Tube shielding baffles are used throughout, 
as well as individual tube shields, thus pre 
venting any possible feedback from one 
stage to the other. The layout of component 
is such that all connections are as short as 
possible. 


CONSTRUCTION 

In the construction of any high-gain am- 
plifier, the choice of the best parts possible 
to obtain should be used throughout, and 
all grid as well as plate leads should be a 
short as possible. Figure 2 shows the front 
panel layout for mounting the various 
jacks, switches, and master gain control. 
These should be mounted as shown, and are 
located as follows: 

The gain control is in the middle of the 
panel near the bottom, with the microphone 
inputs to the left and the microphone switch 
in the center of the 2 jacks; this brings the 
connection directly under and near the in- 
put tube sockets. The output is to the right 





SW4 (ON PANEL) 








CASBOV 
N/CAO~ 
* PHONE 








CRYSTAL 
M/ CA OPHMIONE 


























154 








RE 
25,000 
OWS 


























ost, ." 
ON AE 








eSiuaja}s 


67422V.'B’ BATTERY 





RADIO-CRAFT 


for OCTOBER, 194) 





i 4.0 




















FOR 
” CROPHONE 
TTERY 





a 
1 « 


FIG. 
~FRONT PANEL LAVYOUT~ 


FOR 
v3 
MAGNETIC 
FPHIONES 
OF 
PM SPEAKER 
WITH OUTPUT 
TRANSFORMER 
FOR 
“Tt 
CRYSTAL 
PYAONE 
VACA 
ONLY, 


TCH 








a's 


 F ae Pi Rs a 


aie 











ani 











BSENO $L/CHTLY 
70 FIT A” BATTERY 


4,0 








TUBE BAFFLE V*\ 4g 1g 
PLATE. be Te 
2-hbOU/RED a Ys” 

















1g 


3 
— lz 








~ F/G, 5- CHASGS. 


S VIEW OF BATTERIES & TUBES~ 








M/CROPH ONE 
BATTER) 
"‘B* BATTERY 


Le. 
> 


© 


+ tov 3 


2 
Ai 

















185 


0-o-o-S. 


k—# ote fe ——plaas / 


O CELL 


4 he 








gf 





|\~F1G6.4- -BATTERY HOLDERS £ TUBE BAFFLE PLATES*~ 








9 
~“< 








of the gain control, with output switch in 
the center of the 2 phone jacks. This allows 
a change to either by the flip of the switch, 
and also makes the same connections near 
the tube, and the output tubes under the 
chassis. 

Figure 3 shows the chassis layout and is 
self-explanatory. There are tube baffles 
mounted in between the various tubes, as 
explained. This prevents any possible feed- 
back that otherwise might occur, and works 
out nicely. See Fig. 4 for the correct tube 
baffle plate size. Before mounting these it 
is best to mount the tube sockets. Have the 
sockets with tube pins Nos. 1 and 7 facing 
the rear of the chassis and mount the tube 
sockets with rubber grommets between the 
chassis and the sockets. This cushions the 
sockets and prevents a microphonic condi- 
tion. 

The chassis is about 1 inch less wide than 
the front panel. The sizes of the various 
holes for bolting and mounting the tube 
sockets are all shown in Fig. 2. The chassis 
is 2% ins. deep, and is bent down at right- 
angles; the other side is bent upwards, and 
then bolted to the front panel. 

Figure 4 shows the battery holders. These 
are for the “A” and “B” batteries and the 
microphone battery as well. The various bat- 
tery wires feed through the chassis, with 
rubber grommets in the chassis to prevent 

y possible shorting of the wires. Figure 5 
hows the tubes and batteries as the “spot”, 

n the chassis. The chassis and the front 
panel are made of an easily-workable alloy 
known as Electraloy. For the battery hold- 

rs, a bolt is used with a wing nut to clamp 
he battery firmly in place. 

Figure 6 gives the complete tube layout 

viewed from the bottom of the chassis, 
ind should assist greatly in wiring the 
amplifier. 


DIAGRAM 
_ Figure 1 shows the complete schematic 
diagram. 

This circuit shows a parallel output for 
2 tubes. Of course this can be changed to 
uit individual needs. Figure 1A gives data 
for the various load resistances to produce 
various output levels; the lower the value 
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of the output load, the higher will be the 
output. Of course, as the value of this re- 
sistance is increased the lower will be the 
output level. In this manner the circuit may 
be adjusted to meet different requirements. 
There is also a diagram of an output trans- 
former and this can be used if desired, 
simply by eliminating the output load re- 
sistors in the plate and screen-grid of the 
184 output tubes, and a permanent-magnet 
(P.M.) speaker can be used; or, the output 
can be matched to any line impedance as 
needed. 

A push-pull arrangement can be obtained, 
by using a type 1S4 as a driver and then 
uing 2 type 1S4 tubes as the output types, 
with a transformer to match. All other 
parts are mounted under the chassis, with 
the transformer for the carbon microphone 
mounted directly under the input tube, 
the rear of the chassis pan. 


on 


BIAS-CELL DATA 

It may be well to describe the biasing con- 
sideration of miniature tubes in a _ high- 
gain amplifier of this type, and the methods 
used. 

On the type 1S5 the tubes are operated 
at zero bias, this voltage being obtained 
from the chassis by connecting the “A” and 
“B” minus leads to the chassis, and con- 
necting the grid-returns of the type 1S5 to 
the chassis, or the negative filament lead 
(which is returned to the chassis, also). 

The type 1S4 miniature tubes require a 
bias of 4% volts, and this is obtained from 
Mallory-type bias-cells, thereby doing away 
with the use of a “C” battery. A 4-cell 
holder is used, and 2 bias-cells of the 1-volt 
type are used along with 2 more bias-cells 
of the 1% V. type making a total of 4% V. 
The negative lead of the bias-cells goes to 
the 0.5-meg. grid-return resistor in the 1S4 
grid-return circuit; the positive lead con- 
nects to the positive filament leg. This 
voltage from the bias-ce]ll cannot be 
measured with an ordinary voltmeter but 
requires one of the high-resistance type, or 
a test instrument of the Voltohmyst type; 
in other words, a meter that will not draw 
any current from the circuit under test. 
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This also goes for 
“B” battery 
since here, 
resistance. 

These bias-cells last permanently and do 
not need replacement. 

If a low-resistance voltmeter used to 
measure the plate and screen-grid voltage, 
there will be practically no voltage reading, 
but such is not the case. By using the type 
meter previously mentioned it will be found 
that a different condition exists. 


the measurement of the 
at the tube socket 
the circuit is of quite high 


voltage 
too, 


is 
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In the use of crystal earphones 
miniature-tube amplifier, it was 
necessary to install an added bypass con- 
denser, C5, in the output circuit. This was 
due to the fact that the sensitivity of the 
crystal phones would cause a slight amount 
of feedback in the output circuit—this is not 
the case with magnetic phones—installing a 
0.01-mf. tubular condenser from the output 
blocking condenser to ground overcame thi 
frequency discrimination or feedback. 


CARBON MICROPHONE LEVEL DATA 
In the use carbon microphone 
a high-gain amplifier the output 
carbon microphone is too high. Some 
therefore must be used to reduce the gain 
to suit the capacity of the amplifier to 
handle the voltage fed to it. The microphone 
used with this amplifier is a 
type, but a double-button unit may 
if better fidelity is ired. To 
the problem of high-level mike 
volume control is shunted 
secondary of the microphone 
with the arm of the 
the control-grid of 
switch. See circuit. 
When the amplifier is placed in operation 
the volume control is adjusted at the correct 
level as determined by listening to the out- 
put. Once set, it is left at that position. Thi 
explains why the volume control is mounted 
under the chassis, as previously noted. The 
amplifier then controlled by the master 
gain control, thereby eliminating 1 control. 
A potential of 3 V. (preferable voltage) i 
fed to the carbon microphone; at this volt- 
age the microphone current will be 5 


of a with 


the 


meat 


of 


button 
be used 
overcome 
output a 
the 


sin gle- 
le 
ae 
acro 
transformer, 


potentiometer going to 
the 1S5 input tube 


1s 


ma., 


231 








eSOUND® 
FIX ANY RADIO 


Amazing New Invention 





to repair radios 
in minutes instead of 
hours. Revolutionary 
different Comparison § 
technique permits you 
to do expert work al 
most immediately. 
Most repairs can be 
made without test 
equipment or with only volt-ohm- 
meter. Simple point-to-point circuit 
suggestions locate faults instantly. 
Find any radio fault with ease. Follow the com- 
parison tests given on 16 large trouble-shooting 
blueprints. Over 1,000 practical re pair hints. Hun- 
dreds of simplified tests using a 5c resistor and a 
filter condenser. Covers every radio set—new and 
old. Introductory material included for beginners 
and to serve as a review for experienced radio 
men. Also several chapters on test equipment. 
Entire plan is stark new and will change servic- 
ing methods. Developed 4 = N. Beitman, radio 
engineer, author, and teach 
RESULTS, SATISFACTION GUARANTEED 
Take advantage of our ‘‘no-risk’’ free trial. Use this time- 
saving, money-making radio servicing method for 10 days 
without any obligations. See how much time you will save 
every day on every radio job. Learn , 
new short-cuts in radio servicing. Find bs 
out how to use your testers for faster 
and better repairs. Then decide to keep 
Comparison Method Manual or return 
it and receive a refund in full. You 
cannot lose—but you owe yourself a 
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while at 4% V. it will be 10 ma. The crystal 
microphone can be any type with medium 
output level. 


LIST OF PARTS 

RESISTORS 

One I.R.C., 10 megs., %-W., R1; 

Three I.R.C., 3 megs., %-W., R2; 

Three I.R.C., 1 meg., %-W., R3; 

One I.R.C. (with switch Sw. 3), 
%-W., R4 

One I.R.C., 0.5-meg., %-W., R5; 

One I.R.C., 25,000 ohms, %-W., R6; 

Two I.R.C., 0.25-meg., %-W., RT; 

One C.R.L., 0.1-meg.; CRL midget volume 
control (under chassis), R8. 


CONDENSERS 

Three Sprague 0.02-mf., 400 V., C2; 
Three Sprague 0.003-mf., 400 V., C1; 
One Sprague 0.05-mf., 400 V., C3 
One Sprague 0.1-mf., 400 V., C4 


SWITCHES 

Two Centralab, Part 
2-position Sw. 1, Sw. 2; 

One Snap Switch, S.- Ps 
and ON plate, Sw. 4. 


No. 1460, 1-pole, 


D.-T., with OFF 


TUBES 
Three RCA Type 1S5; 
Two RCA Type 1S4. 


BATTERIES 
One Burgess 
67% V.; 
One Burgess Type 2370, 

phone, 4% V.; 
One Burgess Type 2FBP., “A”, for filament, 
1% V. 


Type XX45, Miniature “B”, 


for micro- 


“a” 


MISCELLANEOUS 

One 4-cell bias holder 

Two Mallory bias- cells, 1 V. 

Two Mallory bias-cells, 1% V.; 

One Amphenol Type PC IM jack and plug, 
complete, for carbon microphone; 

One United Transformer Corp. transformer, 
Part No. 35, for carbon mike, T1; 

Two 7x10 in. Electraloy panels; 

One Yaxley dial plate with markings 1 to 
10 and marked OFF position; 

One Oxford 2-in. P.M. speaker if desired, 
output transformer to match, 8,000-ohm 
load to voice coil; 

Nuts, bolts, washers, grommets, terminal 
strips, wire, solder, marked dial, etched 
plate for phones, microphones, etc.; 

Five Amphenol miniature-tube sockets, 
wafer type. 

a 
WORRIES OF THE F.C.C. 

A New York resident suggests that in 
connection with its telephone inquiry the 
Commission determine if the rate for the 
initial call could be made to apply for 5 
minutes instead of the present 3-minute 
limitation. 

From Brooklyn, N. Y., comes suggestion 
that a special telephone rate be made avail- 
able to persons in the military service. The 
Commission advises that, while sympathetic 
to the motivating spirit, the Communica- 
tions Act says in Section 202 (a): 


“Tt shall be unlawful for any common 
carrier to make any unjust or unrea- 
sonable discrimination in charges, prac- 
tices, classifications, regulations, facil- 
ities, or services for or in connection 
with like communication service, direct- 
ly or indirectly, by any means or device, 
or to make or give any undue or unrea- 
sonable preference or advantage to any 
particular person, class of persons, or 
locality, or to subject any particular 
person, class of persons, or locality to 
any undue or unreasonable prejudice 
or disadvantage.” 
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F.M. SERVICE 


Entirely new problems daily face radio Servicemen called upon to install and main- 

tain Frequency Modulation receivers. A well-known radio technician calls upon his 

wealth of practical experience to here present the answers to many of these servicing 
uzzlers. The initial article presented practical information on F.M. signal pick-up 
, problems; Part II, presented here, deals with actual F.M. receiver servicing. 


PART II 


ceivers, knowledge of the fundamental 

operating differences between Amplitude 

Modulation and Frequency Modulation 
receivers is essential. The subject of F.M. 
antenna and installation was covered as 
completely as space limitations would per- 
mit, in Part I of this discussion on F.M. 
Installation and Service. It is the purpose 
of this article (Part II) to discuss F.M. 
receiver service requirements and proce- 
dures. We will start off with a brief résumé 
of First Principles and then launch into 
our discussion of practical F.M.-receiver 
servicing. (See “List of F.M. Articles in 
Radio-Craft” at the end of this article— 
Editor) 

Frequency-modulated signals are obtained 
by varying the frequency of the carrier 
signal at an audio or sound frequency rate. 
The amount the carrier frequency is varied 
on both sides of the mean or carrier fre- 
quency determines the intensity or volume 
level of the signal. Basically, the F.M. re- 
ceiver is similar to the A.M. superheterodyne 
receiver except for 3 major differences. 
This may be seen in the block diagram of 
the 2 receiver types pictured in Fig. 1. Both 
types may have an R.F. stage, the primary 
intention of which is to provide adequate 
selectivity and voltage gain. A converter 
stage, consisting of a single tube function- 
ing as mixer and oscillator, or 2 separate 
tubes performing these functions is com- 
mon to both. 


|’ servicing Frequency Modulation re- 


THE |.F. AMPLIFIER 
Although an I.F. amplifier of one or more 
ages is also common to each receiver, the 
amplifier in an F.M. receiver differs 
from that of an A.M. receiver by reason of 
its wide-band characteristics. In an A.M. 
receiver, the I.F. amplifier is designed to 
reject a signal more than 10 ke. to 15 ke. 
from that to which the amplifier is tuned. 
On the other hand, the I.F. amplifier in an 
F.M. receiver is designed to pass a signal, 
hout appreciable attenuation, as much 
100 ke. either side of the frequency to 
which the I.F. transformers are aligned. 
Various means are utilized to secure this 
band-width. In some instances, the primary 
a secondary windings are over-coupled 
to broaden-out the response curve. The 
General Electric HM 136 receiver and the 
more recent Pilot FM-12 receivers are 
examples of this practice. 
lhe majority of F.M. receivers, however, 
loy shunt resistors, to load up either 
oth the primary and secondary windings 
obtain the required 150 ke. to 200 ke. 
band-width. The use of such high-gain tubes 
as the 1852, 1853, 7G7, and 7V7, more than 
offsets the loss in gain as a result of resis- 
tive loading. In the early Pilot FM-12 
model, as well as several F.M. adapters, 


RADIO-CRAFT 


for 


OCTOBER, 


BERTRAM M. FREED 


Alignment and Diagnosis 


both primary and secondary of the LF. 
transformers are shunted by resistors, as 
shown in Fig. 2. Only the secondary wind- 
ing of the I.F. transformers in almost all 
Stromberg-Carlson F.M. receivers, is shunt- 
ed resistively. The value of these shunt 
resistors varies with each receiver model, 
and depends upon transformer design and 
degree of loading required in each case to 
secure the band-spread. Resistor values 
from 10,000 ohms to 50,000 ohms are most 
commonly used for this purpose. 

Early-model F.M. receivers employed an 
I.F. amplifier tuned to 2.1 megacycles, with 
a few using 3 mc. Modern F.M. receivers 
have I.F. amplifiers aligned to 4.3 me., the 
standard set down by the Radio Manufac- 
turers Association (R.M.A.). One model 
manufactured by Zenith has an 8.6 me. 
I.F. amplifier. 


THE LIMITER 

In the block diagram for an F.M. receiver, 
a limiter stage may be seen. The limiter 
stage, essentially an I.F. stage, consists of 
1 or 2 amplifier tubes so arranged as to 
deliver constant output despite wide varia- 
tions in signal input. The tubes employed 
as limiters are usually pentodes having 
sharp cut-off characteristics, and operated 
at low plate and screen-voltages, so that 
plate current cut-off occurs with relatively 
small grid bias or signal input. 

Normal signal input will swing the grid 
voltage considerably above and below the 
linear portion of the tube’s characteristic 
curve. Positive peaks beyond the range of 
the limiter tube will be clipped by grid-bia 
limiting, whereas negative signal peaks will 
be clipped due to plate current cut-off. In 
this way, variations in signal voltage de- 
livered to the limiter which are greater 
than the operating limits of the tube are 
clipped and have no effect upon plate cur- 
rent. 

Since static and noise disturbances, pri- 
marily, produce amplitude changes in the 
signal, as do tube noises, the clipping of 
the amplitude changes removes the disturb- 
ing effects but leaves the frequency-modu- 
lated signal unaltered. This action is illus- 
trated at Fig. 3. For complete noise-elimi- 
nation, it is essential that the signal volt- 
age appearing at the limiter grid be suffi- 
ciently great to swing the grid bias to 
plate current cut-off and saturatien points. 

Limiter tubes are generally operated at 
zero bias or with a small bias voltage. The 
limiter circuit utilized by Stromberg-Carl- 
son, shown at Fig. 4, is representative of 
many F.M. receivers. The circuit of the 
General Electric H.M. 136 receiver, at Fig. 
5, typifies another method wherein the 
load resistance is connected in the second- 
ary-return. In this case, the tube is sup- 
plied with a small initial negative bias. In 
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the Pilot FM-12 receiver, a low-value re- 
sistor is connected in series with the limiter 
load resistor shown at Fig. 6, so that an 
indicating meter may be conveniently con- 
nected to the receiver for alignment pur- 
poses. An example of 2 tubes arranged in 
cascade or series to operate as more effective 
limiters is seen in the General Electric 
JFM 90 receiver, whvuse limiter circuit is 
shown at Fig. 7. 


THE DISCRIMINATOR 

The 3rd major point of difference be- 
tween an A.M. and F.M. receiver lies with 
the type of 2nd-detector or demodulator. In 
the F.M. receiver, a discriminator detector, 
as shown in Fig. 8, is used. The discrimina- 
tor consists of a push-pull diode detector in 
which opposing voltages developed across 
load resistors are equal and opposite so 
long as the carrier frequency rests at the 
intermediate frequency. The resultant volt- 
age across the 2 load resistors, from point 
A to ground is zero, and no audio voltage 
is developed. 

When the signal impressed upon the dis- 
criminator transformer is frequency modu- 
lated, due to phase changes as a result of 
both magnetic and capacity coupling, the 
voltage drops across the load resistors will 
be unequal as the frequency varies above 
and below the intermediate frequency with 
modulation. The resultant voltage measured 
across both diode load resistors will then 
be equal to the difference between the volt- 
ages developed across each; and will vary 
in polarity from point A to ground as the 
modulation swings the frequency higher and 
lower than the resting or resonant fre- 
quency. The degree of modulation, or fre- 
quency swing, determines the magnitude of 
the voltage; and, the number of times per 
second, or rate at which the I.F. signal 
swings above and below the resonant fre- 
quency, produces the audio signal. 

Parther technical discussion on limiter 
and discriminator operation is beyond the 
scope of this article, and the reader is 
referred to past issues of Radio-Craft for 
more detailed information. (See appended 
“List of F.M. Articles.”—Editor) 


NEED FOR ALIGNMENT 

Although most common troubles encoun- 
tered with A.M. receivers, such as faulty 
condensers and resistors, are not foreign to 
F.M. receivers, and are located in like 
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manner, probably the major difficulty with 
F.M. receivers is that of alignment. In an 
A.M. receiver, the result of I.F. stages only 
slightly misaligned is a loss in sensitivity 
and selectivity. 

The result of misalignment in an F.M. 
receiver is much more apparent and serious, 
for unless the I.F. stages and discriminator 
are accurately aligned, not only will loss 
in sensitivity be experienced, but also the 
symptoms of distortion and noisy reception 
will be encountered. The need for precise 
alignment of the I.F. and discriminator 
stages cannot be overemphasized. Despite 
statements to the contrary, new receivers 
often require realignment, due to changes 
occurring in shipment and delivery, where 
adjustment trimmers or circuit leads shift 
sufficiently to influence alignment. This is 
so, notwithstanding precautions taken by 
designers to avoid, by careful packing, 
bonding, and engineering, the possibility of 
changes. For this reason, the alignment of 
F.M. receivers should be thoroughly under- 
stood. It must be remembered, however, that 
most new receivers reach their final destina- 
tion in perfect condition, and the impression 
that all receivers must be realigned is not 
intended. Before alignment is attempted, the 
symptoms displayed during receiver opera- 
tion must warrant the need for the pro- 
cedure. Noisy operation and distortion is 
not always the result of misalignment. More 
often, it is due to insufficient signal pick-up, 
the cause of which may be a faulty antenna 
system—faulty in the sense that the dipole 
may not resonate at the F.M. band or be 
properly oriented—transmission line mis- 
match to the dipole or receiver, or the use 
of a transmission line with high R.F. 
losses. This was discussed in some detail in 
Part I of this article. At any rate, there has 
been and will be need for alignment of the 
tuned circuits of F.M. receivers. 

The procedure followed in F.M. receiver 
alignment is similar in many respects to 
that employed with A.M. receivers, but with 
several important differences. In A.M. re- 
ceiver alignment, a low input signal is used 
to adjust tuned circuits to prevent exces- 
sive action of the automatic volume control 
(A.V.C.) and thereby circumvent the use 
of an output indicator. A strong signal is 
necessary to align F.M. receivers, a signal 
strong enough to saturate the limiter tube, 
since this condition is normal during regular 
operation. The output indicator is no longer 
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a copper-oxide rectifier type of A.C. meter 
connected to output plate or voice 
circuits. 

There are 2 recognized methods of align- 
ing the I.F. and discriminator stages of an 
F.M. receiver. One is through the use of a 
wide-band, frequency-modulated signal gen- 
erator, and oscilloscope, which is called 
visual or variable-frequency alignment, a 
procedure employed by many manufacturers 
who claim that this is the only proper way 
to obtain perfect alignment. A_ second 
method, referred-to as fixed-frequency align- 
ment, makes use of a signal generator ar 
a sensitive milliammeter, such as is used 
20,000 and 10,000 ohms/volt voltmeter 
struments. 

Which alignment procedure is superior i 
not a question to be decided here. The 
vantages of visual alignment are well- 
known, but too few radio service shops 
radio technicians are as yet equipped wit! 
the wide-band frequency modulator nec 
sary for visual alignment on an oscilloscop 
Besides, when receivers are serviced in the 
field, transporting equipment such as os 
loscopes and frequency modulators is incor 
venient. However, either the variable-f: 
quency or fixed-frequency method may 
employed to effect good alignment, and for 
this reason both are described. 


coil 


VISUAL ALIGNMENT 

The vertical plates of the oscilloscope 
connected to the “high” side of the limiter 
load resistor, as shown in Fig. 9, and the 
ground terminal is connected to ground or 
chassis of the receiver. The signal generator 
is connected to the control-grid of the 
1st-detector or mixer, and ground, the same 
ground connection used for the oscilloscope. 
(In the General Electric F.M. adapter or 
receiver using 2 l1st-detectors, the signal is 
fed into the 2nd mixer). 

The wide-band frequency sweep oscillater 
may be incorporated within the signal gen- 
erator or contained in the oscilloscope. In 
any case, the sweep oscillator is hetero- 
dyned with the signal generator unmodu- 
lated output to produce the specified inter- 
mediate frequency signal for the receiver 
under alignment. Use the widest 
frequency that is possible with the equip- 
ment employed, since correct adjustment is 
simplified. In some signal generators and 
oscilloscopes, a sweep frequency as high as 
750 ke. is available. In others, a sweep fre- 
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quency of only 200 ke. to 800 ke. is possible. 
When the frequency modulator is contained 
within the oscilloscope, synchronizing is no 
problem. Otherwise, a synchronizing voltage 
from the “wobbulator” must be injected into 
the oscilloscope to obtain a steady pattern. 
Starting with the limiter input transformer, 
and proceeding back to the Ist I.F. trans- 
former, adjust trimmers of each I.F. trans- 
former to obtain a symmetrical response 
curve closely similar to that illustrated at 
Fig. 10. 

In some receivers, a stage-by-stage or 
progressive alignment, rather than an over- 
all alignment will produce better results. 
The frequency-modulated signal generator 
output is connected to the control-grid of 
the IF. amplifier preceding the limiter and 
the limiter transformer is adjusted to obtain 
a curve with steep sides and wide peak. 
Each transformer is then adjusted after the 
signal generator connection is made to the 
control-grid of the tube preceding that 
transformer. These I.F. transformers should 
be adjusted to give maximum width consist- 
ent with maximum vertical deflection. No 
over-all adjustments are made after this 
stage-by-stage alignment is completed. 

A dummy antenna, consisting of a 
0.05-mf. or 0.1-mf. condenser, must be used 
in series with the “high” side of the signal 
generator and tube control-grid. When the 
generator is coupled to the grid of the 
mixer, insufficient output may result due to 
the low impedance of the R.F. coil in the 
mixer grid circuit. In this case, it may be 
necessary to temporarily disconnect the 
R.F. grid lead from the mixer control-grid, 
and couple the generator through the dum- 
my antenna directly to the mixer. A re- 
sistor, from 10,000 to 25,000 ohms in value, 
must be connected from tube grid to 
ground to complete the grid circuit. 

To align the discriminator, the oscillo- 
scope is connected across the diode load 
resistors. The vertical plates are connected 
as shown in Fig. 11, and the ground termi- 
nal to the ground or chassis of the receiver. 
Without altering or disturbing the fre- 
quency setting of the frequency-modulated 
signal generator, which is coupled to the 
control-grid of the mixer, adjust the 
primary and secondary trimmers of the 
discriminator transformer, referred to as 
Cp and Cs, to obtain the “S” or “X” trace 
on the screen of the oscilloscope as shown 
in Fig. 12. 

The type of pattern depends upon 
whether single- or double-trace alignment 
is employed. It can be seen that the center 
part of the single trace is a straight line 
and is centered and symmetrical with re- 
spect to all axes. The double-trace dis- 
criminator characteristic must also be cen- 
tered and symmetrical, as shown, with the 
crossover at the horizontal and vertical axes. 
When trimmer Cs (Fig. 11) is adjusted to 
more than correct capacity, the traces il- 
lustrated at Fig. 13 will be obtained. The 
traces shown at Fig. 14 picture the condi- 
tion resulting when Cs is adjusted to less 
than correct capacity. The adjustment of 
trimmer Cp (Fig. 11) determines the 
earity of the center portion of the trace, 
ich must be straight. Incorrect align- 
ent of Cp may provide a trace shown at 

15. Since the adjustment of Cp and 
inter-lock to some extent, it is usually 
‘essary to readjust Cs again after Cp is 
ned. When the “S” or “X” trace seen 

Fig. 12 is obtained, the discriminator 

rment is complete. 


FIXED-FREQUENCY ALIGNMENT 

Highly satisfactory and accurate align- 
ment of the I.F. and discriminator stages 
of an F.M. receiver may be accomplished 
without a frequency modulator and oscil- 
loscope. For this purpose, a calibrated 
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signal generator and a sensitive D.C. in- 
dicating instrument are essential. The in- 
dicating instrument may be a D.C. vacuum- 
tube voltmeter or a 10,000 or 20,000 
ohms/volt volt-ohmmeter combination with 
several low-current ranges. Stage-by-stage 
alignment is employed, starting with the 
limiter stage input transformer. 

The signal generator is adjusted to pro- 
vide an unmodulated output at the correct 
intermediate frequency for the receiver 
under alignment, and is coupled to the con- 
trol-grid of the I.F. amplifier tube pre- 
ceding the limiter input transformer. A 
dummy antenna consisting of a 0.1-mf. con- 
denser, connected in series with the high 
side of the generator to the tube grid, is 
important. The ground lead or shield of the 
generator output cable must be properly 
grounded to the receiver. 

Since the current flowing in the grid 
circuit of the limiter is proportional to the 
signal, connection of the output indicator is 
made to the limiter stage. The mode of 
connection depends upon the type of indica- 
tor and limiter. When an electronic or D.C. 
vacuum-tube voltmeter is employed, it is 
only necessary to connect it from the con- 
trol-grid of the limiter tube and ground, 
or across the load resistor as shown in 
Fig. 17. Otherwise, a milliammeter is con- 
nected in series with the load resistor, 
shown in Fig. 18. 

In some receivers, a low-value resistor of 
about 1,000 ohms, part of the limiter load, 
is provided so that the milliammeter may be 
shunted across the resistor. Inasmuch as 
the meter resistance is much less than that 
of the 1,000-ohm resistor, the greater por- 
tion of the grid current will flow through 
the meter. This circuit is shown at Fig. 19. 
It is advisable to use twisted-pair leads to 
connect the meter to the circuit. 

Each I.F. stage is adjusted to provide 
maximum deflection or reading on the 
D.C. electronic voltmeter or milliammeter, 
coupling the signal generator successively 
to the control-grid of each I.F. amplifier 
to the mixer grid. The adjustment will be 
found to be broad due to the wide-band 
characteristics of the I.F. transformers. 
When this procedure is completed, and with 
the signal generator coupled to the mixer 
grid, the frequency setting of the genera- 
tor should be changed 75 ke. or 100 ke. 
above and below the correct intermediate 
frequency, noting the reading on the in- 
dicating instrument in each case. When the 
I.F. amplifier is correctly and accurately 
aligned, the reading on the meter should 
decrease an equal amount above and below 
the intermediate frequency. The alignment 
should be repeated until this condition re- 
sults. Keep the signal generator output low 
when adjusting I.F. stages, just below the 
point where further increase in signal 
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output produces no 
reading. 

To align the discriminator, the signal 
generator is coupled to the limiter control- 
grid or the mixer grid in accordance with 
individual manufacturers’ instructions. In 
this instance, a strong input signal is re- 
quired. The output indicator is connected to 
the discriminator load resistors as shown 
at Fig. 20A. When a V.-T.Vm. is used, the 
probe or high side is connected to point 
A or B, and the ground terminal to the 
chassis of the receiver. The primary trim- 
mer Cp is adjusted for maximum reading on 
the meter with the probe at B. The 
secondary trimmer Cs is aligned for zere 
reading with the probe at A. When a D.C. 
milliammeter is entployed as the output in- 
dicator (a zero-center type is advan- 
tageous but not entirely essential), it is 
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connected in series with the lower diode 
load resistor and ground as shown in Fig. 
20B. Trimmer Cp is adjusted for maximum 
reading and trimmer Cs aligned for zero 
reading. Care should be exercised when 
using a microammeter without zero center 
since the meter will read below scale when 
the secondary trimmer is adjusted in the 
other direction. 

A high-resistance D.C. voltmeter of 20,000 
or 10,000 ohms/volt sensitivity may be used 
as the indicating instrument and is con- 
nected from point A to ground, but the 
precaution mentioned in connection with 
meters without zero center must be ob- 
served. It is possible to change the zero 
adjustment of the meter to read up-scale 
to avoid slamming of the needle off-scale 
when the secondary trimmer is adjusted. 

The following procedure is suggested only 
as a means of accomplishing I.F. and dis- 
criminator alignment when other essential 
equipment is not available. 

Since an audio signal is developed across 
the limiter load resistor in the circuit shown 
at Fig. 5, a modulated signal and conven- 
tional copper-oxide rectifier type of output 
meter may be employed to align the I.F. 
stages in an F.M. receiver. The meter is 
connected in the usual manner to the output 
tube plate circuit, and the input of the 
audio amplifier is connected to the limiter 
load resistor. The I.F. transformers are 
then peaked for maximum reading on the 
meter. The discriminator is aligned by con- 
necting the audio-amplifier input to point 
B, the junction of the diode load resistors, 
shown at Fig. 8, and the discriminator 
transformer trimmers adjusted for maxi- 
mum indication on the output meter. 


R.F. AND OSCILLATOR ALIGNMENT 

The alignment of the radio frequency and 
oscillator stages in an F.M. receiver presents 
no problem and is carried out in conven- 
tional manner, similar in all respects to 
A.M. receiver alignment. Calibration of the 
high-frequency end of the F.M. band is pos- 
sible with the oscillator shunt trimmer, but 
because of the narrow spread or limits of 
the band, no oscillator padding condenser 
is provided. When padding of the oscillator 
circuit to calibrate the low-frequency end 
of the band is required, an end turn of the 
oscillator coil may be shifted slightly to 
effect the alignment. 

In connection with oscillator alignment, 
it must be remembered that the oscillator 
in an F.M. receiver of conventional design 
is operated below the signal frequency, not 
above, as in A.M. receivers. This is done to 
avoid possible image frequency interference 
from the television channels that lie above 
the F.M. band, and to secure greater oscil- 
lator stability. The dummy antenna for 
R.F. and oscillator alignment consists of 
a resistor of 100 ohms value connected 
across the antenna input to the receiver. 


RECEIVER TROUBLES 

One of the most common complaints re- 
ported with F.M. receivers is that of noisy 
reception. In many instances, this trouble 
may be traced to insufficient signal input 
to the receiver. However, we are concerned 
with those cases where the antenna sys- 
tem is entirely adequate. Lack of balanced 
receiver input, which renders a good an- 
tenna less effective, has been found often. 
The receiver may have one side of the 
input transformer primary at ground po- 
tential, or capacity coupling between 
primary and secondary may be present. 
This condition is made apparent, when con- 
necting only one side of the transmission 
line to the receiver or connecting one side 
of the line to one certain input terminal, 
will provide a stronger signal. The need 
for a matching transformer is obvious in 
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this case, so that the effects of unbalance 
are overcome. 


Faulty operation of the limiter will pre- 
vent correct clipping action and elimination 
of amplitude changes in the modulation. 
This has been found due to changes in re- 
sistor values which upset operating po- 
tentials. The use of low-tolerance resistors 
in F.M. receivers indicates the importance 
of correct values. Since the plate and 
screen-grid voltages of limiter tubes are low, 
discrepancies of 10% to 20% are sufficiently 
great to alter the tube characteristic. The 
time constant of the resistor and condenser 
in the limiter circuit has been carefully 
computed. Substantial changes in these 
values may produce improper operation. 

Another common trouble with F.M. re- 
ceivers is distortion. This condition is 
caused by any one or more of a number of 
failures, but principally, incorrect I.F. dis- 
criminator alignment. When the discrimina- 
tor characteristic is not linear, frequency 
changes in the signal will not be converted 
into a sine audio voltage. Misalignment of 
the I.F. amplifier may result in unequal 
amplification of the wide frequency band 
essential for correct operation, and conse- 
quently a non-linear discriminator response. 
Both the I.F. amplifier and discriminator 
must be aligned to the same frequency and 
the response of the I.F. amplifier must be 
equal over the required spread on both 
sides of the intermediate frequency. 

Oscillator stability is an important con- 
sideration in F.M. receiver design and most 
receivers incorporate means to overcome 
oscillator drift. The use of temperature- 
compensated condensers is common. In some 
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cases, these components are mounted close 
to some resistor which carries current and 
produces heat. An alteration in the relative 
position of these components may defeat 
the purpose of the condenser. When parts 
are replaced, leads and components must 
be replaced and redressed exactly to their 
original positions, which rust be carefully 
observed. Should the temperature-com- 
pensated condenser require replacement, it 
is important that a unit not only of the 
exact capacity be used, but with the same 
temperature coefficient and in the right di- 
rection. Oscillator drift may be due to leak- 
age paths resulting from excessive use of 
soldering flux and faulty insulation, whose 
constants change with temperature and 
humidity. Oscillator drift causes consider- 
able detuning and prevents linear operation 
of the discriminator, thereby introducing 
distortion. 


Another cause for distortion and noisy 
reception is oscillation or regeneration, oc- 
casioned by faulty bypass condensers, im- 
perfect shielding or bonding, and improper 
lead dressing. This regeneration is not al- 
ways apparent in the form of a “whistle”, 


but makes its presence known by the 
symptoms of distorted reproduction. Tuning 
condenser chassis bonds, coil and tube 
shield grounds, and grounding lugs for 
bypass condensers, may become imperfect. 
Reliance upon rivets is misplaced and these 
points are often the reason for regenera- 
tion. The open-circuiting or increase in 
value of the resistors shunted across 
primary or secondary of I.F. transformers 
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has been found to produce a similar con 
tion, whereby the resistive loading effect ; 
removed, thus introducing regeneration ani 
distortion. Leakage between grid 
cathode of type 1852 and 1853 amplit 
tubes is a too-frequent occurrence. It 
suggested that these tubes be carefu 
tested in any convenient manner for leak- 
age, before deciding that misalignment 
producing the distortion or weak n 
reception. 

One of the advantages claimed for F.) 
receivers is the extended high-freque: 
range. In some cases, brilliance in repr 
duction of the high frequencies may 
lacking or inadequate, despite correct aligr 
ment and operation. It is only necessar 
to change the constants of the filter circuit 
shown in Fig. 21, connected between thx 
discriminator and audio amplifier. Th 
filter, consisting of ‘resistance and capacity, 
is used to attenuate the high-frequer 
boost introduced in transmission, thereby 
tending to flatten out the overall audio f: 
quency response. Removal of the filter en- 
tirely is not recom:nended, but a change in 
the time constant, usually 100 microsecond 
may be warranted. By reducing the value 
of the resistance or capacity, an increase 
in high-frequency reproduction is secured. 

On the whole, the radio technician who 
recognizes and understands the major dif- 
ferences between F.M. and A.M. receivers 
should have little difficulty in the installa- 
tion and service of F.M. receivers. 
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NEW RADIO OPPORTUNITIES 
IN THE U.S. NAVAL RESERVE 


“Class V-3,” 


the new streamlined classification in the Naval Reserve for radio sig- 


nalmen and telegraphers, gives RADIO-CRAFT readers an exceptional incentive to “Join 
the Navy and See the World.” The qualifications necessary for membership in this 
new group, and the prospects for advancement, make the patriotic gesture of thus co- 
operating in National Defense especially inviting as the following article discloses. 








Photo—U. 8S. Navy Recruiting Bureau 
The Navy ~~ here shown sending a message 
by long and short flashes of light from the search- 
light as controlled by a telegraph key under his 
right-hand, counts a knowledge of radio as only 
part of his stock in trade. However the urgent need 
for qualified radiomen is reflected in the new 
Class V-3 of the United States Naval Reserve, which 
offers exceptional opportunities not only to Service- 
men but to all classes of technicians in the radio 
field. Not shown in this photograph is the Navy's 
receiving signalman who ordinarily views the search- 
light, up to the limit of visibility, through a powerful 
telescope. This view illustrates only one of the many 
activities being taught at Naval Reserve Radio 

Schools. 


ITH the several parts of the world 
W at loggerheads, and the Navy of this 

country patrolling an ever-increasing 

area of the Atlantic and Pacific 
Oceans, opportunities in the United States 
Naval Reserve are numerous and attractive 
for qualified radio communications men. 


CLASS V-3 


The aim of the Navy Department in de- 
signing the new streamlined Class V-? in 
the Naval Reserve for Radiomen, Signal- 
men, and Telegraphers, is to permit a man 
with valuable civilian experience in one of 
these 3 fields to be enlisted in the Naval 
Reserve as a Petty Officer, with the corre- 
sponding pay and privileges. 

The Navy needs men who are specialists 
in Radiotelegraphy. The following para- 
graphs explain what Class V-3 of the United 
States Naval Reserve offers these men both 
in Petty Officer ratings, and in chances for 
rapid advancement. 
RADIOTELEGRAPHERS — LICENSED.— 
Men already licensed as radiotelegraphers 
will be enlisted in Class V-3 in accordance 


with Table I. The last 2 columns of this, 


table may be explained in this way. 

A man with a license as a radiotelegrapher 
is given an Advanced Seaman rating upon 
enlistment. (The untrained applicant is en- 
listed as Apprentice Seaman.) Shortly after 
enlistment the licensed man will be ex- 
amined, and on the basis of this examina- 
tion he will be given a rating as a Petty 
Officer (in this case Radioman), 2nd Class, 
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or 3rd Class, or as a Seaman, Ist Class. The 
purpose of enlisting trained men at this 
higher rating is to give them the advantage 
of the higher pay grades, and to enable 
them to advance to Chief Radioman (Chief 
Petty Officer) more rapidly. The United 
States Naval Reserve will always take ad- 
vantage of any specialized training an ap- 
plicant has received in civilian life. 
RADIOTELEGRAPHERS NOT LI- 
CENSED.—A radiotelegrapher, not yet pro- 
ficient enough to be licensed by the Federal 
Communications Commission, who desires to 
enlist in the U. S. Naval Reserve as radio- 
man, will be enrolled in Class V-3 as Ap- 
prentice Seaman. 

He will be sent upon enlistment to a 
Naval Reserve Radio School, where he will 
not only receive training as a radio opera- 
tor, but will also be indoctrinated with Navy 
procedure and custom. 

Upon conclusion of his period of training 
he will be examined and rated as Seaman, 
2nd Class, or Ist Class, or as Petty Officer, 
depending upon the degree of proficiency 
which he has attained. 
SIGNALMEN. — Qualifications for signal- 
men in the United States Navy include not 
only such general technical knowledge as 
the use of a stadimeter, pelorus, and navi- 
gator’s range finder, but also a particular 
and complete familiarity with the signal 
bridge aboard ship, and with the details of 
navy practice. 

Men with or without previous training 
(unless this training has been in the United 
States Navy) who desire to enlist in Class 
V-3 of the United States Naval Reserve as 
signalmen will be enrolled with a rating of 
Seaman, 2nd Class. When these men have 
qualified in accordance with an examination, 
they will be advanced to the rating of Sig- 
nalman, 3rd Class (Petty Officer, 3rd Class). 
TELEGRAPHERS. — Men with civilian 
training in Morse telegraphy are urged to 
enlist as telegraphers in Class V-3 of the 
U. S. Naval Reserve. These men will be 
given Petty Officer ratings upon enlistment. 

Depending upon the amount of training 
they have received, these men will be en- 
listed as Chief Telegraphers, or as Tele- 
graphers, Ist, 2nd, or 3rd Class (that is, 
Chief Petty Officer, or Petty Officer Ist, 
2nd, or 3rd Class). Such men will receive 


the pay grade corresponding to the rating 
they receive at the time of enlistment. (See 
below.) 

MEN WITH PREVIOUS NAVY RAT- 
INGS.—If a man has been honorably dis- 
charged from the Navy or Coast Guard 
within 3 years with a rating as radioman, 
signalman, or telegrapher, or seaman strik- 
er for these ratings, he is eligible for enlist- 
ment in Class V-3 in the 
sponding rating to that in 
discharged. 

If such a man, however, has since his 
discharge received a license as a civilian 
radiotelegrapher which would, in accordance 
with the above table, enable him to enlist in 
class V-3 in a higher rating than the one in 
which he was discharged from the Navy, he 
will not be held to his former rating with 
the Navy, but may take advantage of the 
higher rating. 

Men who have been discharged from the 
Navy or Coast Guard for a period longer 
than 3 years must secure the approval of 
the Bureau of Navigation before they can 
enlist in Class V-3 at their former rating. 


same or 
which 


corre- 


he was 


PAY GRADES 
Men without specialized training as radio- 
men, signalmen, or telegraphers will be en- 
listed as Apprentice Seamen, and will be 
paid $21 per month.* Men with specialized 
training who are enlisted with a rating will 
be paid according to the following scale: 
RATING *PAY PER MONTH 
Seaman, 2nd Class $36 
Seaman, Ist Class $54 
Petty Officer, 3rd Class $60 
**Petty Officer, 2nd Class $72 
**Petty Officer, Ist Class $84 
**Chief Petty Officer (Acting 
Appointment) 
**Chief Petty Officer (Per- 
manent Appointment) 


$99 
$126 


GENERAL QUALIFICATIONS 
All applicants for Class V-3 of the United 
States Naval Reserve must be between the 
ages of 17 and 36. They must be intelligent 
(Continued on page 241) 


*In addition to the pay listed here, all men are 
provided with food and quarters, and are given 
an initial clothing allowance equivalent to $118. 

**These men will be given an additional allow- 
ance if they have dependents. 





LICENSE HELD *RATING 


RADIOTELEGRAPH — COMMER- 
CIAL: 
1st Class 
2nd Class 
Operator’s permit 


Seaman, 
Seaman, 
Seaman, 
RADIOTELEGRAPH— 
AMATEUR: 
Class A or B 
Class C 


*Cf., corresponding pay grades 


Seaman, 


above under 





TABLE I 


ENLISTED 


Seaman, 2nd Class 
“PAY GRADES.” 


IN WHICH *AUTHORIZED RATING 


WHEN QUALIFIED 


Class 
Class 
Class 


Class 2nd 
2nd 


3rd 


Radioman, 
Radioman, 
Radioman, 


Class 


1st 
Ist 
Ist 


Class 


1st Class Radioman, 3rd Class 


Seaman, Ist Class 
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POWER FACTOR CORRECTION 


The widespread use of fluorescent lights which are low power factor devices has 
brought to the fore the disadvantage of low power factof operation on A.C. power 
lines. Just how power factor affects the power requirements and the cost of oper- 
ation of not only fluorescent lighting equipment but other pieces of electric ap- 
paratus operated on A.C. is here described in an accurate, graphic and unusually un- 
derstandable manner. This includes an elementary analysis of A.C. versus D.C. 
theory. The article is a reprint from The Aerovox Research Worker, house organ 


ECENT deveiopments in the use of 

fluorescent lamps have brought to the 

fore the disadvantages of low power 

factor operation on A.C. power lines. 
The disadvantages are not only of impor- 
tance to the power companies, which long 
have known and tried to correct them, but 
to the users of power as well, who up to 
now have done very little about low power 
factor operation. 

The widespread use of fluorescent lights, 
which are low power factor devices, has 
made the use of power factor correction 
equipment of importance to both power 
company and power user. 

The power companies are concerned be- 
cause these lamps require about twice as 
much current as an incandescent lamp of 
the same power rating. The electric bills, 
however, are determined not by the current 
but by the power in watts used. 

The user of these lamps is concerned be- 
cause the number of lamps that can be con- 
nected to a branch circuit is only one-half 
the number of Mazda lamps of the same 
power rating. Moreover, the power lost in 
the line is 4 times greater than with an 
equivalent light load of Mazdas. The actual 
cost of this power may not be very great, 
but it does show up in a larger line voltage 
drop and increased flickering of the lights 
as lights or other loads are turned off and 
on. 

To explain this, a brief review of the 
fundamentals of alternating current theory 
is desirable. 


FUNDAMENTAL A.C. AND D.C. THEORY 
An alternating current or voltage differs 
from a direct current or voltage insofar as 
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the flow of current, or the force of the volt- 
age, is not always in one direction, but 
actually reverses itself twice a cycle. This 
can be observed by the shock received when 
an alternating voltage is applied to the 
body. When such a voltage, of sufficiently 
low value so that it can be endured for some 
time, is applied to the body, a vibrating or 
tickling sensation is observed. When a direct 
voltage is applied to the body, the sensation 
is not vibratory, but constant. 

Graphically this is shown in Fig. 1, which 
depicts the variation of the magnitude of 
the voltage with time. If the values above 
the zero line are considered positive, the 
current can be considered flowing from the 
generator to the lamp for one-half of the 
cycle, and from the lamp back to the gen- 
erator during the second half of the cycle, 
as shown by the current lying below the 
zero line. A direct current is represented by 
the dotted line, which shows a constant cur- 
rent flowing in one direction at all times. 

Since the voltage of the generator 
changes direction twice a cycle, the current 
Will change its direction of flow in step with 
the voltage. The current, however, may lag 
behind the voltage, or even lead it depending 
on the type of circuit connected to the gen- 
erator or the line. If the load is a coil, the 
current will lag the voltage, although main- 
taining the same rate of alternation. When 
a condenser is connected to the line, the 
current through the condenser will lead the 
voltage. This is illustrated in Fig. 2. It will 
be noted that the effect of the condenser 
is opposite to the effect of the coil, as far 
as the relative timing of the currents is 
concerned. 

The use of the curves to illustrate the 
relative timing of the current and voltage 
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is rather awkward, and to simplify this, the 
vector form is used. By definition, a vector 
is a quantity having magnitude and direc- 
tion. Thus a wind blowing toward the north- 
east with a velocity of 10 miles per hou 
could be represented by an arrow 10 units 
long pointing northeast. A wind can be con- 
sidered more or less constant in magnitude 
and direction for fairly long periods of time, 
but alternating currents or voltages change 
direction rapidly, reversing 120 times per 
second for a 60-cycle system. 

For this reason, vectors used to represent 
or illustrate alternating currents or volt- 
ages are considered as rotating, although 
they are always drawn in a fixed position. 
The direction of rotation is normally coun- 
ter-clockwise so that the relative timing of 
2 or more alternating currents or voltages 
can be represented by the position of their 
vectors. Figure 3 shows how the currents 
and voltages of Fig. 2 would be depicted. 

From a power point of view, the Alté 
nating Current System differs from th: 
Direct Current System in that the product 
of current and voltage is not power 
watts. 

To obtain the power in watts for an alter- 
nating current system, it is necessary t 
multiply the product of current and volta 
by a factor called power factor. The valu 
of the power factor can never be greate! 
than “1” and is usually less than “1.” In 
fact, the power factor may be “zero” so 
that it is theoretically possible to have a 
circuit in which current is flowing, yet no 
power (such as would be recorded on 
watt-hour meter) would be taken from the 
line. Or, from the other point of view, 4 
given power load, such as an inductior 
motor operating at 50% power factor, would 
OCTOBER, 


for 1941 











TABLE I 

POWER FACTOR CALCULATION 
K. 
4.890 
4.656 
4.433 
4.231 
4.045 
3.873 
3.714 
3.566 
3.429 
3.300 
3.180 
3.067 
2.961 
2.861 
2.766 
2.676 
2.592 
2.511 
2.434 
2.361 
2.291 
2.225 
2.161 
2.100 

2.041 of 98 

1.930 100 

1.930 100 
The above table gives K values for 
each Power Factor. In order to obtain 
the required K.V.A. (kilovoltamperes), 
it is only necessary to subtract one K 
from the other and multiply this by 
the kw. (kilowatt) load. Example: 
Correct a 10-kw. load 220 V.-60 cycle 
at 64% power factor to 90% power 

factor. 


“a 


hm OO OO ~1 9 =1° 
> Go hoe 


K. 
.909 
882 
855 
829 
802 
-776 
-750 
-724 
698 
672 


646 


1 +3 60 G0 
nl 


Drd = 
on 


ee ee ee ee ed eed ad 
CYKacCrors 


bot io ty tom im im Orn 
bote¢ 


K at 64% = 1.201 
K at 90% =-.484 
-717 
717 X 10 kw. = 7.17 K.V.A. required 


From table below, 220 V. = 55 mf. 
per K.V.A. The corrective capacity 
necessary is 55 X 7.17 = 394 mf. 


Volt Mf. per K.V.A. 
219 mf. 
55 
24.3 
13.8 
8.76 
6.09 
3.42 











require twice as much current as a motor 
driving the same load but operating at 100% 
power factor. The wire necessary for run- 
ning the 50% power factor motor would be 
twice as large in cross-section. The same 
can be said of any load operating at low 
power factor. A power factor of 100% is 
the ideal condition, but power factors of 
85 to 95% usually are considered satisfac- 
tory. 


POWER FACTOR CORRECTION 

Normal devices, such as motors and flu- 
orescent lamps, have lagging power factors; 
while Mazda lamps and heaters have power 
factors which are nearly 100%. Condensers 
(including refrigerator “capacitors”), how- 
ever, have power factors that are nearly 
zero (about 1% or less), but leading. Since 
the current taken by a condenser leads the 
voltage, it is possible to use condensers to 
cancel-out the lagging currents of devices 
which operate at lagging power factors. 
Connecting a condenser of the correct value 
across the line at the terminals of a motor 
will cause the line current to decrease. 

To determine the current value of con- 
denser for any given load requires the use 
of trigonometry, or charts that have been 
made to eliminate the use of trigonometry 
as such. Table I gives the multiplying fac- 
tors which are used to compute the volt- 
ampere capacity of the condenser required 
for the correction of any load. 


The Table is based on the following 
theory: 
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Fig. 5. This curve in con- 
junction with Table | 





elps quickly solve the 











problem of condenser 

rating in X.V.A. when 

the condenser capacity 

and voltage values are 
known. 
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Figure 4 shows the vector diagram for a 
single-phase load of lagging power factor 
before and after correction. Note that the 
actual power is unchanged except for the 
small amount taken by the condenser. 


The total load is considered as consisting 
of 2 parts, (1) the power components 
marked “kw.” and (2) the wattless com- 
ponent marked “reactive K.V.A.” or “cur- 
rent.” To improve the power factor, it is 
necessary to reduce the magnitude of the 
reactive component. The connection of a 
condenser across the line at the load ter- 
minals will reduce the load reactive com- 
ponent by the value of the condenser K.V.A. 
component. The equations are given below. 


kw. 


P.F.=cos $ =- 
K.V.A. 


(1) 


kw. 
K.V.A. = —— 
P.F. 
(3) before correction 
R.K.V.A. = K.V.A. sin } = kw. tan $ 
after correction 
R.K.V.A. = R.K.V.A. — Cond. K.V.A. 
R.K.V.A. 
New P.F. = cos } = cos tan"! 


(2) 


(4) 


kw. 
0.377 CE? 

(5) Cap. K.V.A. = ———— 
1,000,000 
E is line voltage. 
C is capacity in microfarads. 

2,650,000 K.V.A. 
Cc = ———_ 

E? 

Table I, however, simplifies the computa- 
tion as shown by the following example: 

A 5-horsepower, single-phase motor oper- 
ates on a 220-volt line, drawing 4.4 kw. and 
28 amperes. It is desired to improve the 
power factor to 95%. 


The present power factor: 
4400 4400 
P.F. = ——— = — = .715 
22028 6160 

From the Table, the R.K.V.A. factor for 
.715 P.F. is .98, and for .95 P.F. the 
R.K.V.A. factor is .324. The difference be- 
tween the two R.K.V.A. factors multiplied 
by the power, which is 4.4 kw., gives the 
condenser K.V.A. required. 

Thus the condenser 
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K.V.A. = 44 


(.978-.329) = 4.4 X .649 = 2.86 or the re- 
quired capacity is: 


220° 


2.86 
C = 2,650,000 = 157 mfd. 


For polyphase systems the capacity will 
be divided into as many groups as there are 
phases, and one group will be connected 
across each phase. The computations will 
be exactly as outlined above if the K.V.A. 
and kw. values are known. If the current 
and voltage between lines and the line cur- 
rent are given, the K.V.A. is found by the 
following equations: 

E, I, 

For single-phase (2-wire) 

1000 


2E, I, 

For 2-phase (3-wire) ——— 

1000 

V3E, 1, 
~ 1000 


For 3-phase 
(3- or 4-wire) 


E, = voltage between phases or lines 
I, = current in line 


THE ECONOMICS OF POWER FACTOR 

CORRECTION 

In addition to the installation of power 
factor correction equipment, when required 
by law or power company regulations, it i 
often economical to install such corrective 
equipment in existing wiring systems. For 
example, the wiring capacity of a system 
can be increased without changing the wire 
size as was done in the following installa 
tion. 

A small plant had a connected load of 
73, %4-horsepower motors, and 2, 5-horse« 
power motors. The line feeding the 
tional horsepower motors was a 3/o rubber- 
ber-covered cable with a 175 
amperes. Increased business required the 
installation of 15 additional machines of 
the same type. This would require running 
an additional line from the main panel 
board. 

The installation of 0.25-K.V.A. condensers 
across each motor decreased the full load 
current of each motor from 3.3 amperes to 
2.5 amperes and decreased the maximum 
line current from 168 amperes to 129 
amperes. Thus the capacity of the existing 
line was increased by 30%, allowing the 
installation of 22 additional machines with- 

(Continued on page 241) 
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REDUCING PHONO TRACKING ERROR 


In the following article the author offers mathematical proof that phono tracking 
error may exist to a considerable degree, in the reproduction of sound-on-dise, al- 
though the error may be evident only to the trained ear. The importance of reduc- 
ing this error is brought out in a description of the author’s personal experiences in 
record reproduction; a simple method of accomplishing this improvement is suggested. 
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ITH the development of the electric 
pickup for sound reproduction from 
phonograph records, the popularity 


of recorded music has been greatly 
increased. Along with this increase in popu- 
larity there has been a more intensive study 
of some of the factors which are responsi- 
ble for the tone distortion or lack of fidelity 
commonly found in electric record players. 

Sound distortion can manifest itself in 
many ways, some of which are fuzziness or 
blurred tone or an imbalance of high and 
low tones, all of which were not in the music 
when played in the recording studio. Jt is 
to be noted here that the average human 
ear is a relatively poor judge of this distor- 
tion for it will only be evident to most 
listeners if the same recording is played on 
two or more different machines which are 
adjacent to each other in the same room. 

Also since approximately 75% of the 
records bought and played today are of 
the popular variety where rhythm and syn- 
copated effects are the chief aim, the record 
listening public is as yet not overcritical of 
the reproduction. 

However, with the recent slashes in the 
prices of classical records by the big com- 
panies and the popularized special offers of 
lighter classical records, it is felt that there 
will be an increasing demand for superior 
machines which will more nearly approach 
a lifelike quality in reproduction. 


TRACKING ERROR 

Among the mechanical contributors to 
tonal distortion is a flaw called tracking 
error. This error, although greatly reduced 
by the development of the tangential tone- 
arm, such as that shown in Fig. 1, can be 
still further reduced with a consequent gain 
in fidelity. 

Consumer’s Research, Inc., in their June 
1940 Bulletin state that “a phonograph 
needle should theoretically stand in the 
sound track at a slight angle from the 
vertical and should move across the record 
in such a way that its plane is at all times 
normal or perpendicular to the radius of 
the groove”, also—‘some form of tracking 
error correction is desirable if only as a 
very inexpensive insurance against a po- 
tential fault”. This means that the angle 
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“E” shown in Fig. 1 should be zero for the 
elimination of this mechanical flaw. It will 
be found, however, to vary in size from 
some minimum value with the position of 
the arm on the record or change in sound- 
track radius to the particular L, X, and 
@ chosen. 

Some records owned by the writer, who 
possesses a late-model 1941 radio - phono- 
graph of well known make, were played at 
a friend’s home some months ago with dis- 
appointing results to the writer, although 
they sounded naturally to the host! (Evi- 
dence of the fact that the human ear can 
accustom itself to any constant condition.) 
It was noted, at the time, that the machine 
was one of the small, low-priced record 
players possessing a straight tonearm or 
one in which the center line of the crystal 
coincides with that of the tonearm. 

Because of the audible difference in the 
sound reproduction between the two ma- 
chines, the writer’s curiosity was aroused 
and the thought occurred that possibly a 
serious tracking error difference existed in 
the two. So the dimensions L and X (Fig. 1) 
were taken on the friend’s machine and 
these same with the angle # on the author’s 
for subsequent investigation. 

Not being entirely content with the in- 
vestigation on two machines only and feel- 
ing that a third machine would afford better 
comparative results, the author visited the 
home of a second friend with the same 
records. This home contained another 1941 
radio - phonograph of well. known make. 
Here, although the results were not so 
startling, there was, nevertheless, a dif- 
ference in the reproduction of the music. 
The measurements L, X and # were taken 
and the writer proceeded at his home to 
make an analysis of the tracking error con- 
ditions of the two machines along with his 
own. 

In the first case, which was that of the 
straight tonearm on the small player, un- 
usually high error values were found 
(approx. 16°~30’) and no practical means 
could be evolved for their reduction within 
reasonable limits. Because of this, attempts 
at correction were discarded and all further 
consideration of this type arm was aban- 
doned. Since most superior-quality record 
players and radio - phonographs possess 
some form of the tangential principle in the 
arm construction, there is evidence to in- 
dicate that the straight arm is rapidly be- 
coming discarded. 

The calculations and subsequent conclu- 
sions accompanying this article are there- 
fore based on the two latter cases (the two 
1941 radio - phonographs) and purport to 
show that these possess an unwarranted 
amount of tracking error. 

The method used for correction shown 
here is one developed by the writer and will 
be found to be simple in application once it 
has been reviewed. The results show that 
the existing condition is due either to 
ignorance of its existence, insufficient study 
along the lines of the following analysis, or 
reluctance and/or inertia on the part of 
manufacturers to change certain cabinet or 
motorboard dimensions to accommodate the 
proper L, X and } dimensions. 
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CASE ANALYSES 

In Fig. 2, curve A represents the actual 
variation in tracking error found in cone 
machine while curve a shows the reductio: 
occasioned by small changes in the lengt 
x and L. Curves B and b show a similar 
lationship for a second machine. The 
lowing analysis for curves A and a is suf 
ficient to illustrate the procedure which ca 
be duplicated for any case: 


CURVE A 

Referring to Fig. 1 

L—7”", X—6.625”, }—25° 
maximum sound track r—5.75” 
minimum sound track r—1.875” 


ERROR E AT r—1.875” 

From the law of cosines we have, 
6.625? — 7°+-1.875°—2 x 7x 1.875 x Cos Lx 
44—494-3.52-26.25 Cos Lx 


from which 
Cos Lx—.324 and Lx 
E— (25°+Lx)-90° — +4 


71°04! 
(6°-04') 


THE VALUE OF r WHEN E=0 


44—494-r*_14r Cos 65 
44—49 4 r*_5.92r 


which by 


r—5.035” 


completing the square gives 


ERROR E AT r—5.75” 
44—49433-80.5 Cos Lx 
38 
Cos Lx— —— —.472 Lx—61°-49’ 
80.5 
E— (61°—49’ )—65° — ~—(3°-11’) 

The next step is the solution for the 
magnitude and the location of the maximum 
error between r—1.875” and 5.035”. Solving 
for y, or the distance from the center to the 
point of maximum error, we have, 
44—494 y*-1l4y Cos Lx 

y*+5 
or Cos Lx = —— 

l4y 
and taking the first derivative 
d Cos Lx y’-5 





dy 14y’ 
setting this derivative equal to zero to find 
the maximum value gives y—0 or 2.24”. 
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Obviously 2.24” is the rational value. 
5+45 
Then Cos Lx= =.319 Lx—71°-23’ 
31.35 
s at this point — (71°-23’ )—65° — 4 (6°-23’) 
the foregoing manner other points were 
puted to complete curve A. 


URVE a 
is assumed that E—0 at r—1.875” and 
' and lengths L and x can be computed 
the following manner, by subtraction— 
LX —-L?+-33-11.5L Cos 65° 
~X’=-L*-3.52+4.3.75L Cos 65° 


0—0+-29.48-4.87L+ 1. 58L or L—8.95” 
x=y¥V $3.52 — 14.2 = 8.33” 





MAXIMUM E BETWEEN r=1.875” and 


r—5.75" 
69.4—80-+4y*-17.9y Cos Lx 
y?410.6 


17.9y 


again taking the first derivative and setting 
to zero 


dCosLx  y%-10.6 


Cos Lx= 





dy 17.9y* 
gives y—0 or 3.26” and using y —3.26” 
10.6-4-10.6 
Cos Lx— ——————- — .364, Lx—68°~-40’ 
58.3 
Max. E=(68°—40’)-65° — + (3°—40’) 


Curves B and b were similarly computed 
and plotted as shown in Fig. 2 from the 
following data: 

for curve B, L—= 26", x—7.5”, $—23° 

for curve b, L—9.73”, x—9.16”, #—23° 


CONCLUSION 

Curves a and b represent only one of 
many possible variations which may be 
achieved in each case. Other combinations 
of L, x, and } will produce differing results. 
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OPPORTUNITIES IN 
NAVAL RESERVE 
(Continued from page 237) 
men of good character and moral reputa- 
tion; they must have no dependents, or be 
able to support those which they have. They 

must be in first-class physical condition. 

Applicants for Class V-3 must be native- 
born or fully-naturalized citizens of the 
United States, and they will be required to 
produce birth certificates or other satisfac- 
tory evidence of birth. 


TERM OF ENLISTMENT 

By order of the Secretary of the Navy all 
enlistments today in the United States 
vaval Reserve are for the duration of the 
Emergency. The nominal term of enlistment 
is for 4 years. But if the National Emer- 
ends several months after a man en- 
1 Class V-3, that man will be returned 
civilian job as soon as possible. He 
ot be required to serve out his term 

stment in active duty. 
cific information with regard to any 
f Class V-3, or with reference to the 
ility of a candidate’s being enlisted in 
ting, will be forwarded upon applica- 
the nearest Navy Recruiting Station. 
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DIRECT-COUPLED AMPLIFIERS 


FOR DISCRIMINATING MUSIC LOVERS 


a inne ae 


Desianed by A.C. Shaney 


These new amplifiers bridae the gap betw 

ratory and the nome ond moke avai'abi 

time, extraordinary equipment at less than ordinary 

prices. Built in a new way, wilhout interstage coup!’=g 

condensers or transformers. Although specifically de 

signed to meet the strictest requirements of profes 
; sional sound engincers, these direct-coupied amplifiers 

embody all desirable features sought by the most dis- 

criminating music lovers. Send for Literoture. 


AMPLIFIER CO. of AMER 
17 W. 20TH STREET, NEW YORK, N. Y. 











finally devolves into one principally depen- 
dent upon each manufacturer’s judgement 
and allowance for cabinet clearances. In 
order to minimize the error as far as pos- 
sible in some cases, it will probably necessi- 
tate the choice of such lengths for x and TYPES of Amperite 
L as will give approximately equal plus and Regulators replace 
minus values for E at the extreme ends of over 200 types of 
the tonearm travel. AC-DC Ballast Tubes now in use... . Has 
In the opinion of the writer, a small patented re eT | resistor 

‘ See ye : aus ist 

amount of research with the object of ob- WRITE FOR REPLACEMENT CHART “S” 
taining the most favorable combination of 


‘ . ‘ A t 561 B d N.Y.¢C 
the 3 aforementioned variables will result eyeene Se sR 


in practically the elimination of tracking 
error from phonograph construction. It is 
believed that a condition closely approach- 
ing the ideal can be accomplished with little 


or no changes in the cabinet or motorboard 
dimensions. 


It can therefore be seen that the problem i 
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decreased, resulting in better operation of WRITE FOR FREE 
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The most economical size of condenser 1313 W. Randolph St. Chicago, IL 
for any installation will depend on the rela- 
tive saving and the cost of the condenser. 
Usually it is not economical to correct the 
power factor to better than 90%, although rae 
there may be cases where 100% correction EFFICIENCY! 
would be desirable. Such may be the case | ee ee 
where the increased line capacity warrants ject sound clearly 
the improvement to 100%. F wll — aa 
Over-correction of power factor is seldom ee vor 
warranted. As the capacity across any line e UNIVERSITY 
is increased, the line current will decrease f ys LABORATORIES 
until 100% power factor is reached and | : New York City 
then will increase again. The power factor 
also decreases, but is said to be leading. 
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SERVICING MUSIC INSTRUMENTS 





Dear Editor: 


detail. 





Why This Article? 


I enclose an article on the subject of electronic musical instrument servicing which we would like to 
see published in Radio-Craft. An increasing number of radio Servicemen are being called upon to service 
our instruments and we feel that publication of this material in your magazine is one effective way of in- 
troducing our products to radio technicians everywhere. 

In preparing this material I have emphasized the “how it works” idea because obviously the first step 
in servicing any such special equipment is to understand the basic operating principle. Further, the nu- 
merous inquiries we have received from radio Servicemen asking help in repairing our instrument shows 
a very definite need for knowledge about how to distinguish one note from another and the relationship 
of octaves on a keyboard. As you will note, the illustrations prepared for this article cover these points in 


HAMMOND INSTRUMENT COMPANY 





G. A. Hopson, 
Organ Service Manager 








NEW customer has joined the “public” 
served by radio Servicemen. He is the 
musician who calls to report that mid- 
dle “C” is sounding an octave high; or, 
that his instrument (which is complete with 
amplifier and loudspeakers) has developed 
hum. And his orchestra goes on the air at 
8 o’clock; or, the family is entertaining and 
must have music! Here, indeed, is a new field 
for the radio man—a field which asks little 
specialized preparation and should pay well. 


TYPES OF INSTRUMENTS 

Electronic musical instruments fall into 
2 general classifications. (1) True electron- 
ic instruments generating electric current of 
different frequencies by means of vacuum- 
tube oscillators or electromagnetic or photo- 
electric devices comprise one group. Both 
tone-generating and amplifying units of 
these instruments call for a knowledge of 
circuits and thus invite the technician with 
radio experience. Examples are Hammond 
organ, Novachord and Solovox, and RCA’s 
Theremin. 

(2) Semi-electronic and electrically-am- 
plified musical instruments make up another 
group. These are conventional instruments 
with tuned strings or reeds with vibrations 
picked up by some such means as electro- 
static or piezoelectric systems. Servicing the 
amplification and pick-up units in these in- 
struments present another opportunity to 
radio technicians. Typical of this group are 
the Orgatron, Reed Organ, Meissner Electric 
Piano, and numerous Electric Guitars. 

We shall limit ourselves here to a few of 
the true electron:c instruments which are en- 
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joying wide distribution. These are some of 
the most successful commercial instruments 
marketed since music making began to in- 
terest electronic engineers. Our treatment 
here will be limited to a description of what 
happens when a key is depressed. Average 
radio Servicemen can follow the circuit dia- 
grams but frequently have trouble servic- 
ing these instruments because they lack a 
clear understanding of “how it works.” 

You don’t have to know how to play “My 
Old Kentucky Home” to get your share of 
this work, but you should learn to distin- 
guish one note from another and you ought 
to know about “octave intervals.” So look 
at Fig. 1 which is the 3-octave keyboard of 
the Solovox (a melody instrument made as 
a piano attachment). 

Keyboard instruments are divided into oc- 
taves of 12 notes each with 7 naturals 
(white keys) and 5 sharps or flats (black 
keys) in a definite sequence. Highest note of 
the Solovox is “B” at extreme-right with a 
fundamental frequency of 3,951 cycles-per- 
second (or c./s.). The 2nd “B” (highest note 
in the middle octave and in identical posi- 
tion with reference to other notes) is the 
octave interval with a frequency of 1,975.5 
c./s. or exactly one-half of high “B.” Simi- 
larly “B” note in the lowest octave is an- 
other octave interval with a frequency of 
987:7 ¢./s. The same applies to all other 
notes of the scale from octave to octave. 


THE SOLOVOX 

All notes of the Solovox are controlled by 
a single radio-type vacuum-tube oscillator 
operating at the audio frequencies of the 
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highest octave of the instrument. (2,09: 
3,951 c./s.) Each time a key is depressed, ¢ 
switch under it tunes this “master” 
tor to the pitch associated with the key 
this highest octave range. Thus, whenever ¢ 
“C” key is depressed (the tuning cont 
for all the “Cs” are in parallel) this 
lator is tuned to 2,093 c./s., which i 
lowest frequency. If a “B” note is depr« 
the frequency will be 3,951 c./s., which 
highest frequency. 

The output of this master oscillator « 
trols the frequency of a 1st controlled « 
lator (called the “buffer” oscillator) 
is adjusted to operate at the same freque! 
as the master oscillator. The output of 
buffer oscillator, in turn, controls th« 
quency of the 2nd controlled oscillator 
adjusted to oscillate at one-half the freque! 
cy of the first oscillator. This new frequency 
corresponds to a note of pitch 1 octave |! 
er than the buffer oscillator. 

Similar cascaded oscillators provide 
pitches of 2, 3, 4, and 5 octaves below that 
of the 1st controlled or buffer oscillator. In 
this way, each time the master oscillator is 
tuned to some given note, each of these 6 
controlled oscillators produces a note which 
is in exact octave relation to the master, 
thus forming a series of 6 notes in exact 
octave relationship. The particular oscilla- 
tor selected for sounding through the am- 
plifier and speaker depends upon the par- 
ticular playing key depressed, and also upon 
which of the register controls (Bass, Tenor, 
Contralto, Soprano) are used, as shown in 
Fig. 1. 

For example, using the “Soprano” tablet, 
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the tone of the highest octave is supplied 
by the master oscillator through the buffer 
oscillator, middie octave is supplied by the 
2nd controlled oscillator, and lowest octave 
by the 3rd controlled oscillator. Then by 
changing to “Contralto,” the tone of the en- 
tire keyboard drops an octave so that the 
highest octave is supplied by the 2nd con- 
trolled oscillator, etc. When the notes of the 
lowest octave are depressed with the “Bass” 
tablet in, the lowest tones of the Solovox, 
produced by the 6th controlled oscillator, 
sound. 

A 2nd contact under each key operates 
an electrical relay, having contacts to se- 
lect the desired oscillator. There are 3 relays 
—one for each of the 3 octaves of keys. A 
further function of the 2nd key contact is 
to transmit the signal to the speaker with 
a controlled rate of attack so as not to be 
musically abrupt. Tuned electrical circuits 
and tone controls similar to radio tone con- 
trols alter the quality of tone over a wide 
range. 

The block diagram, Fig. 2, shows all the 
parts of the Solovox and how they are inter- 
connected. In the completed instrument key 
contacts, tuning condensers and resistors, 
vibrato reed, and all controls are a part 
of the keyboard. The tone cabinet contains 
oscillator, relay and amplifier channels in- 
cluding loudspeaker. 


THE HAMMOND ORGAN 


Tone generators produce the frequencies 
of the Hammond Organ by means of elec- 
tromagnetic alternators driven by a syn- 
chronous motor. Each alternator consists 
of a small bar magnet with a pick-up coil 


Fig. 4. Schematic of Novachord 
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wound around one end, and a steel tone 
wheel with a number of high spots or 
teeth. As the tone wheel revolves these 
high spots vary the field of the magnet 
and induce a tiny current in the coil. One 
of these tone wheels, for example, rotates 
at such speed that 440 high spots pass the 
magnet each second generating the funda- 
mental of note “A” above middle “C.” 

Figure 3 shows in block diagram what 
happens when one of the 61 playing keys 
on either manual of the organ is depressed. 
As many as 9 frequencies representing the 
fundamental and 8 partials or harmonics 
connected to the contacts of this key are 
impressed on bus-bars connecting them to 
primary taps on a matching transformer. 
From the high-impedance secondary of this 
matching transformer the signal passes 
through a tremulant mechanism, a series 
of contacts introducing fixed resistors pe- 
riodically to vary the amplitude of the 
signal, and then to the swell pedal which 
controls volume as the signal is fed into 
the audio amplifier. 

The console preamplifier consists of 2 
stages of amplification. A push-pull output 
transformer couples the low-impedance 
signal (run in cable to tone cabinet) to 
the power amplifier containing 2 stages of 
push-pull-parallel tubes driving a pair of 
12-in. dynamic loudspeakers. 

Reverberation control and the rotor 
tremulant, optional features of the tone 
cabinets, are also shown in the block dia- 
gram. Reverberation control is accomplished 
by an electromechanical system of springs 
suspended in tubes of oil and driven by a 
small dynamic unit. Delayed vibrations of 
the springs are picked up by a special 
crystal microphone and fed into the ampli- 
fier. The rotor tremulant consists of a 
motor-driven drum fitted with 2 deflecting 
vanes revolving in front of speakers mount- 
ed in a “V”-shaped baffle. 


THE NOVACHORD 


This instrument, complete with key- 
board, generator, control panel, power sup- 
ply, amplifier and loudspeakers, is built into 
a console occupying a 4%x4 ft. space. 
The Novachord is unique among musical 
instruments in that the player may con- 
trol the “aftack,” or growth and decay 
characteristics, of the tone produced in 
addition to having available a wide range 
of effective tone qualities. Thus percussive 
tones like piano music are possible, and by 
operating simple controls the player changes 
to a singing tone comparable to a violin, 
or to a variety of other novel effects. 

The tones of the Novachord originate 
in vacuum-tube oscillator and frequency- 
divider circuits, as indicated in the block 
diagram, Fig. 4, which shows the oscillator 
and dividers for note “A.” There is a similar 
oscillator, with its associated divider cir- 
cuits, for each of the other 11 notes of 
the scale. The 12 oscillators operate at the 
frequencies of the highest octave of the 
instrument. 

Each frequency divider is a non-linear 
amplifier operating in such a way that its 
output signal has half the frequency of 
its input signal, and therefore the musical 
interval between 2 consecutive dividers is 
an octave. As the 5 “A” dividers are cas- 
caded, they and the “A” oscillator supply 
6 octaves of notes “A.” 

Associated with each oscillator and each 
divider is a control tube which acts as a 
valve operated by the corresponding play- 
ing key. Signals from the oscillators and 
dividers pass through the control tubes to 
the control box, where they are combined 
and modified by tone control circuits. The 
control box output is fed into a 2 stage 
preamplifier which drives a standard Ham- 
mond Organ power amplifier connected to 
two 12-in. dynamic loudspeakers. 
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By A. C. SHANEY 


Chief Engineer, Amplifier Co. of America 


For the Layman, Serviceman 
Recordist and Engineer 


Regardless of whether you are interested in the finest 
type of phonograph reproduction, high fidelity recording, 
sound-on film applications, FM or AM programs, you 
will find invaluable information in this practical handbook. 
Written by the leading exponent of direct-coupled am- 
plifiers who has spent more than 10 years improving and 
perfecting the famous Loftin-White circuit 
Explains the theory and practical application of: 
Variable Speed Non-Overloading Push-Pull Expansion 
Non-Frequency Diseriminating Scratch Suppression 
Push-Pull Balanced Direct-Coupled Amplification 
Push-Pull High-Frequency Equalization 
Push-Pull Low-Frequency Equalization 
Push-Pull Volume Compression 
Automatic Volume Limitation 
Automatic Volume Control 
Calibrated V.U. Indicator 
Audio Spectrum Control 
Remote Control 

If you are interested in the latest audio developments, 
you can't afford to be without this complete compilation 
of authentic articles on Direct-Coupled Amplifiers. 32 
pages 8%”x11". Over 100 diagrams and illustrations. 

Priced to Cover Cost of 

Printing and Mailing 20c 

Send Stamps or Coin 
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MySTERIQUS 
LODESTONE 


We present our genuine 
DYNAMIC LODESTONE, 
the most remarkable nat- 
ural live magnet known 
Not man-made, but found 
in nature 
netite 
with 
mysterious power of Lode 
stone. Mohammed's coffin 
in the Great Mosque at 
Medina was supposed to 
have been suspended for 
centuries held in space 
only by powerful Laode- 
stone 
Many regard Lodestone as being 
endowed pow 
ers is I ed for cen 
turies as i ‘ and talisman 
The at its yn Phoenician 
to the oman wlieved that it 
had the pover to attract love anc 
keep it secure. The high castes in India thought that it 
created and preserved manly vigor 


All our specimens are specially selected for high 
power. 


50 Fascinating Experiments 


can be performed with our DYNAMIC LODESTONE. We 
give full directions showing how these instructive and 
mysterious experiments can be performed even by a child 
In addition to the Lodestone, we supply a genuine magnetic 
compass to show the power of Lodestone and a supply of 
iron filings to ‘‘bewhisker’’ the Lodestone 

Entire outfit including Lodestone, compass, filings, direo- 
tions, etc., only 50¢, postpaid, 

Order today. Send money-order, cash or new U.S. stamps. 
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Yes, this volume is our outright gift! There is no obligation to do anything or 
buy anything. Simply mail the gift coupon below, and we send you Volume (One 
of the Modern Concise Encyclopedia! We give it to you free—for the mailing 
charge—and after you examine it—you are given the privilege of accepting the 
rest of the big fifteen volume set almost as a gift. 


FINEST CONCISE ENCYCLOPEDIA IN AMERICA! 


Imagine! Through this sensational of- 
fer you can own the brand new edition 
of the finest set of concise encyclope- 
dias in America! Books bigger than 
full library size, much larger than pic- 
tured, handsomely bound in deep green 
cloth, stamped in red, and gilded—ex- 
pensively made volumes you will be 
proud to own—yours at next to no 
expense! 
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umes the high price they are worth— 
merely a PRIVILEGE PRICE—a price 
so small that ,every reader will know 
he is receiving the volumes PRACTI- 
CALLY AS A GIFT! Remember— 
these are genuine encyclopedias—books 
that contain EVERYTHING you ever 
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ONE in DeLuxe Edition. You can have 
Volume One FREE in your choice of 
editions. However, the remaining 14 
volumes in DeLuxe Edition because of 
the great expense of DeLuxe features, 
will cost you slightly more than Regu- 
lar. Read the coupon very carefully 
before checking the edition you desire. 





PRIVILEGE of receiving these vol- 
umes as they come off the presses— 
one book each week. And if you de- 
cide not to cancel reservation, you get 
these books by paying the postman the 
SPECIAL GIFT PRICE—only 49c per 
volume for Regular Edition or 79c for 
DeLuxe Edition, plus a few cents mail- 
ing charge—and NO MORE! Send 
in for your first free volume 
TODAY! 


READERS GIFT COUPON 





BOOK GIVE-AWAY PLAN C 
P. 0. Box No. 56, Brooklyn, N.Y. |cover —— “Char 


Please send me free Volume One of the Mo ies Co 
eK oy in the edition checked below. I 
coin and 3c stamp to cover mailing charge on my f 
ease ‘als so reserve the balance of a set in 





Enclose 10c in 


After I examine my free Volume One I can « 
reservation; otherwise ye ou may = — he TY 
set at the rate of a 1e ud 1 will 1 
postman C.0.D » SPECIAL Girt PRICE of 
per volume for Regular Editior r 7§ pe ! 
DeLuxe Edition (plus a few cents mailing duares 
One is mine to keep in any case. 


1400 ILLUS- 
TRATIONS 


CLEAR, 
LARGE 
TYPE 


Copyvrirht 1941 
$0 


{ 


* 
-. 


a ee ee ee 
a a eee o 





Address 











City & State 


Which Edition © Regular § The 10¢ mailing + RO 
Do You Want? © DeLuxe —_ is the SAME 


either edit 


e * hay a 2 Pe 6 


ot 





RADIO-CRAFT for OCTOBER, 





% 





Nx 
ear 
int 


me 


How to make and ute a 





eTEST INSTRUMENTS® 





DIRECT-READING V.-T. VOLTMETER 





Dear Editor: 


meter scales to suit the instrume 


constructors with 


any jobber. 





respects: 


(1) The greatest disadvantage of home-made equipment is that it looks home-made. This is overcome by 
having the instrument characteristic match the scales of a standard foundation meter instead of home-made 
nt. 

(2) Instead of using the vacuum tube as a rectifier, it is used as a class A amplifier. I have seen this prin- 
ciple used in only one other V.-T.Vm. construction article to date. 

Its other advantages include a high current sensitivity of 1 microampere for full-scale deflection; stability 
against line voltage variations w 
of over 100 times; and, general s 

The instrument itself is inherently a simple affair. As a result of this, it can be duplicated by 


ithout the use of voltage regulator tubes; 
tability with freedom from trouble. 


a minimum of trouble. All parts used are standard commercial components available at 


“4 Unigue Instcument” 


This letter accompanies an article concerning a common instrument, the Vacuum-Tube Voltmeter. How- 
ever, this instrument is unique in 2 


its ability to withstand overloads 


various 
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N spite of all the Vacuum-Tube Voltmeter 

construction articles which have ap- 

peared in various radio magazines from 

time to time, the V.-T.Vm. still does not 
have the popularity among Servicemen 
which is due it. 

Perhaps the most important reasons for 
this is its limited utility and inconvenience. 
No Serviceman wishes to put his hard- 
earned cash and the sweat of his brow 
into a temperamental instrument just to 
measure an A.V.C. voltage when an “eye” 
tube can serve him well enough for this 
purpose. 


ADVANTAGE 

The fact that a V.-T.Vm. can measure 
A.V.C. and A.F.C. voltages is always men- 
tioned in a V.-T.Vm. article. The real ad- 
vantage of a V.-T.Vm. is that it measures 
potentials without loading the circuit, thus 
making possible the measurement of the 
iormal operating voltage anywhere in a 
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receiver. Any Serviceman knows that the 
voltage on the plate of a 6Q7 tube, in a 
receiver, exceeds 5 or 10 volts; yet, that is 
all he expects to find if he measures it with 
a 1,000 ohms/volt meter. 

Others may object to the V.-T.Vm. be- 
cause it is too inconvenient to be useful. 
A slide-back V.-T.Vm., while it may be 
ideal for certain types of work, has no 
place on a service bench. Even a direct- 
reading instrument with calibration sheets 
is a time waster and a general pain in the 
neck. 

The V.-T.Vm. described here overcomes 
these objections, as far as possible, while 
still retaining the advantage of a V.-T.Vm. 
The voltage is indicated directly on the 
meter—there is no reference to calibration 
sheets. 

In operation, it is used just as a 1,000 
ohms/volt meter with one exception; polar- 
ity is reversed by the flip of a switch in- 
stead of reversing the test prods. Further- 
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< Front and rear views of the com- 

pleted Direct-Reading V.-T. Volt- 
meter. This inexpensive instrument is 
easy to construct. The carrying case 
is a readily available type. 


more, voltage may be measured at any 
point in the set, even on the grid of a tube, 
by touching the test prod to that point. 

It has a sensitivity of 1,006,000 ohms/volt, 
but at all ranges above the 25-volt range 
the input impedance is essentially constant 
at 25 megohms. 

Because of this high input impedance, 
many voltage measurements are made pos- 
sible which are not ordinarily practicable 
with a moving-coil voltmeter. Grid bias ob- 
tained from a gridleak and condenser, for 
example, may easily be measured. 


CONSTRUCTION 

At current amateur net prices, the total 
cost of the instrument is about $12, using 
all new parts. 

The instrument is constructed entirely 
from easily-obtainable commercial parts. 
There are no critical components which lead 
to trouble if they are not set exactly right. 
It is designed so that it can be duplicated 
with a minimum of trouble by anyone else. 

A steel cabinet, 6x7x12 ins., with a 
carrying handle houses the instrument. 
Although any type of case may be used, 
open chassis and panel construction is not 
recommended as the instrument will not be 
as portable or rugged. 

Inside the cabinet is a chassis made from 
No. 18 gauge sheet metal with only 3 sides 
folded down and the back left open to make 
it more accessible. This can 
Fig. 2. 

Any good 0-1 ma. foundation meter may 
be used as an indicating meter. It should 
have ranges of 0-1, 0-5, and 0-25 marked on 
the D.C. scales. Do not use the A.C. scales. 
Select this meter you would select a 
wife—find one that you can stand to look 
at all day. In the author’s model, a Beede 
model 541 fan-type meter was used. 

The power transformer may be any 
or 5-tube half-shell transformer with 6 
volt filament windings, as the current drain 
is only three tubes on the filaments, and 
less than 15 ma. from the high voltage, 
a larger unit is unnecessary. 

Because of the high resistances involved, 
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a low-loss range selector switch was at 
first considered necessary. Subsequent tests, 
however, proved that an ordinary tap- 
switch was entirely satisfactory. In the in- 
strument shown, a particular 12-point ro- 
tary tap switch was used (see List of 
Parts) and no trouble was experienced with 
it. It should be of the shorting type. 

In Fig. 3 resistors R1 and R2 are not 
critical with regard to exact resistance 
value, but they should both have the same 
resistance. These are 25,000-ohm, 10-watt 
wirewound units. Use 2 new resistors of 
reliable manufacture—not 1 new and 1 
junkbox orphan, or 2 resistors that have 
seen better days. This is important. 

The potentiometer is a 2,000-ohm wire- 
wound control without taper. It should be 
completely insulated from the chassis. 

Resistors R4 and R5 are the only other 
resistors which carry appreciable current, 
and these are not critical. Do NOT sub- 
stitute other values, however, but get the 
values shown. 

In constructing the instrument, mount 
all parts in their proper positions before 
wiring. The chassis is wired outside the 
cabinet first, leaving long leads for con- 
nection to the front panel. Resistors R5 and 
R6 and condensers C1, C2 and C3 are the 
only ones on the chassis. 


ASSEMBLY . 

Place the chassis in the cabinet and se- 
cure it with two sheet metal screws through 
each side of the cabinet into the chassis. 

The front panel should now be put in 
position and secured. It may now be wired 
and connected to the chassis. The leads 
which go to resistor Rx should be tempo- 
rarily shorted. Do not connect any of the 
resistors on the range selector except R7, 
and condenser C4, 

We are now ready for a preliminary test. 
With the rectifier tube (6X5G) in place, 
short both plate connections of the 6J5G 
tubes to chassis and apply the power. 

Test the zero adjustment to see whether 
or not the meter may be brought to zero. 
If the meter cannot be brought to zero with 
R3, probably one of the resistors R1 or R2 
is open, wrong value, or there is too much 
difference in resistance between them. Ad- 
just this point before going on with the 
construction. 

Remove the shorts from the 6J5G plate 
connections and insert two NEW 6J5G 
tubes. Use only new tubes of reliable manu- 
facture. Allow the tubes to heat for at least 
two minutes and then set the meter to 
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zero with R3. If it cannot be brought to 
zero, try other tubes. Tubes which are so 
mismatched that they cannot be balanced, 
are unfit for use here. 

With the meter at zero, try shorting re- 
sistor R6. A steady deflection of more than 
10 or 15 microamperes indicates tube V2 
has excessive gas content. Several tubes, 
when tested in this circuit, showed so much 
deflection that the author suspected that 
they were filled with compressed air. 

Before going any farther, make the test 
prod as shown in Fig. 4. The test prod is 
the type having a chuck for a phono-needle. 
This metal end may be pulled out and the 
test prod re-assembled as shown in Fig. 4. 

The crystal microphone cable terminates 
in a phone-plug, the shield connected to the 
body of the plug and the center wire to 
the tip. An extra wire is connected to the 
body of the plug, and terminates in a small 
alligator clip for connection to the chassis 
of a receiver under test. 

At this point, any temporary wires or 
connections should be put in place perma- 
nently and all connections soldered. With 
all this in order, the instrument is ready 
for calibration. 

The calibration of this V.-T.Vm. is a 
simple matter. A source of high voltage 
D.C., about 250 volts with a voltage divider 
in the output is necessary. A multi-range 
D.C. voltmeter is also required. The D.C. 
voltmeter is connected across the output of 
the voltage divider, and the V.-T.Vm. is con- 
nected across the terminals of the D.C. 
voltmeter, using the special test prod. 

Insert an old volume control of about 
50,000 ohms resistance in the place for 
resistor Rx. Before applying the power to 
the V.-T.Vm., set the mechanical zero ad- 
justment on the indicating meter to exactly 
zero. THIS IS IMPORTANT. 


Apply the power to the V.-T.Vm. and 
allow it to warm up for at least five min- 
utes. Set the meter to zero with R3 and 
the range selector to the 0-5 volts position. 
Try throwing SW2 to the opposite posi- 
tion. If there is any deflection on the meter, 
the zero was not correctly set with R3. 
This must be set exactly during calibration. 
The voltage divider should be set to mini- 
mum voltage before the power is applied 
to the high voltage supply. 

By means of the voltage divider, set the 
D.C. voltmeter to exactly five volts. If the 
V.-T.Vm. reads backwards, throw SW2 to 
the opposite position. 

Using the control at Rx, set the V.-T.Vm. 
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until it indicates exactly full sca! 
5 volts. Then, WITHOUT CHANGI> 
THE SETTING, remove the volume cont 
from the circuit and measure with an 
meter the amount of resistance which 
in the circuit. It will probably be 
25,000 ohms. Insert a one-watt resist« 
this size at Rx, or, if it is an odd v: 
make up a resistance with several sm: 
units. This resistance is not unduly crit 

This finishes the calibration of 
5-volt range. Resistor R8, a 5-meg., %-\ 
unit is now put in place. With the volt 
divider set to give 10 volts at the D.C. \ 
meter, set the V.-T.Vm. to the 0-10 v 
position and check the voltage indicat 
If it does not indicate exactly full-scale 
—10 volts—resistor R8 is incorrect. Try 
other 5-meg. resistors or combinations unti 
the correct value is found. 

Repeat this procedure in the case 0) 
“resistor” R9. This is actually a combinatior 
consisting of a 5-meg. and a 10-meg. unit, 
in series, as a 15-meg. uhit is not avail- 
able. This completes the calibration of thy 
25-volt range. 

In these 3 ranges, 0-5, 0-10, and 0-25 
volts, resistance is added in series to ex- 
tend the range at the rate of 1,000,000 
ohms/volt. In the higher voltage ranges, 
the grid resistor is shunted so that tl 
grid takes a smaller proportion of the ap- 
plied voltage with the total input impedance 
essentially constant at 25 megohms. 

If R7, R8, or R9 has excessive resistance, 
the readings given on the V.-T.Vm. will be 
low; if the resistance of R10, R11, or Ri2 
is excessive, the readings on the V.-T.V 
will be high. Bear this in mind dur 
calibration. 

Continue the calibration at the 0-100-, 
0-250-, and 0-500-volt ranges as bef: 
The 0-500 volt range may be calibrated at 
250 volts, the V.-T.Vm. adjusted to indicate 
exactly half-scale. 

During calibration there are 2 important 
factors to remember. (1) The V.-T.Vm. 
MUST be exactly at zero. If reversing SW2 
when no voltage is applied to the V.-T.Vm. 
causes a deflection, the meter is not cor- 
rectly zeroed. 

(2) Do not remove the D.C. voltmeter 
while calibrating the V.-T.Vm. Removal of 
this meter will alter the voltage at the 
V.-T.Vm. and make the calibration worth- 
less. 

It may seem at first from this article that 
the instrument is a critical affair. This is 
not the case. If all new parts of reliable 
manufacture are used in the construction 
of the instrument, no trouble should be 
encountered. Troubles which might occur 
are given just in case it decides to be 
stubborn. A little mathematical figuring 
will show that at worst, not more than 10 
milliamperes could flow through the meter. 
This would be the case only if Rx were 
shorted, R2 burned open, and V2 were in- 
ternally shorted, plate to cathode. Unless 
some component fails, not more than 5 
milliamperes can flow through the meter 
regardless of overload. Thus, under ordinary 
conditions, it is impossible to burn-out the 
meter. 


OPERATION 

Thus far the construction of the V.-T.Vm. 
de luxe was described. The ease of operation 
of this V.-T.Vm., along with other desirable 
characteristics, makes possible many very 
useful tests which are not ordinar'! 
possible. 

} 


There are several characteristics which 
should be kept in mind when using this 
meter. The instrument will respond only to 
D.C. potentials. Only D.C. voltages will be 
indicated, regardless of the presence of 
A.C. voltages. 
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Don’t be afraid to use this instrument. 
Regardless of overload, the meter cannot be 
damaged, although the needle may be bent 
from hammering it off-scale excessively! 
It may be subjected to 500 volts while in the 
0-5 volts position without harm, 100 times 

erload. 


Its seales are perfectly linear to more 
than twice the scales of the meter. This is 
proved by the fact that the same reading 
will be obtained whether the probe is posi- 
tive or negative, on any given voltage. In 
other words, the scale calibration is identical 
regardless of polarity. 

In spite of the fact that no voltage regu- 
lator tubes are used, there will be no drift 
from zero because of line voltage variations. 
This stability is obtained by using a sepa- 
rate tube to balance-out the static plate 
current of the voltmeter tube. Both tubes 
are operated under identical conditions and 
any change in plate voltage will affect the 
current in both tubes by the same amount. 
The exact plate current drawn by each tube 
is unimportant; it is the difference in plate 
currents which the meter indicates. 

Grid current is held to a very low value, 
the maximum drift possible being about 
1%. Ordinarily there will be no noticeable 
drift off zero from the lowest to the highest 
voltage range, a change of from 1 megohm 
to 10,000 ohms in the grid circuit. 


THE ABC'S OF A.V.C. 


A.V.C. voltage may be measured at any 
point where it exists: the grid of any con- 
trolled tube, the A.V.C. bus, or the diode 
plates of the 2nd-detector. It can be fol- 
lowed through the receiver, unaffected by 
the presence of the meter in the circuit. 

This makes it useful in testing for de- 
fects in the A.V.C. circuit. Low A.V.C. on 
strong locals will generally be due to a 
short in the A.V.C. system, or a lack of 
gain because of misalignment, weak tubes, 
etc. A high A.V.C. voltage with no signal 
input is caused by oscillation in the R.F. 
or LF. stages of the receiver. Extreme 
variations of A.V.C. voltage with modula- 
tion are caused by insufficient A.V.C. filter- 
ing and may be the cause of distortion or 
lack of response to low audio frequencies. 

The V.-T.Vm. can be used as an align- 
ment indicator. This is done by setting the 
trimmers for maximum A.V.C. voltage. A 
fairly strong signal should be used, enough 
to give a good deflection on the V.-T.Vm. 
It is not necessary to connect to the A.V.C. 
bus; the grid of any A.V.C.-controlled tube 
will do. 

This is also useful when setting electrical 
pushbutton tuning. The adjustments are 
peaked on the station desired, using the 
V.-T.Vm. as an alignment indicator. 

It is a good idea to remember the ap- 
proximate A.V.C, voltage developed by 
common receivers on a local station. This 
will quickly show whether or not the re- 
ceiver is up to par. It is not necessary to 
remove the chassis from the cabinet to 
check this, again, the grid cap of any con- 
trolled tube serves for measurement. 

skeptic customer can be shown the 
efiect of a new tube by the increase in 
A.V.C. voltage. He may not know what it is 
all about, but he can see that the meter 
reads higher when a new R.F., I.F.., or con- 
verter tube is substituted for a weak one. 

This may be used to check converter tubes, 
which, although they show good emission, 
may not work well as converters. 

In common receivers only A.V.C. voltage 
will be found from control-grid to chassis. 
Total grid bias, both A.V.C. and cathode 


bias, will be found from control-grid to 
cathode, 
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the Dependability of - 
\OHMITE PARTS 


counts more than 
ever now... 


OW, more 

than ever, 

it pays to use 

Ohmite Parts, 

because you can depend on them to give 

trouble-free service and prevent costly 

breakdowns, Ohmite Brown Devils are 

available in convenient 10 and 20 watt 

sizes, in many stock resistance values. 

Ohmite Dividohm Adjustable Resistors 

are handier than ever for quick replace- 

ments or change of resistance values. 

Sizes from 10 watts to 200 watts. Oh- 

mite Power Line Chokes prevent R.F. 

current from interfering with radio re- 
ceivers. 


Get Them at Your Jobber 


Send Coupon and 10c¢ 
for New Ohmite Ohm’s 
Law Calculator. 


OHMITE MANUFACTURING CO. 
4894 Flournoy Street, Chicago, Hl. 


10¢ in Coin enclosed. 


Send Ohm’s Law Calculator. 
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OSCILLATOR BIAS 


“ Oscillator grid bias, obtained by the grid- 
leak-and-condenser method, is measured at 
the control-grid of the oscillator tube. In 
a pentagrid converter, this is the oscillator 
grid or grid No. 1. There will be a slight 
detuning, but a small adjustment of the 
tuning condenser will take care of this. 
The presence of grid bias here indicates that 
the oscillator is functioning. 


Measure the bias at the high-frequency 
end of the dial first, then, with the V.-T.Vm. 
still connected, turn the tuning condenser 
to the low-frequency end. A sizeable drop 
indicates weaker oscillation at this end of 
the dial. This causes a loss of sensitivity at 
the low-frequency end of the band. 

A new converter tube should be tried, 
even though the old one tests good. The 
resistance of the gridleak may have 
changed, or there may be insufficient volt- 
age on the plate or anode grid. Too small a 
tickler coil, insufficient coupling, or shorted 
turns in the oscillator coil can also cause 
this. Common receivers will have about 15 
volts gridleak bias on the broadcast band, 
with not more than about 3 volts drop at 
the low-frequency end of the band. 


A WOLF IN WAXED PAPER 


The coupling condenser is the most criti- 
cal condenser in a receiver from a leakage 
standpoint. A bypass condenser can get 
away with murder, but if a coupling con- 
denser lets a few little D.C. volts go through 
it the set sounds like a demagnetized tin 
can. 

Leakages, in a coupling condenser, of 
about 10 megohms are often sufficient to 
drive the control-grid of the following tube 
positive. Since it is necessary to disconnect 
the condenser, and the test must be made 
with a high-range ohmmeter, Servicemen do 
not check this condenser unless there is 
very definite reason to believe it is leaky. 
If the output tube is weak while the other 
tubes still show good emission, or if there 
is a lack of bass response, be sure to check 
the coupling condenser. 


By means of the V.-T.Vm., this condenser 
can easily be tested with no more effort 
than removing the tube. Remove the tube 
following the coupling condenser and 
measure the voltage at each end of the 
grid resistor with respect to chassis. IF 
THE VOLTAGE ON THE GRID END OF 
THIS RESISTOR IS MORE POSITIVE 
(i.e., less negative) THAN THE CHASSIS 
END, THERE IS LEAKAGE. In a cathode 
bias circuit the voltage is zero at the chassis 
end of this resistor. With a 0.5-meg. grid 
resistor, and an operating voltage of 150 
volts on the plate of the preceding tube, a 
leakage of 75 megohms will put +1 volt 
on the grid end of this resistor. 


GENERAL MEASUREMENTS 


The D.C. voltages may be measured at 
any point where they exist. The meter can 
be used in place of an ordinary moving- 
coil voltmeter, anywhere in a receiver. 

Plate voltages, particularly in resistance - 
capacity coupled amplifier stages are meas- 
ured under actual operating conditions. 

Screen-grid voltages obtained through a 
single dfopping resistor are also measured 
as actual operating voltages, not voltages 
under load. 

When measuring actual tube voltages, 
measurements should be made with the 
ground clip connected to the cathode of the 
tube. In this way, only the potentials 
actually across the tube are measured. This 
must be done in order to measure cathode 
bias, as the voltage from grid to chassis is 
zero. 
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As this V.-T.Vm. has an input resist 
of 1 megohm-per-volt, it requires 1 
ampere for full-scale deflection. 

The lowest-drain tubes take about 
milliampere or 100 microamperes. Wit 
V.-T.Vm. adding about 5 microamper 
this, the change in load is very small. 

This instrument has been designed 
used constantly, not set aside for 
jobs. The tubes are operated at about 
their ratings, so that the instrument ce 
left on for hours at a time without } 
Once you get used to using it, you'll 7 
be satisfied with a 1,000 ohms/volt n 
again. 


LIST OF PARTS 

RESISTORS 

Two I.R.C., Type AB 25,000 ohms, 10 
wirewound, Rl, R2; 

One I.R.C., Type W-2,000, 2,000-ohm pot: 
tiometer, wirewound, R3; 

One I.R.C., Type AB, 5,000 ohms, 10 
wirewound, R4; 

One I.R.C., Type AB, 350 ohms, 10 
wirewound, R5; 

One I.R.C., Type BT%, 1 meg., %-W., R6; 

One I.R.C., Type BT%, 2 megs., %4-W., R7 

One I.R.C., Type BT%, 5 megs., 4-W., : 

One I.R.C., Type BT%, 15 megs. (10 megs. 
& 5 megs.), %4-W., R9; 

One I.R.C., Type BT%, 
R10; 

One I.R.C., 
Ril; 

One I.R.C., Type BT%, 50,000 ohms, 14-W., 
R12. 


0.3-meg., %4-W., 


Type BT%, 0.1-meg., +44-W., 


CONDENSERS 

One National Union type CM-8450, 8 mf.,, 
450 V., C1; 

Three National Union type T-6-2, 0.02-mf,, 
600 V., C2, C3, C4. 


TUBES 
Two National Union, 6J5, V1, V2; 
One National Union, V3, 6x5 or 84/62Z4. 


MISCELLANEOUS 

One Bud single-pole, single-throw switch, 
Sw.1; 

One Bud double-pole, double-throw switch, 
Sw.2; 

One Beede model 541 0-1 ma. meter; 

One Thordarson T-70R20 power transform- 
er, P.T.; 

One Mallory-Yaxley midget phone jack; 

One Mallory-Yaxley phone plug, type 7° 

One Mallory-Yaxley type 3100-J rotary 
switch, Sw.3; 

Three Amphenol type RS-8 sockets; 

Two Mallory-Yaxley type 462, etched 
plates; 

Two bar knobs; 

Power cord & plug; 

Needle-tip test-prod; 

One Bud metal cabinet type 1096, 6x7x12 ins. 
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“POCKETRACER” SIGNAL 
GENERATOR 


Radex Corporation 
1733 Milwaukee Ave., Chicago, Ill. 


PEN-TYPE signal generator 

puts out a universal-type signal 
able for general service work. Accordi! 
the manufacturer, it is an R.F. and I.F. 
nal source of the multivibrator typ« 
signal rich in harmonics) which can b¢ 
for alignment or test purposes. It u 
single pen-like type of flashlight battery 
from which it draws a total current of only 
150 milliamperes.—Radio-Craft 
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3-WAY PERSONAL PORTABLE 


Fada Radio & Electric Co., Inc. 
30-20 Thomson Ave., Long Island City, 
New York 


A NEAT personal portable which weighs 
only 6% lbs. Frequency range: 538 to 
LF. units; miniature-type tubes; Hi-Q 
built-in loop antenna; automatic battery 
switch on door; 44%4-in. P.M. dynamic speak- 
er; automatic volume control; and a sensi- 
tive superhet. circuit. Average battery oper- 
ation, 40 hours. Measures 9 x 6 x 4 ins.— 

Other features: double-tuned iron-core 
I. F. Transformers. Set operates from bat- 
teries or from A.C./D.C, lines.—Radio-Craft 


BARRIER TERMINAL STRIPS 


Howard B. Jones 
2300 Wabansia Ave., Chicago, Ill. 


HE body of these strips is of heavy mold- 
ed Bakelite with barriers between each 
set of terminals. These barriers provide 
maximum metal-to-metal spacing, and pre- 
vent direct shorts from frayed wires at the 
terminals. Known as the 150 series they 
comprise 3 sizes. The type 150 have 10/32 
screws with %-in. metal-to-metal spacing, 
type 152 have %-in./28 screws, with 1-in. 
metal spacing.—Radio-Craft 


CORRECTION: “PORTABLE DISC 
RECORDER” IS ALL-PURPOSE 
SOUND SYSTEM 


RCA Manufacturing Co., Inc. 
Camden, N. J. 

\ST month, in the Latest in Radio De- 
artment, pg. 185, Radio-Craft ran an 
ration of a different item than the RCA 
OR-1 Portable Disc Recorder partly 
bed in the text which accompanied the 
The OR-1 Recorder is correctly illus- 
| above and is described as follows: 

12-watt deluxe instrument is de- 

for radio, studio or “location” work 

and is contained in 2 portable cases. This 

Portable unit is a complete recorder with 

the exception of a microphone. It consists 

of a turntable, a record-cutting attachment, 
an amplifier, and a loudspeaker unit. 

This turntable and. the amplifier may be 

used together as a high-quality record play- 

er. The aluminum 16-in. turntable is rim- 
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driven; dual driver wheels virtually elim- 
inate slippage. The off-on switch also re- 
leases both driver wheels to prevent “flats” 
from developing in the rubber. Turntable 
speeds are 78 and 331/3 r.p. m. 

The frequency response of the diamond- 
point pickup is said to be uniform between 
30 and 10,000 cycles. This pickup reproduces 
either laterally- or vertically-cut records, as 
desired; several filters provide for properly 
reproducing the particular kind of record 
being used. A switch selects the desired filter. 

The recording attachment includes a 
spiraling handwheel and a 6,000-cycle cut- 
ting head. The 12-watt amplifier operates 
on 115 V., A.C.; gain is 105 db.; frequency 
response, 30 to 15,000 cycles + 2 db.; noise 














level is -60 db. below signal; distortion, un- 
der 3% r.m.s. at full output between 50 
and 7,000 cycles. 

The 2 accordion-edge loudspeakers mount- 
ed in the removable lid are enclosed in a 
sealed compartment for proper cone loading 
and frequency response. Headphone record 
monitoring and several accessories designed 
for this unit are available. 

The unit illustrated in September Radio- 
Craft was the RCA 15-watt All-Purpose 
Sound System, a compact unit ideal for 
mobile or permanent installation. This Sound 
System operates from 115 V. A.C. or, with 
very low drain, from a 6 V. storage battery. 
A turntable is mounted atop the case in con- 
junction with a high-quality crystal pickup. 
Tone and volume controls are provided. It 
may be used with a wide selection of loud- 
speakers and high-impedance microphones to 
fill individual requirements. It is considered 
ideal by the makers for such uses as in 
sound trucks, advertising, amusement parks, 
parades, sport events, political meetings, 
fairs, carnivals, sales campaigns, and pic- 
nics. Light in weight; measures 16% x 12 
x 12 ins. high.—Radio-Craft 


ECHOPHONE COMMUNICA- 
TIONS RECEIVER 


Echophone Radio Co. 
201 E. 26 St., Chicago, Ill. 


ODEL EC03 is an 

ballast), 12-control communications- 
type receiver in the lower-price bracket. 
Among its features are a tuned-R.F. switch 
on all bands, continuous coverage from 545 
ke. to 30.5 me.; crystal filter, 4 degrees of 
selectivity including 2 in which the crystal 
filter is in the circuit; crystal phasing con- 
trol (for maximum interfering-signal re- 
duction); automatic noise limiter with 
switch; phone tip-jacks; speaker - phones 
switch; speaker-phone switch; beat-frequen- 
cy oscillator with variable-pitch control; ex- 
ternal P.M. speaker in matching cabinet 
electrical band-spread with calibrations for 
4 ham bands but usable anywhere in the re- 
ceiver’s tuning range. Unique monitor cir- 
cuit enables the ham to listen to his own 
C.W. transmissions. Operates on 115 A.C./ 
D.C. V. line.—Radio-Craft 
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ELEMENTARY 
MATHEMATICS 


EASY — SIMPLIFIED — PRACTICAL 
ERE is a book for the business man, the tech- 
nician and craftsman explaining and answering 
ve operation Ld Cas with interpreting 
illustrations and exam 
i understanding of many 
life. 


In clear, positive and definite language, the author 
popularizes and clarifies every subject and helps the 
reader to overcome any apparent difficulty in the 
=, = mathematics. 

al home study rse int tics for the 
student” or the man who wants to achieve proficiency 
or desires to brush-up on his knowledge 


Entire Chapter on Special Math- ; 
Se ematics for the Radio Technician a 
rare OF BOOK 


CHAPTER 1. Arithmetic — Addition —Subtraction— 
Multiplic vite I—Division 

CHAPTER Factoring 
(lons—Decimals-Perceniage—Ratio—and 
ion. 


cuarren iil. The Metric Syste 

CHAPTE iV. How to Measure “Surfaces and Ca- 
pac pty (Geometry) 
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\ 





Cancellatfon—Frac- 
Propor- 


stior 

. Mathematics for 
Ma and Technical 
Thermometer 
Graphs or 
Plotting—Logarithms 

—Use of the Slide Rule 

ouarres Vil. Special Mathe 
atics for the Radio Tech- 


CHAPTER. ‘vin. Commercial Cal- 


culations — Interest — Dis- 
counts — Short Cut Arith- 





Curve ONLY 


POSTPAID 











x. We iehte, « as 
easures—Useful Tab! 
Send Stamps, “cash or Money Order. 
**Blementary Mathematics’’ can be carried readily in your 
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1917 S. State St. RC-1041 Chicago, Il. 
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SECTION VII (REVISED; CONCLUsioN) 


CLASSIFIED RADIO DIRECTORY 


Handy Buying Guide, by Products and Companies’ 





Presented here is Section VII 
of the completely revised Second 
Edition of the CLASSIFIED 
RADIO DIRECTORY. This con- 
cludes the Directory. See the pre- 
ceding issue and the listing in 
the August issue, for complete 
index to classifications and the 
respective issues in which they 
appeared. 
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This Directory is published in sections—1 section per month. 
tion permits the Directory to be constantly up-to-date since necessary revision 
corrections can be made monthly. All names preceded by an asterisk (*) indicat: 
they are trade names 


If you cannot rey any item or manufacturer in this section or in previously-pub 
sections, just drop us a line for the information, 
unable to purchase any merchandise from the States, Radio-Craft is advised. Our rea 
may wish to make Canadian purchases, and hence, current listings are | 


Names and Addresses, for the entire Radio Industry 


This method af pul 


} ed 
Canadian radio manufacturers «are 


While every precaution is taken to insure accuracy, Radio-Craft cannot guarantee against 
the possibility of occasional errors and omissions in the preparation of this Classified 
Directory. Manufacturers and readers are urged to report all errors and omissions at the 


earliest moment to insure corrections in the very next issue. 
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WITH ANY 


REMINGTON 


PORTABLE TYPEWRITER 
The A beautiful desk in a neutral blue-green which will fit into the 


decorations of any home—trimmed in black and silver—and made 
N of sturdy fibre board—is now available for only one dollar ($1.00 
extra) to purchasers of a Remington Noiseless Portable Type- 


FOR AS LITTLE AS writer. The desk is so light that it can be moved anywhere without 


trouble—it is so strong that it will hold six hundred (600) pounds. 
+ oO Cc A DAY With this combination of desk and Noiseless Deluxe Portable 
Typewriter, you will have a miniature office at home. Learn the 
How easy it is to pay for this combination of desk and complete details of this offer. Mail the coupon today. 
Remington Deluxe Noiseless Portable Typewriter! Just 
imagine, a small good will deposit with terms as low as 10c 


a day to get this combination at once! You will never miss 
10c a day. Yet this small sum can actually make you im- 








mediately the possessor of this amazing office at home 
combination. You assume no obligations by sending the 
coupon. 


THESE TWO EXTRA FOR YOU 


LEARN TYPING FREE 


To help you even further, you get free with this 
special offer a 32-page booklet, prepared by ex- 
peris, to teach you quickly how to typewrite by 
the touch method. When you buy a Noiseless 
you get this free Remington Rand gift that 
increases the pleasure of using your Remington 
Noiseless Deluxe Portable. Remember, the touch 
typing book is sent free while this offer holds. 


SPECIAL CARRYING CASE 


The Remington Deluxe Noiseless Portable is 
light in weight, easily carried about. With this 
offer Remington supplies a sturdy, beautiful 
carrying case which rivals in beauty and utility 
the most attractive luggage you can buy. 


SPECIFICATIONS 


ALL ESSENTIAL FEATURES of large stand- 
ard office machines appear in the Noiseless 
Portable—standard 4-row keyboard; back spacer; : o 
margin stops and margin release; double shift Remington Rand Inc., Dept. bep-00 
key and shift lock; two color ribbon and auto- 465 Washington St., Buffalo, N. Y. 
matic ribbon reverse; variable line spacer; paper 
fingers; makes as many as seven carbons; = we 
paper 9.5” wide; writes lines 8.2’’ wide. There 
are also extra features like the card writing at- 
tachment, black key cards and white letters, 
touch regulator, rubber cushioned feet. These 
make typing on a Remington Deluxe Noiseless 
Portable a distinct pleasure. Thousands of fam- 
ilies now using the Eauthesen Deluxe Noiseless 
Portable know from experience how wonderful 
itis! 








Tell me, without obligation, how to get a Free Trial of a 
new Remington Deluxe Noiseless Portable, including 
Carrying Case and Free 32-page Typing Instruction Book- 
let on terms as low as 10c a day. Send Catalogue. 


Name . 
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Chicago, II|.—C: 


M 
ag “pl OO COR?.. 70 Washington St., 
—_—" SALES CORP., 
—C:A 
GEM ‘AR PHONE CO., 
York, N. Y.—C: A 
GENERAL CEMENT MFG. co., 


Rockford, Il!._—C; 
a pe pt CERAMICS Cco.., 
M 


4614 Spring 
M 

- Seaview Ave., 

39 Ww. 19th St., New York, 
Brooklyn, 
New York, 

47 W. 34th St., 


296 Broadway, 


INC., New 


919 Taylor Ave., 
Plant No. 3, Keasbey, 


J—C: 
GENERAL COMMUNICATIONS PRODUCTS GO, 
6245 Lexington Ave., Hollywood, Calif.—C: E. 


Ss 
GENERAL DRY ed gg 13000 Athens Ave., 
Cleveland, Ohio—C 
GENERAL ELECTRIC £,. N. Y. & 
Bridgeport, Conn.— 
GENERAL INSULATED” “WIRE CO., 53 Park Pl., New 
York, N. Y.—C: J, M 
GENERAL —s cO., 30 State St., Cambridge, 
Mass.—C, HO: 
GENERAL TRANSFORMER CORP., 1250 W. Van 
wa St. Chicago, !Il.—C: A 

GERETT CORP., 2947 N. 30th St., 


is. —C: 
GIRARD HOPKINS, 
Cc: M 


e 
Ss 


> a 


Milwaukee, 
1000 40th Ave., 
GLOBE PHONE MFG. CORP., 
C: AR, D, E, M, S, 
GOAT RADIO TUBE PARTS, 
Brooklyn, N. Y.—C: E, M 
THE GOLDAK COMPANY, 
Angeles, Calif.—C: A 
GOLDENTONE yor oy -. 
Dearborn, Mich.—C 
INTERCALL eySTEMS “INC. Osh & Norwood, Dayton, 
Ohio—C: D 

INTERNATIONAL RESISTANCE CO., N. Broad 

Phila., Pa.—C: 
27 E. Philadelphia 


. A 
CHARLES JACK _ CORP., 
THE JACKSON ELECTRICAL INSTRUMENT £0. 
om 


Oakland, Calif.— 
Reading, Mass.— 
INC., 314 Dean St., 


1031 S. Broadway, Los 


15123 Warren Ave., 
"6, $ 


40! 
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St., York, Pa.—C: 
e Ave . Dayton, Ohio—C: AR 


S 
JAMES WIRE & +e" CO., 1014 Madison Ave., 
Toledo, Ohio—C: 


M 
JADUR IMPORT ES. Ve 19th St., 
—C: AR, D, E, 


New York, 
G S, SS 
JANETTE MANUFACTURING CO., 556 W. Monroe 
St., Chicago, II|l—C: A 
JEFFERSON ELECTRIC CO.., Bellwood, Ill—C: A 
af pl ow og Ne — 182 Milburn ‘Ave., Baldwin, 


JENSEN RADIO Mare. CO., 660! S. Laramie Ave., 
Chicago, IIl._—C: A 
J. F. D. MANUFACTURING <o.. 4\ll Ft. 
ton Pkwy., Brooklyn, N. Y.—C: 
E. F. JOHNSON COMPANY Dies. Minn.—C: A 
HOWARD B. JONES, 2300 Wabansia Ave., Chicago, 
Wi.—C: E, M, SS 
KAAR ENGINEERING CO., 619 Emerson St., 
Alto, Calif.—C: A 
8. F. ng >< Aalt COMPANY, 500 S. Main St., 
Akron, Ohio—C: E, M 
GORDON SPECIALTIES ct 
Chicago, III.—C: AR, 


CARL GORR PRINTING CO., 2615 N. Ash- 


land Ave., Chicago, Ill—C, HO, E, M 

L. F. GRAMMES & rg INC., 361 Union St., Allen- 
town, Pa.—C, HO: E, 

GRAY RADIO 'CO., 730 ES Rd., W. Palm 
Beach, Fla.—C: A 

GUARDIAN ELECTRIC MFG. Co.., 
nut St., Chicago, IIl—C: A 

a i. GUTHMAN & a 

Chicago, fll.—C: D, 

ROBERT M. HADLEY 360. 
Angeles, Calif.—C: 

THE HALLDORSON Co. 
Chicago, IIl—C, HO: 
apony yet ye ra Indiana Ave., Chica- 

go, Ill—C: A 
HAMMARLUND ore: _ INC., 424 W. 33rd St., 
New York, N 
HAMMOND INSTRUMENT CO., 2915 N. Western 
Ave., Chicago, III HO: A 
a ge MANUFACTURING CO., Guelph, On- 
tario an.— A 
a” tape a HINDLE, INC., 40 Hermon St., Newark, 


D. H. HARRELL, 1527 E. 74th Pl., Chicago, IIl—C:A 
HARRIS MANUFACTURING CO., 2422 W. 7th St., 
Los Angeles, Calif.—HO: D, S, SS 
HARRI SON _. oe ,i2 W. Broadway, New York, 
N. Y.—C: AR 
awe S ELECT RICAL MFG. CO., Mansfield, 
Di 
HARVEY- WELLS COMMUNICATIONS, INC., 
100, Southbridge, Mass.—C: A 
INC., 2518 N. Broad St., 
M, S, SS 


Ww. 


Hamil- 


Palo 


1104 S. Wabash Ave., 
'M 


1621-27 W. Wal- 
"INC.,” 400 ¢ Peoria 
Oy. Il E. élst St., 
{0 Ravenswood Ave., 


Los 


Box 


H 8 _INSTRUMENT co 
la., Pa—C: D, E, G 


HEINEMANN CIRCUIT BREAKER CO., 
Penna. Ave. & Plum St., Trenton, N. J.—C: 


South San Francisco, 


Calif.—C; 


A 
HEINTZ & oe LTD., 
Cc AR, E, 


RADIO-CRAFT 


W. C. HELLER & CO., Montpelier, 
G, M, S, SS 


HETRO | ELECTRICAL 
Drake Ave., Chicago, III.—C: 

HEWLETT- PACKARD Co., 481 
Alto, Calif.—C: 

THE HICKOK “ELECTRICAL 
10514 Dupont Ave., Cleveland, Ohio—C 

HIPOWER CRYSTAL ‘CO., 205 4 Wacker Dr 
cago, lil—C: AR, D E.G 

HOLLYWOOD TRANSFORMER So, 5334 H 
Blvd., Hollywood, Calif.—C: AR, E, G, M 

HERBERT H. HORN, 1201 S. Olive St., 
Calif.—C: D 

HOWARD i RADIO CO., 
Wh 

HYGRADE SYLVANIA CORP. 
York, N. Y.—C (35c), HO: A 

HYTRON ~*~. eee 76 Lafayette St., 
Mass.— 

HYTRONIC LABORATORIES, 76 Lafayette St. 

G, 


ss.—C: AR M 
ioeAL COMMUTATOR ‘DRESSER CO., Sycar 
D, 


ILLINOIS CONDENSER co., 
Chicago, Ili 


INDUSTRIES, INC 


Harrison St., Chicago, IIl.— 
INDEPENDENT PNEUMATIC TOOL CO. 
Jackson Blv Chicago, Ill.—C: D, E, M 
INDUSTRIAL “CONDENSER CORP., ' 4049 
Ave. hicago, IIl—C: 
INSTRUMENT —ta 
N. 


INC., 25 Amity S$ 
Falls, 


Ohio—C 


Page Mill Rd 
INSTRUMENT 


A 


1735 Belmont Ave., C 
500 Sth Ave 


* 


r 


Los A 


1160 N. How 
Wi—C: 
IMPERIAL MOLDED PRODUCTS, CORP., 292 


4 


+ 


INSULATION MANUFACTURERS CORP. 
565 W. Washington Blvd., Chicago, III_—C, 


D, E, G, M, S, 
INSULINE CORP. OF AMERICA, 
Blvd., Long Island City, N. Y.— 
KATO ENGINEERING + INC., 530 My Fr 
Mankato, Minn.—C: 
KAY MUSICAL INSTRUMENT. Co., 1640 
St., Chicago, Ill—C: D, DIS 
KELLOGG SWITCHBOARD & SUPPLY “2. 
Cicero Ave., Chicago, Iill._—C, HO: E, 
KENYON TRANSFORMER Co., INC., 


Bronx 


N 
WALTER KIDDE & 0. 
J. H 


—C, HO: E, 
KING LABORATORIES, INC., 
Syracuse, N. aalese tel 
THE H. R. KIRKLAND Co... 
Morristown, N. A 
KRAEUTER & CO. 585 
N. J.—C: 
1421 S. 


KURZ- RASCH, INC. Broadway, 
Ohio--C: E, M 
LAFAYETTE RADIO CORP., 100 6th Ave., 
Y 


LAKE MANURACTURING S. INC., 
nut St., Oakland, Calif.—C 

LAMPKIN LABORATORIES, Nodeaten 

LAUREHK — MFG. CO., 
Wayne, Mic E, 


205 
INC., 


—C: 
“INC., 18th Ave., 


10 K 


~— N 


640. Barr 
62 West St., Blo 
Oneida 


N 


2323 


Dayton, 


New Yor 


Fla.—C 
3918 Monroe Ave 


—C: D, 
THE UAUsoN COMPANY, = Holstein, Wis 
LEACH _ CO., 5915 Avalon Bivd., Los Angeles 


Calif.— 
LEAR AVIA, INC. Davin. 
Plaza, New York, N. Y. 


LECTROHM, INC.. 5133 W. 25th PI., 
ih—C, A 

leFEBURE CORPORATION, 
Cedar Rapids, la.—C: A 

LeJAY MANUFACTURING CO., 
Minneapolis, Minn.—C: A 

LEKTRA ‘. 
York, N. Y¥.—C: 

LEOTONE | RADIO “co. 


A 
LETERSTONE oo "— 


716 
1406 W 

INC., 30 E. 
63 Dey St., 
Chicago, IIl.— D 

THE LIFETIME CoRe., 
Ohio— A 


1825 Adams St. 
THE LINCROPHONE CO., INC., 


Utica, —C: $ 
LINGE & SON, INC., 28th St., 


N. 
JOHN 'E. 
Ave., Camden, N. J—C: E 


LITTELFUSE, 
Chicago, Ill.—C, 

LOWELL INSULATED WIRE CO., 
Lowell, Mass.—C: D 

LOWELL NEEDLE CO., INC., 

LUMENITE ELECTRIC’ CO., 407 S. 
Chicago, IIl.—C: 

T. R. McELROY, 100 Brookline Ave., 
GC: A 
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Dearb 
Bostor 
M. & H. SPORTING GOODS CO., 512 M 

Phila., Pa —C, HO: 

MAICO COMPANY, INC., 83 S. 9th St., 
MAJESTIC RADIO & TELEVISION CORP. 

50th St., Chica —C: A 
PL. R. MALLORY "C0: INC., 3029 E. Wa 

St., Indianapolis, Ind.— A 
MANUFACTURING a neg 

Hubbard St., Chicago, —C: 

—e RADIO CORP., M7. 19 resthe St 


MEASUREMENTS CORP., 212 Harrison St. 


JOHN MECK wag gy 1313 W. Rando 
Chicago, IIl.—C S, SS 
MEISSNER, MANUFACTURING CO., Mt. 


for 


OCTOBER, 


Ohio, and 30 Rocke 
—C: D, E, M, P 


Cicero, 


Oakland 
Lak 
10th St 
New 
2515 S. Wabash 


1661 Howard Ave 


& 8B 


Line 


ae arket 
a ae eae me 


INC., 4757 Ravenswood Ave., 
A 


Putnam, Conn.— 


hs 


S 


% 
a 


1941 





MEL LOPHONE Me Yee De ad. 65 Atlantic Ave., 
Rocheste 

MI CA INSULATOR CO., 200 Varick H.. 

Y 

M CAMOLD RADIO oer. 1087 Flushing Ave., 
Brooklyn, N. Y.—C: AR G, S, 

CHARLES MICHELSON ELECTRICAL TRANSCRIP- 
TIONS, 67 W. 44th St., New York, N. Y—C: A 


MIDLAND RADIO & TELEVISION SCHOOLS, 
INC., Power & Light Bldg., Kansas City, Mo. 
a HO: A 

WEST RADIO CORP., 
hio—C: A 
eS REPRODUCER ©. 
New York, N. ¥.—C: 
MES MILLEN MFG. Co., INC., 
Malden, Mass.—C: A 
V. MILLER COMPANY, 5917 S. Main St., 
Angeles, Calif.—C: 
LION RADIO & es ION, 
.. Chicago, Ill.—C: 
ER E. MILLS —- Van Buren St 
hicago, IIl—C: 
MS RADIO a) PO. Box 504, Texarkana, 
AR, D, E, 
AJRROR RECORD. cone, 58 W. 25th St., 
1. Y.—C: D, €E, ss 
ENER MANUFACTURING CO., 1747 58th St., 
rooklyn, N. —C: A 
SION BELL RADIO MFG. CO.. a*S- 831-833 
enice Blvd., Los Angeles, Calif.— D,'S 
O NIGOMERY WARD & Co., INC. 619 W. Chi- 
cago Ave., Chicago, III.—C: 
MUELLER ELECTRIC. CO., 1583 e 31st, Cleveland, 
Ohio—C: A 

MUSIC MASTER a. CO., 508 S$. Dearborn St., 
Chicago, Ill.— 

MUSICRAFT RECORDS, INC., 10 W. 
New York, N —C: A 
NASH RADIO pRODUCTS co... 

St. Louis, Mo.—C: A 
TIONAL CARBON CO., 
"he York, N. Y.—C: D 

NATIONAL COMPANY, 
Malden, Mass.—C: A 

NATIONAL DOBRO CORP., 
cago, IIl.—C: 


NATIONAL ON RADIO CORP., 57 State 
St., Newark, N. J—C, HO: A 
NATIONAL VULCANIZED — Cco., 


New York, 


909 Broadway, 
INC., 


Cincin- 
812 Broadway, 
150 Exchange 
Los 
1617 N. Damen 
412 WwW. “ 
Ark.— 
New York, 


47th St., 
6267 Gravois Ave., 
INC., 30 E. 
INC., 61 
400 S. Peoria St., 


42nd St., 
Sherman St., 


Chi- 


Box 


Columbus, 


Long 
Phila., 
Chi- 
New 


6415 Ravenswood Ave., 


38 W. 2ist St., 


17th St., 


New 


New 


Long Island 


Brook- 


311, Wilmington, Dela.—C: E, 
INC., 
INC., 
Chicago, IIl.—C 
Ohio—C: A 
OHIO CRANKSHAFT CO., Tocco Div., 660 Clement 
Flournoy St., Chicago, III.—C, HO: AR, 
M 
Pa.—C: AR, M, 
Akron, Oh 
—C: 
OXF ORD-TARTAK pet i 4 Gose. 915 W. Van Buren 
Cleveland, Ohio—C 
| 
oe KALON CoRP., 200 Varick St., 
¥ 
PAUL & BEEKMAN, 80 Wissahickon ‘Ave., 
PEERLESS ALBUM Co.. 
N. 
PETERSEN RADIO CO., 205 N. 
PH MORE MANUFACTURING oo, 113 Gaver 
Vashington, 
123 Liberty St., 
—C: AR, M, 
v RADIO CORP., 
466 W. Superior 
Chicago, III 
ppon St., Phila., Pa.—C 
Ohio—C, D, 
ee APPARATUS ‘CO. 647 Kent Ave., 
Springfield Airport, 
—C: Db, £, GM 
ISION PIEZO SERVICE, 427 Asia St., 


P.O. 
a joo SPECIALTIES, 816 W. Erie St., 
NOBL hae SPARKS INDUSTRIES, 
d—C: D, DIS, 
OAK MANUFACTURING, CO., 1260 Clybourn Ave., 
9g 
THE OHIO CARBON CO., 12508 Berea Rd., Cleve- 
land, 
Ave., Cleveland, Ohio—C: 
OHMITE MANUFACTURING — COo., ae % 
GM, S, SS ah 
A, OLEK, 4759 Melrose St., Phila., 
SS 
OLSON ——— CO., 362 Wooster Ave., 
OPERADIO MANUFACTURING CO., St. Charles, 
A 
St., Chicago, III.—C: S 
PARAPHONE HEARING. ‘AB, INC., 4300 Euclid 
Ave ° 
PARISIAN NOVELTY Cco., 3510 S. Western Ave., 
Chicago, 
New York, 
—C: A 
PAR METAL ‘ey. by oo 32-62 49th St., 
Island City, N. D, E, 
~C: 
HENRY PAWKEN & CO., 37 S. Wabash Ave., 
cago, Ill—C, HO: D 
INC., 
rERMO PROBUCTS Lore. 
Chicago, IIl.—C: 
Council Bluffs, lowa—C: A 
PH eg pe — CO., 21 W. 45th St., 
N. Y.—C: 
Pl. New York, N. ¥.—C: _S 
HONOTONE LABORATORIES, INC” "S.E. 15th i 
A Ind 
t a CORPORATION, 
York D, E, G, 
37-06 36th St., 
t —C: 
NEER CEN. E- MOTOR CORP., 
it Miche Dy ait 5100 St. Jean Ave., De- 
T MAN ELECTRICAL nENAR. DAE. GM Cco., 127 
INSETTIA,” INC. "Pitman, N. ‘J.—C: 
or PRODUCTS, INC. “BO. ay 300, Find- 
CISION CRYSTAL Ass, 
oringfield, Ma 
ge, La—C: A 
RADIO-CRAFT 


Baton 


for 


OCTOBER, 





© CLASSIFIED 


RADIO DIRECTORY® 





oe ag PRODUCTS DIV., CHISHOLM-RYDER CO., 
NC., Drawer F, a Sta., Niagara Falls, N. Y. 
—C: AR, D, E, G Xs 
— x CRYSTAL L LABS., INC., 
ork 
PRESTO a pee og oe. 2 Ww. 
York, N. Y.—C: 
QUAM- NICHOLS COMPANY,” 
Grove Ave., Chi 
RACON ELECTRIC <., 
York, .Y— 
RADEX CORFORATION, 
cago, Ill—C: A 
_ ° Sav maces. cOo.. 


53 Park Row, New 


55th St., New 


SS 
331 d Pl. & Cottage 
A 
52 E. 
1733 Milwaukee Ave 
INC., 88 Park Pl., 
C: A 
RADIO ‘colts ~ OF cANAC ora gor St. W., 
RADIO. BESION CO., K 
. Vaud: A 
RADIO ELECTRIC SERVICE CO., 
Cor. 7th & Arch Sts., Phila., 
E, G, M, S, SS 


RADIO ENGINEERING 
Long Island City, N 
RAD! — ENG! NEERING, 


INC. 19th St., New 


, Chi- 


mn, 
1353 ‘Sterling Pl., Brooklyn, 


INC., N. W. 
Pa.—C: AR, D, 


pee INC., 35-54 36th S 
Y.- A 


INC., Ill Harriso 


St., Pe ' A 
RADIO NAVIGATIONAL INSTRUMENT CORP 
Sth Ave., New York, N. Y.—C: A 


RADIO & TECHNICAL PUBLISHING CO., 45 
Astor Pl., New York, N. ¥Y.—C 

ue RADIOTECHNIC LABORATORY, 
Ave., Evanston, IIl.—C: 

RADIOTONE, INC., —_— Melrose Ave., Holly- 
wood, Calif.—C: 

RADIO TRANSCEIVER A ats. 8627 
mond Hill, N. Y—C: A 

we COMPANY, 60! W. 

A 


Wh—C: 
RAWSON ELECTRICAL INSTRUMENT. co. 10 
Potter St., Cambridge, Mass.—C: D, E, G ‘gs 
RAY-LAB COMPANY, {hy ‘St 
Elmira Heights, : ,&6,M, S$ ss 
RAY-O-VAC OMPANY, 2317 Winne bago St Mad 
son, Wis.—C: J 
R-B-M MANUFACTURING CO., Div. Essex 
xorg. Hanna & Chestnut St., Logansport, 


e, 

REA INC., 
vi 

Rca MANUFACTURING CO., 


: A 
1328 Sherman 


115th St., Rich- 


Chi- 


Randolph St., 


Wire 


Ind.— 


INSTITUTES 75 Varick St., New York, 
—C:A 


INC., Camden, 
—C: A 

wy er WORKS, Bluffton, 
Ee G, >, 3 

RECOTON’ CORPORATION, 

York, N. Y.—C: 


REGAL AMPLIFIER AMF. 

New York, N. Y.—C: D 

REK-O-KUT CORPORATION 
York, N. Y.—C: AR, E, G, 

REMLER COMPANY, LTD., 
Francisco, Calif.—C: 

a i RHEQSTAT co.. 

Y 


un H. > INC., Hart- 
ford, Conn.— 

— F. RIDER PUBLISHER, INC., 404 4th 

New York, N. Y.—C, HO: A 

THe RIVERSIDE. ME . eI Co., Pavilion Ave.., 

ROGERS. MAJESTIC’ Corp , oe. 
oronto, Can.—C: AR, D 

THE ROLA COMPANY, INC., 2530 Superior Ave., 
Cleveland, Ohio—C: 'M. § 

—,° foes & & CO., 2341 Wolfram St., 
Wh.—C: 

ROWE iyDusTRIES, INC., 3120 Monroe St., 
Ohio—C: S, 

THE RUBY CHEMICAL co., 
Columbus, io—C: A 

SAUEREISEN CEMENTS oe 
burg, Pittsburgh, Pa.—C: 

WALTER L. SCHOTT Co. 5264'!/, W. Pico 
Blvd., Los Angeles, Calif—C: AR, D, E, 


N. J. 
Ohio—C: AR, 
178 Prince St., 
CORP., 
E, M 


New 
14 W. 17th St., 
. S, SS 

173 Lafayette St., New 
S 

210! 


37 W. 20th St., 


Bryant St., San 
New York, 


30 Bartholomew Ave., 


River- 


622 Fleet St., 


Chicago, 
Toledo, 
68-70 McDowell St., 


| a Main St., Sharps- 


>. oe 

MAURICE SCHWARTZ & me 710-712 Broadway, 
Schenectady Y.—C: G, S, $S 

E. H. SCOTT RADIO LABS. 


nine. 4450 Ravenswood 
Ave., Chicago, II|1—C, HO 
SCOVILL MANUFACTURING, oo. 
Waterbury, Conn.—C: 
SEATTLE RADIO SUPPLY Eo” INC., 2117 2nd Ave., 
Seattle, Wash—C: A 
SELECTAR MANUFACTURING CORP., 
St., New York Y—C: A 
SELF-VULCANIZING RUBBER CO., INC., 
Washington Blvd., Chicago, IIl—C: A 
— oe = oe CORP., 2020 Ridge Ave., 
ton _ 
SHAKEPROOF core WASHER CO., 250! N. Keeler 
Ave hicago, IIl.— E. M 
SHALLCROSS MANUFACTURING CO., 10 Jackson 
Ave., Collingdale, Pa.—C: A 
H. B. SHERMAN MFG a 22 Barney St., 
Creek, Mich.—C: D, E S 
we ‘BROTHERS, 225 W. , im St., Chicago, Ill. 
A 
pn, P.O. Box A, Sierra Madre, Calif. 
SIMPSON ELECTRIC OG, an W. Kinzie St., 
Chi o, Itl—C: AR M 
IMPSON DistRiB. 6" INC., 16 Hudson 
New York Y. 


N. Y.—C: J 
A. L. SMITH IRON £0... 217 Everett Ave., 
Mass.—C: D, E 


1941 


99 Mill St., 


30 W. 15th 


605 W. 


Evans- 


Battle 


Chelsea, 


SNYDER, INC., Noble & Darien St., Phila., 
Cc: 0, $ 
SOLA ELECTRIC CO., 2525 Cl de ourn 
il—C: AR, D, E, G, M, 
a ty MANUFACTURING ‘CORP 
—C 


Pa.— 


J- 
ot S. ‘ch NEMA ‘SUF PLY CORP., 
N. Y.—C: D, E, M, § 
IND APPARATUS > co 150 
k, N.Y ‘. a ( 
> OUT H BEND LATH 
5 th Bend, Ind Cc 
EAK O-PHONE RECO 
By 60th St., New rk, N 
PEE DWAY MANUFACTURING 
“— Cicer | 4 A 
SPEN 
b 


sou 


CER THERMOSTAT CO 
Mass.—C: M 
af te UE PRODUCTS CO 


A 
STACKPOL E CARB 
STANDARD. ELEC RIC L 
STANE SAR Y "pIEZO 
STANDA ARD TRAN 


sted St. 
STANLEY. TOOLS 

ig 

TARK. EL ECTRICAL_ INSTRUMENT 
St. W.. T Or Ca Hd 
THE STATES Come "ANY 


19 New Park 
Cc M.S 
THE STERL Ng > MANUFAC TURI 
troit Av nd, Ot AR 
STEVENS WALDEN iNC.. 475 Shr 
st SS “ A 
MFG. CORP 
Ct Cc: E, M, § 
STRUTHERS DUN N, INC., 1315 Cherry St., Pt 
-C: AR, D M, S, SS 
sTUPAKOFF LABORATORIES. INC., 
Av Pittsburgh, Pa.- : M 
SUNDT ENGINEERING CO., 4656 Ravens- 
- weed Ave., ae WL—C: A 
~. RAD Oo co 212 Fulton St., New York, N. Y, 
A 


SUPERIOR INSTRUMENT CO., 
Y.- A 


York, N ‘ 
SUPREME INS 


* W STEWART 340 W. Hur 


6627 Har 


136 Liberty St., New 
TRUMENT CORP., Howard 
wood, Miss.—C: A 
SUPREME PUBLIC 7h 
cago, IIl._—C, HO: 
TALK-A-PHO 4 MFG So 1219 W. Var 
Chicage —C: D Ss, SS 
TAY BERN EQUI TpMeNT CORP., 135 
ew York, N (special litera 
—, to Police % Cov De 
TAYLOR AIRPHONE PRODU INC. Lor 
Mur icipal Airport, Long Be “4 Calif.—C 
TAYLOR vim INC., 2341 Wabansia Ave , Chicag 
Wh—C: A M (5c from company direct) 
ss PRODUCTS, INC., 135 N. Cicero 
Ave., Chicago, Ill_—C: D, E, G, M, S, SS 
TELEX PRODUCTS CO., Minneapolis, Minn.—C: 
M 


E 
TELFAIR =. CORP., 
N. J.- 


3727 W. 


ee.) 


62 Stan dish _fwe . 
C:D,&G6,M,5§ 
THOMAS CO., 32! 
Wis.—C: AR, G, S 
THORDARSON © spate MFG. CO 


West 
e. aroline St., 
500 W. Hur 


Ch 

THON ELECTRIC CORP. ISE 
N. Y—C: A 

TONK’ MANUFACTURING SS... 
Ave., Chicago —C: D 

THE TORK eck ’ INC., 1 
ernon —C: 

TRANSFORMER CORP OF AMERICA, 
St.. New York, N. Y.—C: D. E, 

TRANSMARINE. RADIO INC 
Hewlett, L. |.. N. Y.—C: D, E, S 

TRAV LER RADIO & TELEVISION CORP., 
Bur Chicago, III.- 

TRICO FUSE MFG. CO 7048 N. Sth St., Milwa 


New York 


1912 N. Magne 


Grove St., Mt 


69 Wooster 
M, S, $S 
1184 Broadw 


1036 Var 


Wis.— D, E. M.S 

TRIMM MANUFACTURING co 1770 
Berteau, Chicago, IIIl.—C: 

THE TRIPLET “ELECTRICAL INSTRUMENT CO., 286 
Harmon Rd Bluffte Ohio—C, HO: A 

TROY RADIO & TELEVISION Co., 1144 S$. O 
St., Los Anaeles, Ca D 

bie 4 MO mt par co inc al Cortlandt St.. New 

N. Y DG 
TUNG: SOL LAME WORKS, INC., Radio Tube Div., 
é Newark, N. J.—DB: D, E, M, 


LTD 


THE TURNER COMPANY, 909 17th 
Rapids. lowa : A 

THE ULTIMATE TRANSMITTER CO 
Ave Los Angeles, Calif —C: A 

UNION STEEL Chest CORP., 54 Church St., 


Ave., Ce 

4163 B 

LeRoy 
N. 

UNI TED CiNEPHONE CoRP., Conn.— 


St., Newark 


Torrington, 


C: A 

UNITED CLECTRON ICS CO., 42 Spring 
N —E. M 

UNITED SCIENTI FIC LAB., INC., 
ew York, N. Y.—C: D. § 

UNITED STATES TELEVIS 1ON MFG 
Sist St.. New York, N -C: D 

UNITED TELETONE CORP 150 Varick St., New 
York 

UNITED TRANSFC RIMMER CORP 150," Varick St.. New 
York, N. Y AR. DE Ss. SS 

UNIVERSAL MICROPHONE co ip 424 Warre 
lane, Inglewood, Calif.—C: 


440 Lafayette S+ 


CORP., 220 £ 
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SUPER SPECIALS 


All of the attractive items listed here are brand new. ALL are in PERFECT WORKING ORDER. In many 
cases, the parts alone total more than the price we are asking. 100% satisfaction guaranteed or your money 
refunded. 

ORDER FROM THIS PAGE. Use the convenient coupon below. Include sufficient extra remittance for parcel 
post charges, else order shipped express, collect. Any excess will be refunded. C.0.D. shipments require 20% 
deposit. If full remittance accompanies order, deduct 2% discount. Send money order, certified check, new U. s. 
stamps. No C.0.D. to foreign countries. 


ORDER TODAY LIMITED QUANTITIES PROMPT SHIPMENTS ASSURED 
THE RADIUM SPINTHARISCOPE 


WORLDS DESTROYED BEFORE YOUR EYES 


= SPINTHARISCOPE is without question one of the most amazing scientific 
struments ever in vented. For ages scientists thought that atoms were inde- 
eerectinne. Yet the SPINTHARISCOPE demonstrates that radium actually destroys 
Look into the SPINTHARISCOPE and behold a most astonishing sight. You 
p like a brilliant night sky. You observe thousz ands of 
ht flashes similar to showers of shooting stars. Every 

of "the destruction of one atom of radium. As ea ch. “radium 
it creates a Helium atom which it shoots out like a bullet 
,00 econd. Khar 4 fast moving Helium geome 

. of ligh ’ when they strike 








the ua movement 
tiniest particles of matter known 
ction keeps on 


BO 
ono Radium in 
the Si THARI SCOPE, if preserved, 
ie will pat you and many succeeding 
PINTHAR S cntains, small quanti ny of radium. 
s Ss actually contains a i 
| > want y ae most y wee -inspiring sight, witness the actuas 
destruction of thousands of wore Eg SB. paged * worlds), ”y 
4 e ol! e 

simply looking throuuh the lens, of th BEFORE YOUR EYES. 

The RADIUM SPINTHARISCOPE, Price, Postpaid. 50c 
item No. 148. 


VARIABLE SPEED UNIVERSAL MOTOR - AMAZING BLACK LIGHT!! 


Power -Wa - Viol ulb 
FOR 110 VOLTS, A.C. OR 0.C. werful 250 tt Ultra-Violet B 
s by American Gramophone The best and most prac- 
Made for Dictaphone machines by, Sed. but. in. excellent - tical source of ultra-violet 
Sreen Special lever con- 4 . light for general experi- 
variable speeds mental and entertainment 
use. Makes all fluorescent 
substances brilliantly lumi 
nescent. No transformers of 
gn. We. 644 lbs. : any kind needed. Fits any 
pentane Leg socket. Made 
. % with special filter glass per- 
ny Pa aM = oe $1 55 | mitting only ultra-violet 
rays to come through. Brings 
| a 4 out beautiful opalescent hues 
in various types of mate- 
POWERFUL ALL-PURPOSE INDUCTION MOTOR = mener —~ for amateur 
IDEAL FOR EXPERIMENTERS—I0! USES parties, plays, ete., to ob- 
Sturdily constructed to precision tain unique aos effects. Bulb only. Size of bulb. 
standards, this self - starting 3 1 
shaded pole A C. induction 
motor is powerful enough for a 
large variety of uses. Some of 
these are: Automatic Timing 
Devices, Current Interrupters, 
Electric Fans, Electric Chimes, *} y seady for 
Window Displays, Photocell Con- | . Designed 
trol Devices, Electric Vibrators, 4 . volt. 60 cycle 2-wire 
Small Grinders, Buffers and rvice’ 
Polishers, Miniature Pumps 
Mechanical Models, Sewing Ma- 
chines, Phonograph Motors, Cof- 
fee Grinders, Motion Picture 
Projectors, Motorized Valves, 
Sirens, and other applications 
Consumes about 15 watts of 
power and has a speed of 3,000 
r.p.m. When —— down, this 
sturdy = iF —— Operate an 18-inch turatable 
loaded with bs. dead weight—THAT’S POWER! 
he motor 7 of midget dimensions, 3 inches high | Shy," Me oe” 
by 2 inches wide by 1% Se es has 4 convenient 
mounting studs; shaft is %” by 3/16” diameter, | 'TEM NO. 33 
and runs in self-aligning, oft poeining bearings: Your Price 
best materials, perfect precision assembly and rigid 


inspection certify to its high lity, i] 1 
lite Designed. for 110" 0 vols, Cuality. ond assure lens ELECTRIC HUMIDIFIER FOUNTAIN 

















soldering "irons. 
costs down. 


roms | 








. Only. 


YOUR PRICE 1. 9 -) e roe pees moisture to 
=o th in nter. Evap- 
+ as sy as a pint of 
water in 24 hours. Fountain 
. i ” in diam. Sprays : 
ee a streams of water 5” abov 

og a BS a fountain head. Made of spun 
to a closeup view of the worlds yang hy EY cop- 

Q out in space. See the rings 


. " er, red, green. No water 
around Saturn, the mountains of 2 
yt the moon! Kit contains 3” diam., Sonnestiene  Sequives, Just 





0 volt, 60 cycle 
75” focal len P plug into 11 " 
polished objective a A.C. outlet. Current consumption few cents a_ month. 


ificatio ~ | Complete with base switch and 8 ft. power cord. Ship- 
Sueplte eit sr a oatractonn. °O* S84 10M | inal, “pipe Last neice $18.95." Only x hmited 
12 


supply on hand 
PPP TT rr Tee Coccccce 1.95 > 
— $1.95 | Oat Bile $4.95 
so eA FARGr i. teats ss | a - 
she # ameter 0” focal leng grounc 

a i fal 
irre en ae | 1941 Catalog 
ine in ony cad ns A POSTAL CARD BRINGS IT TO You 
YOUR PRICE 2... .ccccsseeesescsee PIOID SEND FOR IT TODAY 
HUDSON : SPECIALTIES CO., 40 West Broadway, N. Y.C. 














a IT's EASY TO ORDER—CLIP COUPON—MAIL NOW ORDER FROM THIS PAGE. 
SSS SSS SSS SSS SSS SSS SSS SSCS SSG KS 
HUDSON SPECIALTIES CO., 40 West Broadway, Dept, RC-1041, New York, N. Y. 


I have circled below the {numbers of the items I’m ordering. My full remittance of $ (include 
shipping me b enclo 


OR my deposit of $ is enclosed (20% required), ship order C.0.D. for balance. No C.0.D. 
order for tess than $2.00. (New U. S. stamps. check or money order accepted.) 


Circle Item No. wanted: i, 33, 87, 123, 123L, 125, 147, 148 
Address ......++. PPTTTTT ITT TTT ttt 


Send remittance by check, stamps or money order; register letter if you send cash or stamps. 
4S SSS SSCS SSS SS SST STSSS SSS TS SSS SS SSS eee es eee ee SS 





— PRODUCTS CO., 1603 S. Michican 
Ave., Chicago, Ill—C: D, E, M 

THE VALPEY CRYSTALS, Box 321, Holliston, } 
—C: AR, D, E, G, M, SM, 

— ELECTRICAL MFG. com 4116 Aval 
Los Angeles, Calif.—C: D, "M 

THE VEGA COMPANY, 155 3 s Av 
ton, Mass.—C: 

VERTI-FLEX ILLINOIS SEATING yo. 
Racine Ave., Chicago, II|.—C: D, S 

—- MANUFACTURING co 32 Nass 

Y 


Z 


New Yo 
JAMES VIBRAPOWR CO.., INC., 341 N. Cr 
: A 


Ave., Chicago, IIl.—C: 
THE VIBROPLEX re ta 832 Broadway 


York, N. Y.—C: 
VICTOR ANIMATOGRAPH CORP., Davenport 
ba Ber vraiment 632! Gratiat St., Det 


—C: 

vOeUE PRODUCTS CO., 8420 S. Ashland Ave 
cago, lil—C: D, $ 

THE VOuu: TONE COMPANY, 252 S. Broadway, 
Angeles, Calif.— 

WARD LEONARD ELECTRIC Co., 31 S$. S., 
Vernon, N. Y.—C: A 

WARD MANUFACTURING CO., 1813 Winona 
Chicago, —C: A 

WARD PRODUCTS oe, 1523 E. 45th St., Cleve- 
land, Ohio—C: D, S 

WARREN TELECHRON' CO., Ashland, Mass 


D, 
WARWICK MANUFACTURING CORP., 1700 W 
Washington Blvd., Chicago, IIl—C: D, 
EARL WEBBER COMPANY, 4350 W. Roosevelt f ee 
Chicago, IIIl.—C: 
vee MACHINE Core. 59 Rutter St., Rochester 
N. M, SS 


WEBSTER. CHICAGO CORPORATION, 5622 
er" dale Ave., Chicago, Iil_—C: AR, [ 


G, _ > 
WEBSTER ELECTRIC CO., Racine, Wis—C: A 
JOS. heh aa “sae “< W. Roosevelt Rd 
Chicago, Ill.— ss 
bar ple SOUND yy ELecrRi¢ LABS., INC 
ilbourn Ave 


Wis.—C: A 
WESTON ELECTRICAL INSTRUMENT. ‘CORP., N 
A 


ark 


WHEELCO IN INSTRUMENTS CO., 1933 S. Halst: 
1c 


—C, HO: 
THE WIRE staiprep CO., P.O. Box 2421, E. C 
land, Ohio—C: E, M 
WIRT ‘COMPANY, 5221-27 Greene St., Phila 


C: E, G, S, 
WINCHARCER ‘CORPORATION, Sioux Cit y, | 


X-L RADIO ng eg 420 W. Chicago 
Ave., Chicago, Ill.—C, 

ZIERICK MANUFACTURING gos 385 Ger 
Ave., New York, N. Y.—C: D, E, M, SS 


a 


14-Watt Amplifier 
(Continued from page 229) 
One Mallory volume control, UC-513, 0.5- 
meg., R12; 
One Mallory volume control, K-12, 50,000 
ohms, R10. 


CONDENSERS 

Five Illinois Parts fid. 136, 5 mf., 50 V., 
C1, C5, C10, C16, C23; 

Seven Mallory, 8 mf., 450 V., CS-133, 
C7, C11, C138, C19, C21, C22; 

Three National Union T-610, 0.1-mf., (2 
C17, C20; 

Six National Union T-601, 0.01-mf., C3, (6, 
C9, C12, C14, C18; 

One National Union T-6002, 0.001-mf., €15; 

One National Union T-6005, 0.005-mf., C8 


MISCELLANEOUS 

One Thordarson T-17C00B choke, 15 hy., 
Ch.1, 150 ma.; 

One Stancor C-1707 choke, 2 hy., 50 ma. 
Ch.2; 

One Thordarson T-92R21 power trans- 
former, P.T.; 

One Thordarson T-65594 output tran 
former, T1; 

One Toggle switch, Sw.; 

One Bud No. JL-1692S jewel light assembly; 

Six Crowe nameplates; 

Six Crowe knobs, No. 6308, red; 

Six Amphenol No. M1P8 receptacles; 

Four Amphenol No. M1P4 receptacles; 

Two mike input plugs, self-shorting type, 
J1, J2; 

Four Bud No. J-232 midget jacks, J3, J4; 

One Bud CB-666 chassis 8% x15x3 
high; 

Two Bud No. ST glove-type shields; 

Two Bud No. T9 glove-type shields; 

Miscellaneous hardware, wire, solder, etc. 
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TECHNICAL REVIEW OF 
CATALOGS, ETC. 


Meissner 1941 General Catalog.—Includes dia- 
grams of various available kits ranging from 
battery electrical portables through various types 
ol receivers and tuners to experimental equipment 
and communications receivers. (Meissner Mfg. 
Co., Mt. Carmel, Ill.) 


Mallory 1941 Catalog.—This catalog of carbon 
and wirewound controls of all types, switches, 
jacks, resistors, condensers, vibrator power packs 
and dry-dise rectifiers, contains useful informa- 
tion on the selection of various types of these 

ruments. (P. R. Mallory & Co., Inc., Indian- 


Bud Radio General Catalog No. 241.—In addition 
to cataloging the extensive Bud line, this publica- 
tion contains a set of tables useful in radio work. 
(Bud Radio, Inc., Cleveland, Ohio.) 


United Transformer Corp. Catalog “Industrial 
Components.”"—Contains diagrams, illustrations 
and descriptions of Varitran current- and vol- 
tage-controlled devices. (United Transformer 
Corp., New York, N. Y.) 


Mallory 1941 Replacement Vibrator Guide.—This 
Guide includes a replacement vibrator chart list- 
ing the requirements for practically all car-radio 
receivers. Part of the publication is devoted to a 
Vibrator basing diagrams are 
given. Also included is the technical article “In- 
stalling Radios in 1941 Cars”. (P. R. Mallory & 
Co., Inc., Indianapolis, Ind.) 


cross-reference. 


Speed Up Your Production with Worner ‘‘Foto- 
electric” Products.—This folder pictorially shows 
the applications of Worner’s light sensitive equip- 
ment. (Worner Products Corp., Chicago, Ill.) 


Presto Recording Corp., “How to Make Talkinz 
Pictures at Home”. Available for 25c. This pub- 
lication is “‘A Complete Description of the Presto 
Synero-Sound Recorder and Its Operation.” It is 
a really useful booklet for anyone wishing to add 
dise-sound to home or industrial talkies. (Presto 
Recording Corp., New York.) 


Replacement Guide General Batteries for Port- 
able Battery Receivers.—This publication lists 
the battery complements of practically every bat- 
tery and battery-electric portable. (General 
Dry Batteries, Inc., Cleveland, Ohio.) 


Amplicall—Industrial and Office Communication 
DeLuxe. Webster—Chicago.—This publication in- 
cludes block diagrams and descriptions of various 
applications of intercommunicators, and con- 
cludes with a description of a high-power paging 
system. (The Webster Company, Chicago, Ill.) 


Radiart Vibrators—“The Guaranteed Exact Du- 
plicate’.—Under this title Radiart Corp. has 
issued form 541 containing the following sec- 
tions: A, Vibrator Replacement List (replace- 
for practically every make of radio re- 
utilizing vibrator power supplies); B, 
Cross-Index by Base Diagram; C, Buffer Circuits ; 
lL. Container Shapes; E, Radiart Vibrator Speci- 
fications; F, Cross-Index, Radiart Numbers and 
‘umbers of Other Vibrator and Radio Set Man- 
turers; G, Cross-Index, Radiart and Orig- 
Equipment Part Numbers; H, Cross-Index 
Vibrator Types. (The Radiart Corp., Cleve- 

d, Ohio.) 


ment 
ceiver 


Sprague Fluorescent Lamp Bulletin.—This form 
C350 of Sprague Products Co. contains circuits 
and description of the application of Sprague 
condensers in fluorescent lighting and suppres- 
of radio interference. (Sprague Products 
npany, North Adams, Mass.) 


Burgess Replacement Guide, Revised Edition, 
June 1941.—An extensive Guide which lists 
battery replacements for practically every radio 
receiver on the market utilizing battery power. 
A useful tabulation is the listing of dimensions 
of the various types of Burgess batteries. Of 
even greater interest is the listing of compara- 
tive stock numbers of Burgess batteries com- 
pared with 11 other makes. Still another interest- 
ing item, a battery replacement guide, supplies 


RADIO-CRAFT 
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data on many battery-operated instruments, 
cial-purpose batteries are also described. 
cluding the publication are charts 
service ratings of various “A” 
batteries. (Burgess Battery 
port, Ill.) 


spe 
Con- 
giving the 
cells and “B” 
Company, Free- 


Complete Transformer Catalog No. 400-F 1941 
—Fall-Winter—1942.—In addition to listing the 
products of Thordarson Electrical Mfg. Co., this 
catalog contains tables on how to choose various 
types of transformers. To meet various require- 
ments of tube arrangements, etc., equivalent re- 
quirements in connection with chokes are given. 
(Thordarson Electric Mfg. Co., Chicago, Ill.) 


“A Transmitter Frequency Control Unit with 
Three-Band Output”.—This reprint from June. 
1941, QST describes the self-contained, cabinet- 
type exciter or low-power transmitter designed 
by G. W. Shuart. Its schematic circuit is given. 
(The Hammarlund Manufacturing Co., Inc., New 
York, N. Y.) 


Complete Transformer Catalog—Stancor.—Here is 
a listing of Standard Transformer Corp. prod- 
ucts, which in addition to presenting component 
characteristics in convenient tabular form, also 
supplies useful information on types of trans- 
formers for use with various tube combinations. 


(Standard Transformer Corp., Chicago, Ill.) 


UTC Transformer Components.—Carrying only 
this identification, United Transformer Corp. 
kas released a wall-card 814 x 11 ins., presenting 
on one side a table of decibels vs. voltage and 
power, and on the other, charts of the straight- 
edge type whereby unknown values may be ob- 
tained by computing against knowns for the 
characteristics: Inductance, Reactance, Capacity 
or Frequency. (United Transformer Corp., New 
York.) 


“An All-Purpose Mike for P.A.?”.—This reprint 
from a recent issue of Radio Today is available 
from Amperite Corp. and describes the Universal 
application of an Amperite velocity microphone. 
Interesting field patterns are given. (Amperite 
Corp., New York, N. ) 


Ham Tips from RCA, March-April 1941.—This 
edition of a periodical issued by RCA Mfg. Co., 
Inc., includes a circuit diagram and engineering 
data in description of the application of the 
RCA type 829 beam power tube which outputs 
approximately 83 watts at 200 mec. A suitable 
power supply is also diagrammed. (RCA Manu- 
facturing Co., Inc., Camden, N. J.) 


Light Marches On with Hygrade Fluorescent. 
This brief summary of facts concerning fluores- 
cent lighting includes circuits, tables, listing 
essential tube data and technical description of 
the fluorescent factors entering into the operation 
of fluorescent lights. Form F-164. (Hygrade 
Sylvania Corp., Salem, Mass.) 


Hallicrafters Communications Equipment.—U nder 
this title The Hallicrafters, Inc., has prepared 
a brochure containing technical descriptions of 
Hallicrafters’ communications equipment includ- 
ing a circuit breakdown of the crystal filter cir- 
cuit incorporated in Super-Skyrider SX-28 to- 
gether with curves of selectivity of A.V.C 
(The Hallicrafters, Inc., Chicago, Ill.) 


>. action. 


Solar A.C. Motor Starting Capacitors for Re- 
placement Purposes and Cap-Check A.C. Capacity 
Checker.—This bulletin A.C. 
listing by manufacturer and 
size” replacements for 90% of motor starting 
condensers (capacitors) now in general use. 
(Solar Manufacturing Corp., Bayonne, N. J.) 


contains complete 
part number, “to 


Essential Equipment Required 
Radio Service.—This single sheet issued by Su- 
preme Instruments Corp. contains on side 
a block illustration showing how various types 
of equipment are utilized in making various 
radio receiver tests; and on the other, descrip- 
tion of this chart together with other informa- 
tion under the title “How to Analyze Your Own 
Shop”. (Supreme Instruments Corp., Greenwood, 
Miss.) 
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= GEOPHYSICAL— 
PROSPECTING PRINTS 
(TREASURE FINDERS) 





TECHNITAX 


BLUE PRINTS and INSTRUCTIONS 


For Building the Following Treasure Find- 


ers and Prospecting Outfits 

Folder No. 1. The “Radioflector Pilot” 
sists of a 2-tube transmitter and 3-tube 
receiver. Principle : radiated Wave from 
transmitter loop is reflected back to re- 
ceiver loop. Emits visual and aural signals. 

Folder No. 2. The “Harmonic Frequency Lo- 
cator” * I radiates low frequen- 
cy wave to receiver, tuned to one of Har- 
monics of transmitter. Using regenerative 
circuit. Emits aura! signals. 

Folder No. 3. The “Beat-Note 
Two oscillators so adjusted as to produce 
beatnote. Emits visual and aural signals. 

Folder No. 4. The “Radio-Balance Surveyor” 
—a modulated transmitter and very sensi- 
tive loop receiver. Principle: Balanced 
loop. Emits visual and aural signals. By 
triangulation depth of objects in ground 
can be established. 

Folder No. 5. The “Variable 
Monitor”—a single tube oscillator gen- 
erating fixed modulated signals and re- 
ceiver employing two stages R.F. ampli- 
fication. Works on the inductance prin- 
ciple. Emits aural signals. 

Folder No. 6. The “Hughes Inductance-Bal- 
ance Explorer’’—a single tube Hartley os- 
cillator transmitter and sensitive 3-tube 
receiver. Principle: Wheatstone bridge. 
Emits aural signals. 

Folder No. 7. The “Radiodyne Prospector” 

a completely shielded instrument. Prin- 
ciple: Balanced loop. Transmitter, receiver 
and batteries enclosed in steel box. Very 
large field of radiation and depth of 
penetration. Emits aural signals. 


With any one of the modern geophysical 
methods described in the Blue-Print pat- 
terns, radio outfits and instruments can be 
constructed to locate metal and ore deposits 
(prospecting) ; finding lost or buried 
ures ;, metal war relics; sea and land mines 
and “duds” : mineral deposits ; subterranean 
water veins: oil deposits (under certain cir- 
cumstances): buried gas and water pipes; 
tools or other metallic objects sunken in wa- 
ter, etc., ete. 

Each set of blueprints and instructions enclosed in 
heavy envelope (9'2” x 12'2”). Blueprints 22” x 
34”: eight-page illustrated Bi.” x 11” fold- 50c 


nstructions and construction -“ 
oe Add 5c for postage 


$3.00 


con- 


Indicator” 


Inductance 


treas- 


The complete set of seven folders 
Shipping weight 2 Ibs. (add 25c for amle- 
ping anywhere in U.S.A 


TEC HNIFAX 


1917 S. STATE ST. RC-1041 CHICAGO, ILL. 


TECHNIFAX 1917 So. State, Chicago, 1 


Enclosed herewith $ 
address below: 





for which mail to 


Treasure Finder No. 1, 2, 3, 
Complete set of seven folders. (1) 


NAME 


ADDRESS 


ciTY STATE 


RAC-1041 
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PUBLISHERS 


Audel, Publishers 

Book GiveeAway Plan 

Data Print Co 

National Plans Inst 

Radcraft Publications, Inc. 
208, 224, 

Reference Annual 

Radio & Technical Pub. 

Radiolab Publishing Co.............-++++ 

Supreme Publications 

Technifax... 


RADIO PARTS 


Aerovox Corporation 
Amperite Co 
International Resistance C 
Meissner Mfg. Company 
Ohmite Mfg. Company. 
Solar Mfg. Corp 

Sprague Products Co 


Goldentone 

Hallicrafters Co 

Midwest Radio Corporation 
Radio Shack, The Inside FronteCover 


RADIO SUPPLY HOUSES 


Allied Radio Corp R 
Burstein-Applebee Co......cccccccccccces 215 
Hudson Specialties 


Radolek Co 


SCHOOLS 


Capitol Radio Eng. Inst 
Commercial Radio Institute 
Coyne Radio School 

Lincoln Engineering School 
National Radio Institute 
National Schools 

New York Y.M.C.A. 

Port Arthur College 

Radio Training Assoc 

Bey. NINO sooo. 0:6106:5:0000 2600600 os 
Sprayberry Academy of Radio 


SOUND & RECORDING EQUIPMENT 


Amplifier Co. of America 
Jensen Radio Mfg. C 
John Meck Industries 
Universal Microphone Co., 


University Laboratories..............e6. 2 


TEST EQUIPMENT 
National Union Radio Corp. 
Inside Back 
Radio City Products Co 
Readrite Meter Works 
Walter L. Schott Co 
Supreme Instruments Corp 
Triplett Electrical Instruments Co..... 
Weston Elec. 


Instrument Corp 


TUBES 


Hygrade Sylvania Corp 


MISCELLANEOUS 
Classified Section 
Flight 


Lancaster, 


ER di bh ic waee eine dee eed 249 
Allwine & 
Fellowship 
Remington Rand 


Rommel 


Lemurian 





(While every 
accuracy, We cannot 


precaution is taken to insure 


guarantee against the 


possibility of an occasional change or omis- 


sion in the preparation of this index.) 














256 Printed in the U.S.A. 


BOOK REVIEW 


(Continued from page 199) 
HANDBOOK OF BROADCASTING, 2nd Edi- 
tion, by Waldo Abbot (1941). Published by 
McGraw-Hill Book Company, Inc. Size 6% x 9% 
ins., cloth covers, 231 pages. Price $3.50. 

The Assoc. Professor of Speech and Director 
of Broadcasting, University of Michigan, and 
Educational Directory of Station WJR as well, 
has incorporated changes of importance in this 
revised 2nd Edition of his “‘Handbook,”’ suggested 
by instructors in 50 universities where the orig- 
inal version has been used as a text; and, by 
students who have gone into various broadcast 
stations. 

The book presents instruction material in all 
phases of broadcasting (except the engineering) 
of the planning, writing, production and pur- 
pose of radio programs; and of commercial, 
educational, vocational and other aspects of 
radio broadcasting. 

The book is recommended not only as a guide 
book of students and teachers of speech and 
broadcasting, and for teachers receiving educa- 
tional programs in the clavs-rooms but also for 
those in the radio profession, for the radio lis- 
tener and for those who are or hope to be radio 
specialists or writers. 

Note also that many of the principles given 
in this book are almost equally applicable to 
Public Address specialists and those who have 
occasion to talk over a P.A. system. In fact, 
Chapter 20 is entitled ‘“Public-Address and 
Sound-Recording Equipment in the School” and 
discusses not only the equipment but also sound 
microphone technique. 

The following selected, abbreviated chapter 
headings reveal the scope and nature of the 
entire contents as follows: Technical Fundamen- 
tals of Radio; Radio Speaking; Pronunciation ; 
Articulation, Intonation, Rhythm; News, Sports, 
Poetry and Children’s Programs; Impromptu 
and Extempore Speech Programs; Writing and 
Directing Radio Plays and Serials; Sound 
Effects; Writing Commercial Continuity; Broad- 
casts to Schools; Public-Address and Sound-Re- 
cording Equipment in the School; Electrical 
Transcriptions; The Law as It Affects Broad- 
casting; Radio as a Vocation; Glossary; Ap- 
pendix; Specimen Scripts; Bibliography; Sug- 
gested Class Assignments; General References ; 
Index. 

(Ordinarily this reviewer would not present 
such a lengthy listing of the contents of a book, 
but in the case of the “Handbook of Broadcast- 
ing.’ it was felt to be essential in order to prop- 
erly outline the extensive coverage of this ex- 
cellent reference work.) 


RADIO ENGINEER’S POCKET BOOK, by F. J. 
Camm, 2nd Edition (1941). Published by Chemical 
Publishing Co., Inc. Cloth covers, size 4% x 6%4 
ins., 147 pages. Price $1.50. 

Electrical engineers, chemical engineers, and 
others in the engineering profession long have 
had reference books making available to them in 
handy form such elementary reference material 
as formulas, tables, definitions, etc. 

Radiomen are now offered a second*, approxi- 
mate equivalent in the form of a 147-page pocket 
book by F. J. Camm, This book meets the ele 
mentary needs of those in various branches of 
radio: Servicemen, students, designers, operators, 
manufacturers, transmitter specialists, etc. Arith- 
metic, geometric, and trigonometric formulas as 
well as measuring formulas have been included. 


*Last month Radio-Craft reviewed Keith Henney’s ex- 

ceptionally comprehensive, desk-size ‘‘Radio Engineer’s 
Handbook’ (945 pgs.) 
NATIONAL POLICY FOR RADIO BROAD- 
CASTING, by C. B. Rose, Jr. (1940). Published 
by Harper & Brothers. Size 5% x 8% ins., cloth 
covers, 289 pages. Price $3. 

The National Economic and Social Planning 
Association has for its single purpose the inves- 
tigation of significant national problems with a 
view to aiding in the shaping of new 
“National Policy for Radio Broadcasting” is an 
analysis, of radio broadcasting in the United 
States, which was made to further the purpose 
of N.F.S.P.A. The Parts headings below indicate 
the general nature of the treatment of the sub- 
ject matter. 

Part II consists of 3 chapters. Their titles carry 
this analysis further, to wit: Chapter 1, “Limita- 
tions on the Number of Stations”; Chapter 2, 
“Problems of the Location of Stations”; Chapter 
3, “Problems of ‘Superpower’ ”. 


policies. 


There are 18 tables in this book, other 
is unillustrated. The main aspects of th« 
lems of putting programs on the air 
scribed, including discussion of the com: 
structure, program content, freedom of 
and related topics. The analysis dates fri 
advent of commercial broadcasting in 1! 
is a searching analysis of what 
casting tick and what can be 
the progress of this art. 


makes 
done to ec 


LBC HANDBOOK. Published by Jarrold & Sons, 
Ltd., Norwich & London. Size 5 x 7% ins., cloth 
covers, 128 pages. Price 50c. 

War or no war, the British Broadcasting 
poration continues to publish this annua! r 
of radio activities in the British Empire. Thr 
the pages of this book is shown the progr 
British radio during the last 12 months on reco 
Such chapter headings as “‘From Peace to War,” 
**Au Revoir, Television’,” “A War Diary,” sug- 
gest the poignant nature of the BBC Annual 
of 1940. Concluding the book are a number of 
chapters in a 20-page reference section. Virtually 
a year-book, it holds considerable intere-t 
American listeners who may have facilitie 
reception of British stations direct on their 
wave channels. 


PLASTICS IN INDUSTRY, by “Plastes” (1940). 
Published by Chemical Publishing Co., Inc. Size 
5% x 8% ins., cloth cover, 241 pages. Price $5. 
The tremendous impetus which unsettled war 
conditions have given plastics, and especially 
increasing use as a satisfactory substitu 
metals essential in the Defense program, 
“Plastics in Industry” an exceptionally t 
reference work of interest to many techni 
in the various fields of the radio industry. 
Radio engineers who wish to know to 
extent the electrical or mechanical properti 
various plastics may be used in new equi 
will find their questions answered in thi 
Experimenters and laboratory workers who 
to know to what extent they can use plast 
their work will want to study the tables, 
mulas, etce., which are here presented in a 
form. “Plastics in Industry” is a technical int 
duction to this new Industry. 


OPPORTUNITY AD-LETS 


Advertisements in this section cost 15 cents a 

for each insertion. Name, address and initials 

be included at the above rate. Cash should acco 
pany all classified advertisements unless placed 
an accredited advertising agency. No advertiser 
for less than ten words accepted. Ten percent 
count six issues, twenty percent for twelve iss 
Objectionable or misleading advertisements not 
cepted. Advertisements for November 1941 issue must 
reach us not later than September 11th, 
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RADIO-CRAFT 


AGENTS WANTED 





NUSILVER PLATING LIQUID. APPLY WITH CLOTH. 


Cleans, silverplates and polishes at one time. $1.00 1 
paid. NuSilver, Dept. 114, Aurora, ILL. 





BOOKS AND MAGAZINES 





ASSURE YOURSELF OF GREATER PROFITS BY 
doing radio service jobs more quickly. Authentic serv 
guides show you the way to locate and correct troubles 
in any radio receiver. Gernsback Official Radio Ser 
Manuals show you how to complete more repair jot 
less time—how to earn more money by faster ser 
Radcraft Publications, 20 Vesey St., New York Ci 





WHAT DO YOU KNOW AROUT AMPLIFIERS, AND 
Sound Systems? The Amplifier Hand K 

Address Guide covers P.A. from A to z Most ¢ 

and authentic book published on the subject. ‘ 

80 pages of vital information on Amplifiers, P.A. 5 
Speakers, Accessories, Pickups, Microphones, etc 

on fine coated stock. with numerous photographic 

tions and explanatory diagrams, and only 

Page 2°8 





EDUCATIONAL COURSES 


CORRESPONDENCE - COURSES AND EDUCAT! NAL 
slightly used. Sold. Rented. Fxchan 
Satisfaction euaranteed. Cash paid for 
details and bargain catalog FRF 
Company, 510 Sherman, Dept. K-242 


FLUORESCENT LIGHTING 


24” FLUORESCENT BENCH LIGHT $1.49, LESS TUBE. 
Harold Davis, Jackson, Mississippi 


WANTED—TO BUY 


PRIVATE. 





WANTED: HIFI 
Cash. Box 81, 


AM-FM EQUIPMENT. 
Radio-Craft. 


OCTOBER, 1941 


for 








—— 


SIVATE. 


1941 


HERE YOU FIND 
NATIONAL UNION 


YOU FIND 


Bette wT 
RADIO SERVICE 





Used N.U. equipment 
plan when I first started 
in business 9 years ago 
and if it hadn’t been for 
N. U. I would never have 
gotten the equipment 
up to date. 


Bay Shore Radio & Appliance Bay Shore, N. Y. 


(William Exeter, Jr., Prop.) 


The Success of Better Equipped 
Radio Shops speaks for itself. Here is a 
profitable radio service business built up 
in the shadow of one of the nation’s most 
competitive markets, Metropolitan New 
York. 


NATIONAL UNION invites all radio service 
dealers to enjoy the benefits of the N. U. SHOP 
EQUIPMENT PLAN. The latest in tube testers and 
test equipment are available to you, immediate 
delivery. More than 50,000 completed deals prove 


the success of this plan. 


Investigate Now. 


ADDITIONAL PRODUCTS... 


PANEL LAMPS 
EXCITER LAMPS 


PHOTO ELECTRIC CELLS 


DRY BATTERIES 


CATHODE RAY TUBES 
SOUND EQUIPMENT 
SOUND ACCESSORIES 
FLASH LIGHT BULBS 


Ask Your N.U. Distributor or Write 


NATIONAL UNION RADIQ?, 


\ 


Radio Tubes 


. . » More Radio Service 


Dealers use National 
Union than any other 
make ... there must be 
a good reason why. 


Condensers 
Complete line ... Same 
Super Quality as found 
in N. U. Tubes. Just 


Sound Extra Tubes 
, - a line of heavy 
duty radio tubes for 
Pt ne 1 
exclusive N. U. develop- 


Batteries 
. The only line of 
Dry Batteries sold ex- 
clusively to the radio 
Trade You can 
make more money. 





NCEW@eain al crat mad: 10/420, 40, 80 meter amateur bands 
the @mateur comr ms «lsd on the International short wave 
field with gas lity an formance ir Broadcast Channels—Tone Control— 
one of the@reatest er offer Send-Receive Switch—ANL Switch— 
Tube"Super Sky- RF Gain Switch—AVC-BFO Switch 
Hing quality com- —2 stages preselection — Improved 
gives you all adjustable noise limiter—Beat Fre- 
' the ones usually quency Oscillator — antenna trimmer 
ced receivers, in- —AF Gain switch—6 position selec- 
| band-spread over tivity control—Bass boost switch— 
recei Wide Angle “S” meter — Band pass 
audio filter — Phone jack! Cabinet 
dimensions: 20',” x 144.” x 944,” — 
Complete with crystal and _ tubes. 
(Hallicrafters - Jensen Bass Reflex 
Speakers Available.) 


RECEIVER 


og it Skate 


Bi r 
| fl 
he hasticratters inc. 
CHICAGO, U.S.A 


USED BY'33 GOVERNMENi5 
SOLD IN 89 4. FN TS 





